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To Whom It May Concern: 

The Integrated In-Space Transportation F’lanning (IISTP) phase I activity was an assessment and prioritization 
of in-space propulsion technologies. This activity was conducted m 2001 by a NASA-wide team of over 
100 engineers and scientists, resulting in a list of advanced in-space propulsion technologies benefiting 
multiple NASA Enterprises. 

Over a 6-month period, the IISTF’ team evaluated primary propulsion systems intended to transport space¬ 
craft from the launched condition to the destination and back, if required, for 28 potential missions. 
Seventeen propulsion technology architectures were evaluated, and priorities were assigned to the 
technologies according to their satisfaction of mission requirements, .schedule, cost, and other selection 
criteria. 

The enclosed report presents the prioritized set of advanced in-space propulsion technologies resulting 
from the IISTP activity and details of the supporting analysis. 


Sincerely, 

Les Johnson 

In-Space Transportation Investment Area Manager 
Advanced Space Transportation Program 
Marshall Space Flight Center 
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PREFACE 


The purpose of this report is to provide the reader with a readily accessible reference 
volume and histoiy for the IISTP Phase 1 effort. This report was prepared by Gray 
Research, Inc, as a partial fulfillment of the Integrated Technology Assessment Center 
(ITAC) subcontract #4400037135 in support of the Integrated In-Space Transportation 
Plan (IISTP) Phase 1 effort within the In-Space Investment Area of the Advanced Space 
Transportation Program (ASTP) managed at Marshall Space Flight Center (MSFC) in 
Huntsville, Alabama. Much of the data used in the preparation of this report was taken 
from analyses, briefings and reports prepared by the vast number of dedicated engineers 
and scientists who participated in the IISTP Phase 1 effort. The opinions and ideas 
expressed in this report are solely those of the authors and do not necessarily reflect those 
of NASA in whole or in part. 
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EXECUTIVE OVERVIEW 


Reaching the outer solar system is a struggle against time and distance. The most distant 
planets are 4.5 to 6 billion kilometers from the Sun and to reach them in any reasonable 
time requires much higher values of specific impulse than can be achieved with 
conventional chemical rockets. In addition, the few spacecraft that have reached beyond 
Jupiter have used gravity assist, mainly by Jupiter, that is only available for a few 
months’ period every 13 or so years. This permits only very infrequent missions and 
mission planners are very reluctant to accept travel times greater than about ten years 
since this is about the maximum for which one can have a realistic program plan. 

Advanced In-Space Propulsion (ISP) technologies will enable much more effective 
exploration of our Solar System and will permit mission designers to plan missions to 
"fly anytime, anywhere and complete a host of science objectives at the destinations” 
with greater reliability and safety. With a wide range of possible missions and candidate 
propulsion technologies with very diverse characteristics, the question of which 
technologies are "best" for future missions is a difficult one. 

The primary focus of the IISTP Phase I efforts were to: 

• Develop, iterate and baseline future NASA requirements for In-Space Transportation 

• Define preliminary integrated architectures utilizing advanced ISP technologies 

• Identify and prioritize ISP technologies 

The primary efforts of the IISTP Phase I process was to: 

• Address Customer defined missions, mission priorities, mission requirements and 
technology preferences. 

• Provide a forum for Technologists to advocate and have sufficiently considered any 
ISP technology for any mission of interest defined by the customer. 

• Perform Systems analyses of the customer defined prioritized mission set to the 
degree necessary to support evaluation and prioritization of each technology 
advocated by the technologists. 

• Perform Cost analyses on each of the technologies that were determined by systems 
analyses to be viable candidates for the customer defined mission set. 

• Integrate all customers, technologists, systems, cost, program and project inputs into 
the final IISTP Prioritized set of technologies. 

The primary products of the IISTP Phase 1 effort were: 

• Prioritized set of advanced ISP technologies that meet customer-provided 
requirements for customer prioritized mission sets 

• Recommendations of relative technology payoffs to guide augmentation investments 
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The overall IISTP Phase 1 technology selection and prioritization process was 

accomplished in six steps: 

1) Code Y, S and M Enterprises identified and prioritized a total of 28 missions. 
However, due to time constraints, only 9 missions were analyzed during Phase 1. 

2) The Enterprises developed a list of the figures of merit used to evaluate candidate 
advanced ISP technology systems for the missions identified. 

3) Technologists identified 17 candidate ISP technologies for each of the 9 missions that 
could reasonably satisfy the mission requirements, objectives, cost and trip time 
objectives. 

4) The Enterprises identified a list of 31 Figures of Merit (FOM) that were selected 
based on knowledge of the candidate ISP technologies and the missions for which the 
candidate technologies may be used. The Enterprises tailored the figures of merit for 
each of the missions through the use of weights. The weighting scale was adopted 
from the highly successful Kepner-Tregoe (K-T) method used throughout 
government and industry over the past forty years. The FOM weights were not 
disclosed to anyone on the ITSTP team until all scoring was completed to ensure the 
scoring teams scored each FOM independently without regard to their relative 
importance to one another. 

5) Once mission analyses were completed, the scoring teams were provided with 
guidelines in the FOM Dictionary for scoring each of the candidate ISP technologies. 
Scoring guidelines were adopted from similar applications using Quality Function 
Deployment (QFD), widely used throughout the world since 1966. Other scoring 
methodologies such as Analytic Hierarchy Process (AHP) were considered but did 
not seem appropriate given the nature of the Phase 1 process. Out of almost 2500 
scores assigned, less than ten were disputed. A sensitivity analysis, later applied, 
determined that none of the disputed scores had an effect on the overall final 
prioritization of ISP technologies. 

6) Once all scoring was completed, the FOM category weights were applied to the scores 
and the cost-benefit assessment of each ISP technology for each mission was assessed 
by an independent multi-enterprise, multi-discipline team during a two-day 
workshop. ISP technologies were identified and prioritized during the workshop 
according to their relative payoff and their ability to perform and/or enable customer 
prioritized missions effectively and economically. The IISTP Phase 1 effort 
concluded with a consensus across NASA Programs, Projects, Technology Centers 
and Enterprises as to those technologies deserving consideration in future investment 
decisions. 


VI 
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1.0 Introduction 

There is a significant interest within NASA for an increased investment in In-Space 
Propulsion (ISP) transportation technologies that: 

Support multiple Enterprises within NASA, 

Enable new missions, 

Reduce mission costs and/or 

Reduce travel time for planetary missions. 

The In-Space Investment Area is responsible for implementing the Office of Space 
Science’s (OSS) In-Space Propulsion (ISP) Program that supports the objectives of 
achieving a factor of 10 reduction in the cost of earth orbital transportation and a factor of 
2 or 3 reduction in propulsion system mass and travel time for planetary missions within 
15 years. 

1.1 Overview 

The Integrated, In-Space Transportation Plan (IISTP) technology development strategy, 
illustrated in Figure 1.1-1, focused on identification and prioritization of advanced ISP 
technologies that meet the objectives of OSS and the needs of the Agency as a whole. 



Technology Demonstrations 
(Space) 


Technology Demonstrations 
(Ground) 


Figure 1.1-1. IISTP Technology Development Strategy 
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The IISTP Phase I effort focused on the ISP Technology Selection and Prioritization 
Process represented in Figure I.O-I as the bottom three tiers of the In-Space Investment 
Area Technology Development pyramid. The primary IISTP Phase I activities were: 

• Develop, iterate and baseline future NASA requirements for In-Space Transportation 

• Define preliminary integrated architectures utilizing advanced ISP technologies 

• Identify and prioritize ISP technologies 

• Assess program content, metrics and funding priorities and recommend options 


The two primary products of the IISTP Phase I effort were: 

1) Prioritized set of advanced ISP technologies that meet customer-provided 
requirements for customer prioritized mission sets, 

2) Recommendations to OSS management and 0MB of relative technology payoffs of 
selected ISP technologies to guide investments. 
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1.2 Outline 

This report is organized into the following six sections: 

Section 1.0 Introduction- Overview of IISTP effort and purpose and organization of the 
for the report. 

Section 2.0 Background- Discussion of why the IISTP effort is important to the future 
exploration of space. 

Section 3.0 Organization- Identification of the IISTP Phase I teams and their respective 
roles and responsibilities. 

Section 4.0 Prioritization and Selection of ISP Technologies- An in-depth look at the 
IISTP Phase I process that was accomplished in the following six steps: 

Section 4.1 Step One: Mission Identification and Prioritization 

Section 4.2 Step Two: Figures of Merit Development 

Section 4.3 Step Three: Candidate ISP Technology Identification 

Section 4.4 Step Four: Figures of Merit Weighting 

Section 4.5 Step Five: Evaluation and Scoring of Candidates 

Section 4.6 Step Six: Prioritization of ISP Technologies 

Section 5.0 Conclusions- Brief summary and concluding remarks 

Section 6.0 Recommendations- Discussion of lessons learned and recommendations for 
follow-on efforts 

Section 7.0 Acronyms 
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Supplemental reference material was organized in the following Appendices: 

Appendix A IISTP Team Rosters- Identification by name of the members on each 
of the five Phase 1 teams 

Appendix B Figures of Merit Dictionary- The Figures of Merit Dictionary (Rev 
E) used during the Phase 1 effort 

Appendix C Scores and Results- A compilation of all bar-line and scatter plots 
generated from the Phase 1 scoring data 

Appendix D Mission Overviews- Supplemental data on the missions analyzed. 

Appendix E Technology Assessments- Compilation of the results of independent 
assessments performed during Phase I 

Appendix F Cost Team Report- The Cost Analysis Report written by the Cost 
Team during Phase 1 
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2.0 Background 

Advanced In-Space Propulsion (ISP) technologies will enable much more effective 
exploration of our Solar System. ISP technologies will permit mission designers to plan 
missions to "fly anytime, anywhere and complete a host of science objectives at the 
destination” with greater reliability and safety. 

Fly anytime, arrive sooner: Advanced ISP technologies will reduce reliance on planetary 
flyby gravity-assist maneuvers to reach the destination, i.e. launches need not wait on 
infrequent planetary alignments needed for flyby assists. In addition, advanced ISP 
systems will enable significantly reduced trip times as illustrated in Figure 2.0-1. 

Freedom from Constraints : Advanced ISP technologies will enable mission success to be 
predicated on satisfaction of science objectives rather than the need to overcome 
transportation constraints. In addition, at the destination, more complex science 
gathering missions can be accomplished with superior maneuverability, ascent/descent 
and station keeping capabilities. 

Reduced Cost : Since advanced ISP technologies will dramatically reduce overall mission 
timelines, operational costs can be significantly reduced. Smaller launch vehicles can be 
used in most cases. In addition, extended capabilities of advanced ISP systems will 
radically reduce the number of missions required to accomplish the same science 
objectives. 

2.1 Current Technology versus Advanced In-Space Propulsion Technologies 

With the exception of electric propulsion systems used for commercial communications 
satellite station-keeping, all of the rocket engines in use today are chemical rockets; that 
is, they obtain the energy needed to generate thrust by combining reactive chemicals to 
create a hot gas that is expanded to produce thrust. A significant limitation of chemical 
propulsion is that it has a relatively low specific impulse (thrust per unit of mass flow rate 
of propellant). Numerous concepts for advanced propulsion technologies with 
significantly higher values of specific impulse have been developed over the past fifty 
years. However, they generally have very small values of thrust. For launch from the 
surface of the earth to low earth orbit, large thrust is required to overcome the effect of 
the earth’s gravity. For this reason, chemical propulsion has remained as the primary 
propulsion technology because it is the only propulsion technology capable of producing 
the magnitude of thrust necessary to overcome the effect of gravity. 
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Once earth orbit is achieved, high thrust is no longer required. Low thrust technologies 
can be used if they can be operated for long durations. Several of these technologies 
offer specific impulse that is significantly higher than that achievable with chemical 
propulsion. The advantage of high specific impulse in achieving high flight speeds is 
expressed in the conventional rocket equation: 

? V = Isp ln(mi/mf) 

Where ? V = Change in vehicle velocity imparted by propulsion system 
Isp = Specific impulse 

mi = Initial mass of rocket stage ( including payload) 
mf = Final mass of rocket stage ( including payload) 

This equation shows that the velocity imparted by a rocket stage is directly proportional 
to specific impulse. 

Reaching the outer planets requires traversing of enormous distances. The most distant 
planets are 4.5 to 6 billion kilometers from the sun. To reach them at all, considering the 
strength of the sun’s gravity field, requires high velocities. To reach them in reasonable 
time requires much higher velocities. The few spacecraft that have reached beyond 
Jupiter have used gravity assist, mainly by Jupiter, to attain these velocities. However, a 
Jupiter gravity assist for reaching a particular destination is only available for a few 
months every 13 or so years. This permits only very infrequent missions. 

The exploration of the outer planets clearly requires development of advanced propulsion 
concepts for which an impetus for development has not previously existed. They are 
required to decrease trip time, increase payload mass fraction, and enable missions that 
are not feasible with chemical propulsion. The existence of many concepts requires the 
careful selection of a few concepts for development to flight status. This selection must 
match the characteristics of the propulsion technology with the requirements of a diverse 
set of anticipated space missions, particularly those to the outer planets and beyond. 

With a wide range of possible missions and candidate propulsion technologies with very 
diverse characteristics, the question of which technologies are "best" for future missions 
is a difficult one. The IISTP study is a rational process to select and prioritize propulsion 
technologies for development to flight status for anticipated future space missions, 
particularly those to the outer planets and beyond. 
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3.0 Organization 

The IISTP Phase I organization was created to ensure: 

1) Customer defined missions, mission priorities, mission requirements, figures of merit, 
weights and technology preferences could be identified and adequately captured 
during the IISTP process. 

2) Technologists had a forum to advocate any ISP technology for any mission of interest 
defined by the customer. 

3) Systems analyses were performed for the customer defined prioritized mission set to 
the degree necessary to support evaluation and prioritization of each technology 
advocated by the technologists. 

4) Cost analyses were performed on each of the technologies that were determined by 
systems analyses to be viable candidates for the customer defined mission set. 

5) Integration of all customers, technologists, systems, cost, program and project inputs 
into the IISTP prioritization process. 

Five teams were formed, each with its own roles and responsibilities to facilitate 

satisfaction of these organizational objectives. The five teams by name were the: 

1) Mission Requirements Team (MRT) 

2) Technology Team (TT) 

3) Systems Team (ST) 

4) Cost Team (CT) 

5) IISTP Advisory Group (lAG) 

Team rosters are given in Appendix A. The specific roles and responsibilities for each of 

these teams are discussed in the subsections that follow. 
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3.1 Mission Requirements Team (MRT) 

The mission requirements team (MRT) was comprised of one or more representatives 
from each of the Space Science (Code S), Earth Science (Code Y) and Human 
Exploration and Development of Space (Code M) Enterprises. MRT members 
represented their respective Enterprises throughout the IISTP process. 

Individual MRT members were primarily responsible for: 

• Identification of a prioritized set of missions for their respective Enterprises 

• Identification of the figures of merit to be used in evaluation of candidate ISP 
technologies 

• Determination of figures of merit weightings used in evaluation of candidate ISP 
technologies 

• Participation in weekly lAG telecons 

• Participation in the IISTP Prioritization Workshop 
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3.2 Technology Team (TT) 

The Technology Team (TT) was comprised of a representative(s) for each ASTP 
technology element and appropriate research areas which included electric propulsion, 
sails, fission, tethers, aero-assist, in-situ propellant production, advanced chemical, 
lightweight components, cryogenic fluid management and solar thermal propulsion. A 
single point of contact (POC) was named to represent and lead the TT team effort. 

Individual TT members were primarily responsible for: 

• Participation in ST telecons, reviews and analysis meetings 

• Identification of candidate ISP technologies in support of customer prioritized 
mission set 

• Providing the ST with candidate technology characteristics to the extent necessary to 
support systems analyses and evaluations of the technologies for each of the missions 
analyzed 

• Evaluation and scoring of each technology used in mission analyses against the 
reliability/safety and schedule related figures of merit 

• Participation in ST and CT telecons, reviews and analysis meetings 

• Participation in weekly lAG telecons by TT lead. 

• Participation in the IISTP prioritization workshop by TT lead 
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3.3 Systems Team (ST) 

The Systems Team (ST) included representatives from the systems organizations at 

MSFC, GRC, JSC, ITAC, JPL, JSC, and LaRC. A single POC was named to represent 

and lead the ST team effort. 

Individual ST members were primarily responsible for; 

• Development of systems concepts and architectures for each of the missions 
prioritized by the MRT 

• Performing systems analyses of the MRT prioritized missions using each of the 
candidate ISP technologies identified by the TT 

• Evaluation and scoring of each technology used in the mission analyses against the 
performance and technical related figures of merit 

• Participation in TT and CT telecons, reviews and analyses meetings 

• Participation in weekly lAC telecons by ST lead 

• Participation in the IISTP Prioritization Workshop by ST Lead 
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3.4 Cost Team (CT) 

The Cost Team (CT) was comprised of MSFC and support contractor cost analysts as 
well as a liaison from the ST. A single POC was named to represent and lead the CT 
effort. 

The CT was primarily responsible for: 

• Performing development cost analyses of the ISP candidate technologies selected for 
analyses for the MRT prioritized set of missions 

• Evaluation and scoring of each technology used in the mission analyses against the 
cost related figures of merit 

• Participation in ST and TT team telecons, reviews and analyses meetings 

• Participation in weekly lAG telecons by CT lead 

• Participation in the IISTP Prioritization workshop by CT lead 
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3.5 IISTP Advisory Group (lAG) 

The IISTP Advisory Group (lAG) was comprised of the three POCs from the Code Y, S, 
and M enterprises (MRT POCs), the three leads from the Technology, Systems and Cost 
Teams, the two In-Space Investment Area Project Managers, along with senior advisors 
from GRC, and JPL. The In-Space Investment Area Program Manager chaired the lAG. 

The lAG was primarily responsible for: 

• Oversight of all IISTP activities 

• Integration of TT, ST and CT activities 

• Development and maintenance of the FOM Dictionary 

• Consolidation and maintenance of FOM weights 

• Development, maintenance and implementation of an IISTP Technology 
Prioritization Process 

• Participation in and conduct of weekly lAG telecons 

• Participation in and conduct of the IISTP Prioritization Workshop 
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4.0 Prioritization and Selection of ISP Technologies. 

The overall IISTP Phase I technology selection and prioritization process was 
accomplished in six steps as illustrated in Figure 4.0-1. 

In Step 1, the MRT developed a prioritized list of missions and their respective mission 
requirements to be addressed in the IISTP Phase I effort. 

In Step 2, the MRT developed a list of the figures of merit that could be used to evaluate 
candidate advanced ISP technology systems for the missions identified. 

In Step 3, the TT identified candidate ISP technologies for each mission that could 
reasonably satisfy the mission requirements, objectives, cost and trip time objectives. 

In Step 4, the MRT tailored the figures of merit for each of the mission categories 
through the use of weights. 

In Step 5, the ST, TT and CT evaluated how well each of the candidate ISP technologies 
satisfied each one of the applicable figures of merit. The ST, TT and CT used the scoring 
convention and scoring guidelines given in the Figure of Merit Dictionary developed by 
the lAG. 

Steps 3 through 5 were repeated for each of the nine missions analyzed during the IISTP 
Phase I effort. 

In Step 6, the lAG applied the mission category figures of merit weights and generated 
plots of the normalized scores. The scoring data was reviewed in a two-day workshop to 
identify and develop a prioritized set of ISP technologies to be used to guide investment 
decisions. 


Each of these six steps is discussed in detail in the subsections that follow. 
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Figure 4.0-1. IISTP Phase I Technology Prioritization and Selection Process 
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4.1 Step One: Mission Identification and Prioritization 

The MRT identified a total of 28 missions that were of interest to the Code Y, S, and M 
Enterprises. The 28 missions were allocated to one of nine different mission categories 
according to mission destination and need for propulsion at the destination (See Table 

4.1- 1). To ensure the highest priority missions were analyzed first, the Code Y, S and M 
POCs prioritized their respective missions within each mission category. Accordingly, 
the nine missions that were analyzed during IISTP Phase I are denoted by italics in Table 

4.1- 1. For each mission analyzed, the appropriate Enterprise POC provided the top-level 
mission requirements that were documented and maintained in the IITSP Requirements 
Document. An overview of each of these nine missions is provided in the sections that 
follow. 



Subsection 

Cateqorv 1 : Earth vicinitv, low to moderate Delta V 

1 


Geospace Electrodynamic Connections (GEC) 

2 


EREMF (Leonardo) 

3 


Nat SAR 

4 


LEO SAR 

ST 

4.1. 7 


6 


Ionospheric Mappers 



Category 2; Inner solar system, simple profile, moderate Delta V 

7 


Space Interferometry Mission (SIM) 

8 


Starlight ST-3 



Category 3; Inner solar system, sample return 

9 


Comet Nucleus Sample Return (CNSR) 

10 

4.1.4 

f-'Aars Sair-ple Return 



Category 4: Inner solar system, complex profile, moderate to high Delta V 



(Lagrange point missions will be considered as complex due to the sensitivity of the trajectory to 
perturbations. **= E-S: E-M Li point missions) 

11 


EASI** 

12 

4.1.B 

Pole Sitter’”' 

13 


Sub LI point mission** 

14 


Solar Sentinels** 

15 

4.1.0 


mm 


NGST** 

17 


Terrestrial Planet Finder** 

18 


Outer Zodiacal Transfer** 



Category 5: Outer solar system, simple profileLhigh Delta V 

19 


Outer Zodiacal Transfer 



Category 6: Outer solar system, complex profile, inch propulsion in the outer solar system 

20 

4. 7.2 



4.1.1 


22 

4. /.o 

Izurop'j LsndBs' 



Solar Probe 



Category 7: Beyond outer solar system 

24 

4. f 5 

Inta^'Ss (i.4a< f-'!'ob &■' * 



Category 8: HEDS lunar, cislunar, 8i Earth vicinity 

25 


Moon & Earth-Moon Libration Points 

26 


Sun-Earth Libration Points 



Category 9: HEDS Asteroids / Mars vicinitv 

27 


Near Earth Asteroids 

26 

-4 -! Cl 

Mars Cargo & Piloted 


NOTE: Missions indicated by Tv-d.itiuics were analyzed during IISTP Phase I 


Table 4.1-1. IISTP Phase I Candidate Missions 
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4.1.1 Neptune Orbiter 

The Neptune orbiter mission is designed to provide valuable insight into the eighth planet 
in our solar system and its largest moon Triton. After a 10-year flight, the Neptune 
Orbiter will spend 2 to 4 years on station while utilizing advanced communication 
techniques to relay valuable information about Neptune’s atmospheric and 
magnetospheric properties. The orbiter will also perform multiple flybys of Triton 
providing physical and atmospheric information on this satellite. Since Triton is thought 
to be a Kuiper Belt object captured by Neptune, insight into the origins of our solar 
system and its continued development are a primary mission goal. Figure 4.1.1-1 is a 
colorized collage of Neptune and Triton. 

Neptune is about 30 AU from Earth. Achieving a 10-year trip requires high velocity, 
which stresses the transportation system. Also, the velocity required results in a high 
encounter velocity at Neptune, about 12 km/sec. Capture requires either significant 
propulsive delta V or an aerocapture device capable of an entry speed about 30 km/sec. 



Figure 4.1.1-1 Neptune and Triton 

^ http://www.ipi.nasa. g ov /adv tech./ba!lu tes/'misn neptune.htm 
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4.1.2 Titan Explorer 

The Titan explorer mission is designed for orbital and surface analysis of Saturn’s largest 
moon. After almost a 10-year flight, the spacecraft will make multiple orbits of Titan 
before deploying an advanced robotic lander with a mini chemisby lab to the surface. 
This lander will have the capability to change locations via ground and/or flight to collect 
and analyze surface samples at various locations on the moon. A variety of 
measurements and analysis will be performed in orbit and on the surface with the results 
sent back to earth via an advanced communications suite. Figure 4.1.2-1 shows a concept 
of the Titan Explorer mission. 



Figure 4.1.2-1 Titan Explorer Mission 


^ http:/'/www.ipl.nasa.gov,-'adv tech/baliutes/misn titan.htm 
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4.1.3 Europa Lander 

The Europa Lander mission concept is such that after a 3-year flight to Jupiter’s fourth 
largest moon, the vehicle will spend several weeks in orbit around Europa before sending 
a robotic landing craft to the surface. The intention is to bury the craft just below the 
surface to protect it from radiation hazards and increase its ability to take seismic 
measurements. The planned 10 days of surface/subsurface analysis should provide 
valuable insight into the ice sheets and topography of this moon. Figure 4.1.3-1 shows an 
artist’s rendering of the Europan surface with Jupiter in the background. 



Figure 4.1.3-1 Europan Surface with Jupiter Rising 

^ http://sse.ipl.nasa.gov/ site/missions/'B./eur opa l ander network.htmi 
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4.1.4 Mars Sample Collection and Return 

The Mars Sample Return mission is part of NASA’s continued exploration of the Red 
Planet. The spacecraft will fly to Mars, land, and return with soil, rock, and atmospheric 
samples. Robotics will be utilized to the maximum extend possible to allow samples to 
be collected from various locations around the landing sight. This mission could serve as 
a precursor to a manned flight to Mars, which may take place later in the decade. Figure 
4.1.4-1 is a conceptualized version of the Martian lander blasting off to return to Earth. 

This is a complex mission requiring Earth launch and transfer to Mars, capture of a 
spacecraft into Mars orbit, landing on Mars, launch of the sample carrier from Mars, 
rendezvous and sample transfer to the orbiting craft, return to Earth orbit, and sample 
return to Earth’s surface. Strict contamination protection rules for contamination of Mars 
and back-contamination of Earth apply to the mission design. Some mission 
architectures use variations on the profile described here, such as direct launch from 
Mars’ surface to Earth, bypassing rendezvous in Mars orbit. None of the individual delta 
Vs are especially high, but the total delta V, considering all profile elements, stresses the 
in-space transportation system and places a premium on performance and reducing inert 
mass. 



Figure 4.1.4-1 Martian Lander Return to Earth 

'^ httj3://www.ip!.nasa.gov/ adv tech./l? a ll utes/'misn mars.htm 
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4.1.5 Interstellar Probe 

The Interstellar Probe is intended to analyze the interstellar medium, the space between 
the stars of our galaxy. Our Sun’s heliosphere shields us from the interstellar medium, so 
very little is known about the vast areas of space between stars. The Interstellar Probe 
will utilize advanced propulsion technology to quickly leave the influence of our own 
Sun’s heliosphere and explore the area of space adjacent to, but outside our Sun’s 
influence. As it travels to the edges of the heliosphere, it will also take data on 
heliosphere-interstellar medium interactions. Figure 4.1.5-1 is an artist’s rendition of the 
Interstellar Probe’s flight path. 

The nominal performance target for this mission is to reach a distance of 200 AU in 
twenty years or less. This requires a delta V beyond Earth escape of about 35 km/s, 
assuming it is delivered in a few months or less. For longer thrusting periods, the delta V 
goes up to 40 to 50 km/s. Only the highest performance in-space propulsion systems are 
practical for this very demanding mission. 
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4.1.6 Solar Polar Imager 

To fully understand the structure of the solar corona and to obtain a three- 
dimensional view of coronal mass ejections, we will need observations from 
above the Sun's poles to complement data obtained from the ecliptic plane. Solar 
observations could start as soon as two years after launch with a planned duration 
of 3 years. Viewing the Sun and inner heliosphere from a high-latitude 
perspective could be achieved by a solar polar imager in a Sun-centered orbit 
about one half the size of Earth's orbit, perpendicular to the ecliptic. Figure 4.1.6- 
1 shows the planned orbit of the Solar Polar Imager. 

This mission requires a heliocentric plane change to go from a near-ecliptic path 
to one inclined 45 deg. or more to the ecliptic. It must also go close to the Sun, to 
about half Earth’s distance. The delta V requirement is large, and favors high-Isp 
systems or those that derive thrust from solar interactions, such as solar sails. 



Figure 4.1.6-1 Solar Polar Imager's Orbit 


^ http://umbra.nascom. nas a . go v/spd /se c r/missions/polarimg.html 
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4.1.7 Magnetospheric Constellation 

The Magnetospheric Constellation mission intends to study the magnetotail of the Earth. 
The magnetotail is the large magnetic field trailing Earth’s orbit around the Sun. A 
constellation of 50-100 nano-satellites will be deployed in elliptical orbits (and possibly 
orbital planes) around the Earth. These orbits have the same apogee at approximately 3 
Earth Radii (Re), with varying perigees from 7 to 40 Re, creating a distributed network of 
space weather observatories. Mission delta V is not high but many small impulses are 
required. Figure 4.1.7-1 shows deployment of the nanosatellites in Earth’s magnetotail. 
The primary objectives of this mission are: 

• Determine the equilibria of the magnetotail 

• Understand the responses of the magnetotail to the solar wind 

• Reveal the instabilities of the magnetotail 

• Elliptical orbits with dense sampling from 7 - 40 Re with a resolution of 1-2 Re 

• Measure magnetic and plasma scalar and vector fields 

• Track propagating fronts and disturbances as they are launched and travel in the 
magnetotail 

• Develop synoptic maps of plasma flows into and away from magnetotail particle 
acceleration regions 



Figure 4.1.7-1 Magnetospheric Constellation Deployment 


^ http :.//stp. gsfc.nasa. gov/missions/me/ me .htrn 
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4.1.8 Pole Sitter 

This is an Earth Science (Code Y) Mission with cooperation between NASA, the NOAA, 
and several other agencies to study sun-earth interactions causing the solar weather. 
These satellites will hopefully be part of a larger constellation around and between the 
Earth and the Sun in order to completely study all aspects of the sun’s influence on our 
planet as shown in Figures 4.1.8-1 and 4.1.8-2. Two pole sitter satellites will be placed in 
orbits above each of the Earth’s poles at a distance of approximately 60 Re. Since these 
are not stable orbits, constant thrusting via advanced propulsion technology will be 
necessary to keep the satellites on station for the duration of the mission. 



Figure 4.1.8-1 Earth-Sun Interaction Graphic 



Figure 4.1.8-2 Pole Sitter Satellite 

^ httn://lws.gsfc.nasa.gov/lws resources imagegallerv.htm 
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4.1.9 HEDS Mars Piloted 

A manned trip to Mars is the natural extension of continued exploration of our solar 
system. Mission objectives include developing a better understanding of Mars both 
currently and historically and to demonstrate the feasibility of future longer-term Mars 
exploration and/or colonization. Manned launches would likely be combined with cargo 
launches to provide backup equipment and supplies for the first and future manned 
exploration missions. Figure 4.1.9-1 shows a conceptual Martian lander descending to 
the Martian surface. Figure 4.1.9-2 shows the deployed lander and rover ready to explore 
the surface of Mars. Mission payloads are large, 10s to 100s tons; mission delta Vs can 
be high, depending on mission profile. This mission requires high performance and 
much larger propulsion systems than other missions analyzed during IISTP Phase 1. 



Figure 4.1.9-1 Descent to Martian Surface 



Fiaiirp 4.1.Q-'2 IVfartiiin Rii«p anH Rnvpr 

^ http:/'/nssdc.esfc.nasa.gov/planetarv/mars/ma-rs crew.html 
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4.2 Step Two: Figures of Merit (FOM) Development 

Candidate ISP technologies that satisfied the requirements of each the nine missions 
selected were analyzed. However, additional criteria over and above the mission 
requirements were needed to evaluate the relative merits of each of these candidate 
technologies. The MRT identified a list of 31 Figures of Merit (FOM) that were selected 
based on knowledge of the candidate ISP technologies and the mission categories for 
which the candidate technologies may be used. The MRT supported the development of 
a FOM Dictionary (See Appendix B ) that was used to: 

• Define each FOM 

• Provide guidance for scoring the candidate ISP technologies 

• Identify the scoring responsibilities 

These 31 FOM were grouped into 6 categories according to function : 

1) Performance - These criteria, scored by the ST, are directly related to how well 
each candidate ISP technology performed the mission. 

2) Technical - These criteria, scored by the ST and the TT, are measures of technical 
robustness associated with each candidate ISP technology. 

3) Reliability/Safety - These criteria, scored by the TT, address the inherent 
reliability of the technology and the relative ease to achieve required safety 
margins. 

4) Cost - These criteria, scored by the CT, included measures of recurring, non¬ 
recurring, operational and developmental costs. 

5) Applicability - These criteria were to be used to access the inherent applicability, 
adaptability, flexibility, scalability, and evolutionary capability of each 
technology. The I AG decided to defer consideration of these FOMs until the 
IISTP Phase I Workshop. 

6) Schedule - These criteria, scored by the TT, were used to assess the maturity of 
the technology and the risks associated with development schedules. 

Since consideration of the five FOM associated with the Applicability category was 
deferred until the IISTP Phase I workshop, initial scoring and evaluations were 
accomplished only on the remaining 5 categories and the associated 26 FOM. 
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4.3 Step Three: Candidate ISP Technology Identification 

For each mission to be analyzed, the technology advocates “lobbied” for their respective 
technologies. Based on how well each technology satisfied the mission requirements, 
objectives, architecture, cost and trip time objectives, the TT worked with the ST and the 
MRT to identify those candidates that could most reasonably accomplish each mission. 
This was an iterative process and resulted in some missions with nearly 20 candidate ISP 
“systems” and others with fewer than 5. An ISP “system” may involve a combination of 
ISP technologies. The 25 ISP “systems” analyzed during the IISTP Phase I effort, were 
comprised of 17 unique ISP technologies that are shown in Table 4.3-1 cross-referenced 
to the 9 missions analyzed. 

The Neptune Orb iter was the first mission analyzed. All technology candidates were 
evaluated for this mission in order to develop an understanding of technology 
applicability. Scoring proved to be very time-consuming, thus it was important to "thin 
out" the field of candidates in order to have time to score more missions. 

For example, 7 of the 17 ISP technologies were various forms of electric propulsion (EP) 
systems. The differences among the EP systems had to do with the power system used, 
thruster type and size. Upon analyzing and scoring the Neptune Orbiter mission, the 
scoring teams determined that the variations among the different EP thrusters for the 
different planetary missions could be reasonably ascertained using the Neptune Orbiter 
results. Therefore it was not necessary to score all of the EP thruster options for other 
planetary missions. 

The Titan Explorer mission analyses were performed by JPL's Team X. They chose not 
to evaluate certain technologies, either because they had insufficient data, or because the 
results of Neptune Orbiter scoring indicated certain technologies would not be effective 
for the mission. 

Europa Lander was evaluated for all technologies except the EP thruster variations, solar 
thermal and NTP/NEP hybrid. Neptune Orbiter results confirmed that solar thermal 
propulsion has too little Isp to be competitive for these planetary missions. The 
NTP/NEP hybrid was defined as a system where an NEP vehicle is booster by an NTP. 
(The two functions are combined in a single engine in the NTP bimodal .1 This option 
appeared effective only for extremely demanding missions, and was further evaluated 
only for the interstellar probe and the BEDS Mars piloted mission. 

The Mars Sample Return mission was the last mission analyzed. There was not sufficient 
time for adequate mission analysis and scoring to be performed on many of the ISP 
systems. Since SEP Ion systems were the common thread running across 8 of the 9 
missions it was used as a reference system. 
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For the Interstellar Probe . Solar Polar Imager . Magnetospheric Constellation, Pole Sitter 
and HEPS Mars Piloted missions, all technologies capable of performing these 
demanding missions or offer unique benefits were analyzed and scored (exempting 
variations in EP systems as discussed earlier) 

An overview of each of these technologies is provided in the subsections that follow 
according to the reference subsections given in Table 4.3-1 


Ref 

No, 


Reference 

Subsection 

Neptune 

Orbiter 

Titan 

Explorer 

Europe 

Lander 

Mars 

Sample 

Return 

Inter¬ 

stellar 

Probe 

Solar 

Polar 

Imager 

Magneto- 

spheric 

Con¬ 

stellation 

Pole 

Sitter 

HEPS 

Mars 

Piloted 

TOTAL 


Category 


6 

6 

6 

2 





9 


2 

SOA 

Chemical 

4.3.1 

YES 

YES 

YES 

YES 



YES 



5 

3,24 

Advanced 

Chemical 

4,3.2 

YES 


YES 

YES 






3 

■ 

Nuclear 

Thermal 

(NIP) 


YES 

YES 

YES 






YES 

4 

5 

NTP Bimodal 


YES 


YES 






YES 

4 

6-7 

MX Tether 

4,3,4 

YES 


YES 







2 

8-9 

Solar Electnc 
(Hall) 


YES 







YES 


2 

10-11, 

23.25 

Solar Electric 
(Ion) 

4,3.5.2.1 

5/1 OkW 

5/10 kW 

5/10 kW 

YES 


5/10 kW 

5/10 kW 

5/10 kW 
NSTAR 

100 kW 

8 

12 

Nuclear 

Electric 

(IhUl) 


YES 




YES 





2 

13 


4,3.5.2.1 

YES 

YES 




YES 



YES 

7 

14 

Nuclear 

Electric 

(\'aSIMR) 

4.3.5.3 

YES 








YES 

2 

15 

Nuclear 

Hectric 

(MPD) 


YES 








YES 

2 

16 

Solar Sails 

4,3.6 

YES 

YES 

YES 



YES 

YES 

YES 


7 

17-18 

M2P2 

4,3.7 

YES 

YES 

YES 

YES 






5 

19 

Radio¬ 

isotope 

Hectric 

4,3.5.2.1 

YES 









1 

20 

Solar 

Thermal 

4,3,8 

YES 






YES 



2 

21 

NTP/NEP 

Hybrid 

4,3.9 





YES 




YES 

2 

n/a 

Aero-Capture 

4,3.10 

YES 

YES 

YES 

YES 






4 


TOTAL 


16 

7 

10 

7 

5 

3 

4 

3 

7 



Table 4.3-1. IISTP Phase I Mission/Technology Analyses Cross-Correlation 
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4.3.1 State-of-the Art (SOA) Chemical 

Chemical propulsion has historically been the primary means for transportation of 
payloads in space. Because chemical propulsion systems can generate the very large 
thrust required to overcome the effect of earth’s gravity, they remain the preferred choice 
for launch to low earth orbit. Chemical rockets have been used for in-space 
transportation because they are understood well and are relatively cheap to develop. 
However, inherent performance limitations associated with chemical propulsion severely 
restrict the types of missions and destinations that can be achieved in a reasonable time, 
especially for destinations that are far from earth. Chemical propulsion is energy limited 
since the quantity of energy released during the combustion process is fixed by propellant 
chemistry. This limited quantity of energy limits specific impulse (thrust per unit of mass 
flow rate of propellant). This causes chemical propellant mass fractions to be high, while 
the payload fractions are low, resulting in expensive, inefficient missions. For launch 
from earth, these limitations are overcome by multiple stage launch systems. 

Specific impulse for liquid propellant systems is limited to about 450 Ibf-s/lbm. 
Unfortunately, these values of specific impulse are only possible for cryogenic propellants, 
resulting in difficult propellant handling issues, both on the ground and in space. Nitrogen 
tetroxide/monomethyl-hydrazine (NTO/MMH) propellants are storable on earth and in 
space, but have values of specific impulse of about 317 Ibf-s/lbm. NTO/MMH has the 
advantage of being hypergolic, which means that the propellants react on contact, 
eliminating the need for any ignition system. Solid rockets have lower values of specific 
impulse (237 Ibf-s/lbm), but they have higher values of density impulse (delivered impulse 
per unit of volume of propellant). Solid rockets are most often beneficial when reductions 
in aerodynamic drag are important, since tankage volume and thereby frontal area can be 
minimized. Monopropellant rocket systems create thrust from the chemical decomposition 
of chemicals (H202 or hydrazine) as they pass through a catalyst bed. They have 
simplified propellant handling, but have very low values of specific impulse. 

Over the past sixty years, numerous chemical rocket systems have been developed and 
used for a wide variety of applications. Chemical rocket systems include solid 
propellants, cryogenic liquid propellants, storable liquid propellants, hybrid rockets, 
monopropellants, and cold gas rockets. The thrust on various applications have ranged 
from much less than a pound for attitude control to 1.5 million pounds of the F-1 engine 
for the Saturn V and the space shuttle main engines. However, the specific impulse is 
limited to several hundred Ibrs/lbm or less. In order to attain the high speeds required to 
reach the outer planetary bodies, let alone rendezvous with them, will require propulsion 
system efficiencies well over a 1000 Ibrs/lbm. These limitations make them largely 
inadequate for advanced space missions, particularly to the outer planets. SOA chemical 
propulsion systems were used as the pivot or baseline technology against which advanced 
propulsion technologies were evaluated during the IISTP Phase I effort. 
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4.3.2 Advanced Chemical 

Many advanced chemical propellants are being analyzed and tested to determine their 
performance and applicability to in-space propulsion. The number of compounds used in 
the reactions typically categorizes these propellants. In addition, researchers are 
investigating ways to increase the Isp of current SOA chemical propellants using High 
Energy Density Matter (HEDM). 

While the field of advanced chemical propulsion includes numerous initiatives as 
described below, for the purposes of the IISTP study, only C) 2 /CH 4 (LOX-methane) was 
evaluated. O2/CH4 is a relatively near-term technology with particular applicability to 
robotic planetary mission spacecraft. 


4.3.2.1 Monopropellants 

The most common monopropellant in use is hydrazine. It is passed through a catalyst 
bed, where it decomposes into nitrogen and ammonia and delivers a specific impulse of 
about 230 Ibrs/lbm. Propulsion systems of this sort are well suited to pulsed operations 
of short duration, such as small spacecraft attitude control. 

NASA is also developing new monopropellant systems to replace the current hydrazine 
monopropellant systems. The monopropellants under consideration are environmentally 
friendly, have a higher density, and have better thermal characteristics than hydrazine. 
The near-term goal is to improve mission performance and greatly reduce ground 
operations costs. For the far-term, a very high performance (high specific impulse) 
system is being sought. The key to this goal is the development of a high-temperature 
catalyst; research in this area is underway. 


4.3.2.2 Bipropellants 

The bipropellant that is most often used in interplanetary spacecraft with relatively small 
engines is nitrogen tetroxide/monomethyl-hydrazine, commonly referred to as 
NTO/MMH. This combination yields an fip of 317 Ibf-s/lbm. NASA seeks to improve 
performance to 326 Ibrs/lbm by using of a rhenium-alloyed thrust chamber, which will 
allow both higher operating temperatures and pressures. 

NASA has also been working to improve the efficiency of LH2/LOX systems. Large 
pump-fed engines, like those found in the Space Shuttle main engines (SSMEs) can 
achieve an Isp of 450 Ibf-s/lbm, while smaller pressure-fed engines can reach an Isp of 
423 Ibf-s/lbm. Upper stage/space engines such as the RLIOIIB achieve Isp = 465 Ibf- 
s/lbm. However, the high Isp may be offset by the higher structural weight, associated 
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with the refrigeration systems required to store the cryogenic fuels for long duration 
missions. 

Other bipropellant systems that have been investigated that use "Space storable" 
propellants (i.e. propellants that may be stored for extended periods in the space 
environment) are listed in Table 4.3.2.2-1. 



Table 4.3.2.2- 1 Isp for a variety of Bipropellant Systems 

4.3.2.3 Tripropellants 

There are many chemical reactions that result in a higher specific impulse than the 423 
Ibrs/lbm that is provided by the LH2/LOX workhorse. However, many of these are 
unacceptable as rocket propellants because the exhaust is not a gas. Tripropellant 
technologies are an attempt to use these reactions by adding a third component (usually 
hydrogen) to the fuel and oxidizer. So far, lithium-fluorine-hydrogen and beryllium- 
oxygen-hydrogen mixes show the most promise for a tripropellant application. 

The beryllium-oxygen-hydrogen system could generate an hp of 705 Ibf-s/lbm and is 
being investigated by the U.S. Air Force. A lithium-fluorine-hydrogen system has the 
potential for generating an hp of 705 Ibrs/lbm. Early testing shows that while it has a 
higher combustion efficiency than the beryllium-oxygen-hydrogen system, is only allows 
a slight advantage over a fluorine-hydrogen bipropellant system. 
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4.3.2.4 High Energy Density Matter (HEDM) 

In addition to the normal tripropellant approach, researchers have been looking at 
chemical additives that will increase the specific impulse generated by conventional 
bipropellant systems. These increases are achieved by adding high-energy chemicals in 
order to increase kp, thrust, and safety. This is not unlike adding chemicals to your car's 
fuel tank in order to achieve greater mileage. At the current time, HEDM is still in the 
basic research phase. 

According to preliminary analyses that have been done at GRC, solid particles in a 
cryogenic carrier fluid (such as LH2) can carry HEDM additives to conventional 
combustion chambers. Adding these high-energy chemicals can increase the specific 
impulse by 19-49 Ibf-s/lbm (figured from the LH2/LOX baseline figure of 423 Ibf-s/lbm). 
Increases in Isp are summarized in Table 4.3.2.4-1. 


Carbon atoms 

+ 491bf-s/lbm 

Boron atoms 

+ 31 Ibrs/lbm 

Aluminum atoms 

+ 27 Ibf-s/lbm 

Hydrogen atoms 

+ 191bf-s/lbm 


Table 4.3.2.4- 1 HEDM Isp Increases 


In addition to the increase to specific impulse, HEDM additives have the potential to 
increase propellant and vehicle density, allowing for more compact vehicles. These 
improvements would allow a higher percentage of deliverable payload weight to vehicle 
weight in future launch vehicles. 

All of the chemical technologies we have discussed in this section will improve our 
ability to achieve orbit from the Earth's surface, but will have limited utility in traveling 
to other planets. The next four sections will deal with completely new technologies 
specifically designed for interplanetary propulsion. Some of these will be suitable for 
marmed spacecraft, while others could be used for unmanned probes. 
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4.3.3 Nuclear Thermal (NTP) 

The energy available from a unit mass of fissionable material is approximately 10^ times 
larger than that available from the most energetic chemical reactions. A "typical" solid- 
core nuclear rocket engine utilizing fissionable material is shown schematically in 
Figure 4.3.3-1. In this engine, the propellant is heated as it passes through a heat¬ 
generating solid fuel core (nuclear reactor). 



Figure 4.3.3- 1 Schematic of a "Typical” Solid-Core Nuclear rocket Engine 

‘°htt p:/ysiIiconskv.convsao/fit/nyclear.htm 

Material constraints are a limiting factor in the performance of solid core nuclear rockets. 
The maximum operating temperature of the working fluid (e.g., hydi'ogen) must be less 
than the melting point of the fuel, moderator, and core structural materials. This 
corresponds to specific impulses of around 800 to 900 Ibrs/lbm. 
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4.3.4 Momentum Exchange (MX) Tether 

An Earth-orbiting spinning tether system can be used to boost payloads into higher orbits. 
Two methods have been proposed, the (1) Spinning Boost and the (2) Swinging Boost 
transfer. Both rely on large orbiting tether stations with a mass 8-1 OX larger than the 
payload mass. MX tethers could provide 90% of the Earth escape velocity as well as 
moving satellites between LEO and GEO. However, both methods require the tether 
stations to be stationed in equatorial orbits and very high accuracy orbital rendezvous to 
be performed. 

4.3.4.1 Spinning Boost (Hohmann-type) Transfer 

A tether system would be anchored to a relatively large mass in LEO awaiting 
rendezvous with a payload delivered to orbit. The uplifted payload meets with the tether 
facility that then begins a slow spin-up using electrodynamic tethers (for propellantless 
operation) or another low thrust, high Isp thruster. At the proper moment and tether 
system orientation, the payload is released into a transfer orbit - potentially to 
geostationary transfer orbit (GTO) or Lunar Transfer Orbit (LTO). Figure 4.3.4.1-1 
shows an artists rendering of the rendezvous. 



Figure 4.3.4.1-1 Artists Rendering of MX Orbital Capture 
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The physics governing a rotating momentum exchange system is illustrated in Figure 
4.3.4.1-2. Following spin-up of the tether and satellite system, the payload is released at 
the local vertical. The satellite is injected into a higher orbit with perigee at the release 
location; the orbital tether platform is injected into a lower orbit with apogee at the 
release location. Momentum is transferred to the satellite from the orbiting tether boost 
station. The satellite then enters a GTO trajectory and accomplishes the transfer in as 
little as 5 hours. The platform then reboosts to its operational altitude using electric 
thmsters. The system thus achieves transfer times comparable to a chemical upper stage 
with the efficiencies of electric propulsion. As shown in Figure 4.3.4.1-3, this type of 
system could be used to reduce launch vehicle requirements, or to increase injected 
payload mass, for any interplanetary mission. 



Figure 4.3.4.1-2 Orbits After Release In The "Spinning* Tether Boost Scenario 
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Figure 4.3.4.1-3 MX Tether Systems Reduce Launch Vehicle Size and Cost 
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4.3.4.2 Swinging Boost Transfer. 

A long, thin, high-strength cable is deployed in orbit and set into rotation around a 
massive central body. If the tether facility is placed in an elliptical orbit and its rotation is 
timed so that the tether will be oriented vertically below the central body and swinging 
backwards when the facility reaches perigee, then a grapple assembly located at the tether 
tip can rendezvous with and acquire a payload moving in a lower orbit. 

Half a rotation later, the tether can release the payload, tossing it into a higher energy 
orbit. This concept is termed a momentum-exchange (MX) tether because when the tether 
picks up and throws the payload, it transfers some of its orbital energy and momentum to 
the payload. The tether facility’s orbit can be restored later by reboosting with 
propellantless electrodynamic tether propulsion or with high specific impulse electric 
propulsion; alternatively, the tether’s orbit can be restored by using it to de-boost return 
traffic payloads. Figure 4.3.4.2-1 shows this method pictorially. A typical orbit for the 
tether platform would be 400 x 13,000 km with a tether length of 140 km. 



Figure 4.3.4.2-1 MX Swinging Tether at Payload Release Point 

^^htt p://www.tethers.com./ 
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4.3.5 Electric Propulsion (EP) 

For both chemical and electric propulsion (EP), high propellant energy results in high 
exhaust velocity and low mass consumption for a given thrust. In contrast to chemical 
rockets, on electric propulsion systems, the electric power source (solar power, nuclear 
power, etc.) and the thrust generating mechanisms are physically separated. On average, 
the energy supplied to the propellant by electricity is two orders of magnitude 
(~100 times) higher than the energy supplied in chemical propulsion through a chemical 
reaction. However, electric propulsion is power limited by the rate of energy conversion 
(e.g., solar or nuclear energy into electric energy). 

Spacecraft using electric propulsion systems for space missions require less propellant at 
launch and on orbit than chemical systems, thereby reducing launch costs while 
increasing the payload of the launch vehicle and spacecraft, and by providing mission 
engineers with greater design flexibility. Electric propulsion devices are capable of 
generating low thrust for long periods of time. The final velocities are at least the same or 
higher than that achieved with chemical propulsion, because electric rockets accelerate 
much longer. For planetary missions, significant time savings can be achieved with 
electric thmsters since time-consuming (long travel times, timing for a particular 
rendezvous launch window, etc.) gravity assist maneuvers to reach high final velocities 
are not required. In contrast to chemical propulsion, small quantities of propellant mass 
are expelled through the thruster at extremely high velocities. Figure 4.3.5-1 shows two 
artists renderings of EP systems. 



Figure 4.3.5-1 Electric Propulsion Concepts 
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NASA is pursuing technologies to increase the performance of electrostatic thrusters by 
going to higher power levels and by increasing the Isp on a system level. Figure 4.3.5-2 
illustrates the mission benefit of using electric propulsion to increase the payload mass 
fraction. 



Figure 4.3.5-2 EP Systems Can Significantly Reduce Trip Times 
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Electric propulsion is most broadly defined as the acceleration of propellants by electrical 
heating, electric body forces, and/or magnetic body forces. This leads to a natural 
division of the three forms of electric propulsion: 

1) Electrothermal thrusters- the propellant gas is electrically heated and 
thermodynamically expanded through a nozzle. Common examples include 
resistojets and arcjets. 

2) Electrostatic thrusters- the propellant is ionized and the resulting ions are accelerated 
through an electric potential. Common examples include Hall effect and Ion type 
thrusters. 

3) Electromagnetic thrusters- utilize electric and magnetic body forces to accelerate 
ions. The Variable Specific Impulse Magnetoplasma Rocket (VASIMR) thruster 
falls into this class of EP thrusters. 

For the class of missions considered during the IISTP Phase 1 effort, only the 
Electrostatic and Electromagnetic electric propulsion systems were considered viable 
ISP technology candidates. 


4.3.5.1 Electrothermal Systems 

Electrothermal thrusters electrically add energy to a suitable propellant and expand the 
hot gases through a supersonic nozzle, thus converting electrical energy into kinetic 
energy. Thrust is generated by thermally expanding the hot propellant in a converging- 
diverging nozzle. Thrust and specific impulse are limited by the thruster material 
properties. 

4.3.5.2 Electrostatic Systems 

In contrast to electrothermal propulsion devices, electrostatic thrusters exert electric body 
forces on charged particles via electrostatic fields. The direct electric acceleration of 
charged particles eliminates thermal limitations inherent in solid wall material properties, 
thus lifting restrictions on thrust and specific impulse. The characterization of 
electrostatic systems is based on the production mechanisms of charged particles; these 
can be summarized as electron bombardment thrusters, radio-frequency ion thrusters, ion 
contact thrusters, and field emission thrusters. The principle of operation is illustrated in 
Figure 4.3.5.2-1. 
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Figure 4.3.5.2-1 Basic Electrostatic Operation 


Ions are created using one of the above mechanisms and accelerated in the electric field 
between the positive ion source and a negative grid electrode. At the exit plane of the 
thmster, a neutralizer supplies electrons to the ion stream producing a beam of zero net 
charge whose exit velocity is governed by both the potential difference between 
neutralizer and ion source, and the mass-to-charge ratio of the ions. The ion mass-to- 
charge ratio is very important since the thrust per unit area increases with the square of 
the mass-to-charge ratio. 


4.3.5.2.1 Ion Thrusters 

Ion thmsters achieve very high specific impulse by accelerating charged particles across a 
potential difference using electrostatic force fields. Ion propulsion is being used by 
commercial telecommunication satellites and has been demonstrated as a primary 
spacecraft propulsion system by the NASA Solar Electric Technology Application 
Readiness (NSTAR) demonstration on the Deep Space 1 (DSl) mission. Under the 
circumstances for which grid Ion propulsion is appropriate, a spacecraft can reach a final 
velocity of approximately ten times greater than that of a spacecraft using chemical 
propulsion. Because the Ion propulsion system, although highly efficient, is very gentle 
in its thrust, it cannot be used for any application in which a rapid acceleration is 
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required. With patience, the Ion propulsion system on DSl imparts about 3.6 km/s to the 
spacecraft. To undertake the same mission with a chemical propulsion system would 
require a more expensive launch vehicle and a larger spacecraft to accommodate a large 
tank for the chemical propellants. 

The electrical energy to power these devices can be provided by a solar power source, 
such as solar photovoltaic arrays, or a nuclear power source, such as a space based 
nuclear reactor. Nuclear power can be accomplished using a fission reactor or through 
the use of radio-isotopes batteries. In either case, the mass of the EP power source 
partially offsets the propellant mass savings from the high specific impulse, thus a highly 
efficient, low mass power source is essential for the successful implementation of any 
electric propulsion technology. Nuclear Electric Propulsion (NEP) systems are of great 
interest in those missions to the outer solar system, where solar power is no longer 
efficient and Solar Electric Propulsion (SEP) systems are not feasible. SEP and NEP Ion 
Systems with various power ratings were analyzed during Phase I. Figure 4.3.5.2.1-1 
shows a schematic of a typical Ion thruster. 
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OiSCHARGE 
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Figure 4.3.5.2.1-1 Typical Ion Thruster 
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4.3.5.2.2 Hall Thrusters 

Hall thrusters use an axial electric field to accelerate ions, similar to Ion thrusters. 
Combining a radial magnetic field with this generates an azimuthal Hall current. This 
current interacts with the radial magnetic field producing a volumetric (j x B) 
accelerating force on the plasma. As with grid ion thrusters, Hall thrusters can be 
categorized according to their respective power sources (i.e. solar or nuclear). Solar 
Electric Propulsion (SEP) Hall Systems and Nuclear Electric (NEP) Hall Systems with 
various power ratings were analyzed. Figure 4.3.5.2.2-1 shows a simplified schematic of 
a Hall Thruster. 



Figure 4.3.5.2.2-1 Schematic of a Hall Thruster 
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4.3.5.3 Electromagnetic Propulsion 

The electromagnetic propulsion system evaluated for this effort was the Variable Specific 
Impulse Magnetoplasma Rocket (VASIMR). The VASIMR system consists of three 
major magnetic cells, denoted as “forward,” “central,” and “aft.” This particular 
configuration of electromagnets is called an asymmetric mirror. The forward end-cell 
involves the main injection of gas to be turned into plasma and the ionization subsystem; 
the central-cell acts as an amplifier and serves to further heat the plasma. The aft end-cell 
ensures that the plasma will efficiently detach from the magnetic field. Without the aft 
end-cell, the plasma would tend to follow the magnetic field and provide only a small 
amount of thrust. With this configuration, the plasma can be guided and controlled over a 
wide range of plasma temperatures and densities. 

To operate the VASIMR, neutral gas (typically hydrogen) is injected at the forward end¬ 
cell and ionized. Then it is heated to the desired temperature and density in the central¬ 
cell, by the action of electromagnetic waves, similar to what happens in microwave 
ovens. After heating, the plasma enters a two-stage hybrid nozzle at the aft end-cell 
where it is exhausted to provide modulated thrust. Figure 4.3.5.3-1 provides a schematic 
of the VASIMR propulsion system. 


VASitiR Concept 



Figure 4.3.5.3-1 VASIMR Propulsion System 

' ^hiip://spa csLm.rice.edu/aspl/vas inir.htm 


43 










IISTP Phase I Final Report 
September 14, 2001 


4.3.6 Solar Sails 

A solar sail is a propulsion concept that makes use of a flat surface of very thin reflective 
material supported by a lightweight deployable structure. Solar sails accelerate under the 
pressure from solar radiation (essentially a momentum transfer from reflected solar 
photons), thus requiring no propellant. Since a solar sail uses no propellant, it has an 
effectively infinite specific impulse; however, the thrust-to-weight ratio is very low, 
typically between 10"* to 10"^ (for the 9 N/km^ solar pressure at Earth's distance from the 
Sun). 

In the near-term, deployable sails will be fabricated from materials such as Mylar or 
Kapton coated with about 500 Angstroms of aluminum. The thinnest available Kapton 
films are 7.6 microns in thickness and have an areal density of approximately 11 g/m^. 
Sails thinner than this, made from conventional materials, have the potential to rip or tear 
in the deployment process. Recent breakthroughs in composite materials and carbon-fiber 
structures may make sails of areal density less than 1 g/m^ a possibility. The reduced sail 
mass achieved this way may allow much greater acceleration, greater payload carrying 
capability, and reduced trip time. Figure 4.3.6-1 shows a conceptual solar sail being used 
for primary propulsion. 



Figure 4.3.6-1 Solar Sail Concept 

*^ htTp:.7www.howst-uffa-orks.coiii/solarsail.htm 
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Solar sails can substantially reduce overall trip time and launch mass for many types of 
missions. Solar Sails are an ideal application for earth/sun station keeping satellites. 
Another example, the proposed Interstellar Probe (ISP) mission, cannot be practically 
achieved without solar sails or nuclear electric propulsion. The reduction of trip times 
possible with a solar sail is illustrated in Figure 4.3.6-2. The baseline solar sail concept 
developed to meet ISP requirements assumes a spin-stabilized sail with an areal density 
of 1 g/m2 (including film and structure), and a diameter of approximately 400 meters 
with an 11-meter wide central opening. The spacecraft module would be centered in the 
central aperture of the sail. The total spacecraft module mass supported in the sail would 
be approximately 180 kg. The ISP sail craft would be used on a heliocentric trajectory 
from Earth escape inbound to a 0.25 AU perihelion, then outbound to 5 AU, where the 
sail would be jettisoned to minimize interference with acquisition of scientific data and 
communication. A single Delta 11 class launch vehicle would be used to deliver the sail- 
craft to an Earth-escape trajectory. 





Figure 4.3.6-2 Solar Sail Dramatically Reduces Trip Times 
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4.3.7 Plasma Sails (M2P2) 

A novel new approach to spacecraft propulsion using a virtual sail composed of low 
energy plasma might harness the energy of the solar wind to propel a spacecraft 
anywhere in the solar system and beyond. Such plasma sails will effect their momentum 
transfer with the plentiful solar wind streaming from the sun, requiring very little 
propellant. Plasma sails use a plasma chamber attached to a spacecraft as the primary 
propulsion system. Solar cells and solenoid coils would power the creation of a dense 
magnetized plasma, or ionized gas, that would inflate an electromagnetic field up to 19 
kilometers in radius around the spacecraft. (In the future, fission power could be used.) 
The field would interact with and be dragged by the solar wind. Creating this virtual sail 
will be analogous to raising a giant physical sail and harnessing the solar wind, which 
moves at 780,000 to 1.8 million miles an hour. 

Tests of the plasma sail concept are ongoing at the Marshall Space Flight Center (MSFC) 
and The University of Washington. Figure 4.3.7-1 shows trapped plasma on closed field 
lines extending 2 meters into a large vacuum chamber during a recent series of tests at 
MSFC. Specifically, the image shows inflation of the helium gas feeding the helicon 
plasma source. The luminosity results from the ions colliding with and exciting residual 
gas in the chamber. Visible closed field lines were seen extending 2-3 meters into the 
chamber from a 20 cm coil. There is evidence, such as in this image, that much more 
distant field lines were closed. In particular, the arc seen extending downward from the 
coil would not be expected to be there unless plasma ejected from the top followed high 
latitude field lines to the "southern" hemisphere of the coil. That puts closed field lines 
perhaps entirely across the chamber or about 5 meters. Thrust tests, using a Hall Thruster 
to simulate the solar wind, are planned in 2002 - 2003 timeframe. An artist’s concept of 
a plasma sail driven spacecraft flying past Jupiter is shown in Figure 4.3.7-2. Depending 
on the size of the plasma sail generated, significant reductions in trip times for all in¬ 
space missions can be achieved. Figure 4.3.7-3 shows how the size of the plasma sail 
effects trip times. 
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Figure 4.3.7-1 Plasma Sail Inflation Demonstration in 2000 



Figure 4.3.7-2 Spacecraft Using a Plasma Sail 

* '* http ://spike. geophys .washineton.edu/Space/SpaceModel/M2P2/ 


47 








IISTP Phase I Final Report 
September 14, 2001 



Figure 4.3.7-3 M2P2 Sail Trip Time Reductions 
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4.3.8 S olar Thermal 

Solar thermal propulsion (STP) effectively bridges the performance gap between 
chemical and electric propulsion by offering higher Isp's (= 800 - 1000 secs) than 
chemical options (= 300 - 500 secs) and higher thrust-to-weight ratios than electric 
systems. STP requires only one propellant and combines medium thrust with moderate 
propellant efficiency to enable relatively short 30-day trips from low Earth orbit to 
geostationary Earth orbit. 

The propulsion system of a solar thermal-powered spacecraft consists of three basic 
elements: a Concentrator which focuses and directs incident solar radiation, a 
Thruster/absorber which receives solar energy, heats and expands propellant (hydrogen) 
to produce thrust, and a Propellant system which stores cryogenic propellant for extended 
periods and passively feeds it to the thmster/absorber. Figure 4.3.8-1 provides a 
simplified description of the operation of a solar thermal propulsion system. 





Ppopeilant 


Kinetic 
I ner-v 


Figure 4.3.8-1 Solar Thermal Propulsion Operating Principle 


*^ hnp://www.nisfc.r.asa.gov/STD/propijlsior./'research/solar/ 
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4.3.9 Nuclear Thermal Propulsion/Nuclear Electric Propulsion Bimodal 

The Nuclear Thermal Propulsion/Nuclear Electric Propulsion (NTP/NEP) bimodal 
system uses the NTP engine for maneuvers in a high-gravity field, where its high thmst- 
to-weight ratio minimizes gravity losses and trip time. Once outside of a planet's gravity 
well, the system uses the nuclear reactor to produce electricity for a NEP engine that is 
well suited for interplanetary transfers, due to its low T/W ratio and high hp. 

The mission benefits of this approach are highly mission dependent, because there is a 
trade-off between the high T/W (e.g., vehicle T/W>0.1) and relatively low hp (e.g., 800- 
1000 Ibf-s/lbm) of the NTP mode, and the low T/W (e.g., vehicle T/W<10'^) and relatively 
high Isp (e.g., 2000-5000 Ibrs/lbm) of the NEP mode. Figure 4.3.9-1 shows a simple 
schematic of a NTP/NEP bimodal propulsion system. 
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Figure 4.3.9-1 NTP/NEP Bimodal Operating Principle 

’^itiD://siliconskv.coiii/sao/nt/electric.liiiii 
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4.3.10 Aerocapture 

Aerocapture relies on the exchange of momentum with a planetary atmosphere to achieve 
thrust, in this case a decelerating thrust leading to orbit capture. Aerocapture has not yet 
been demonstrated, though it is very similar to the flight-proven technique of 
aerobraking, with the distinction that aerocapture is employed to reduce the velocity of a 
spacecraft flying by a planet so as to place the spacecraft into orbit about the planet. This 
technique is veiy attractive for planetary orbiters since it permits spacecraft to be 
launched from Earth at high speed, providing a short trip time, and then reduce the speed 
by aerodynamic drag at the target planet. Without aerocapture, a large propulsion system 
would be needed on the spacecraft to perform the same reduction of velocity. Possible 
impacts would include reductions in the delivered payload mass, increases in the size of 
the launch vehicle (to carry the additional fuel required for planetary capture) or simply 
making the mission impossible due to the tremendous propulsion requirements. Figure 
4.3.10-1 shows various conceptual aerocapture techniques. 




Figure 4.3.10-1 Various Aerocapture Techuiques 
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The aerocapture maneuver begins with a shallow approach angle to the planet, followed 
by a descent to relatively dense layers of the atmosphere. Once most of the needed 
deceleration is reached, the vehicle maneuvers to exit the atmosphere. To account for the 
inaccuracies of the atmospheric entering conditions and for the atmospheric uncertainties, 
the vehicle needs to have guidance and control as well as maneuvering capabilities. Most 
of the maneuvering is done using the lift vector that the vehicle's aerodynamic shape (i.e., 
lift-to-drag ratio, L/D) provides. Upon exit, the heatshield is jettisoned to minimize 
thermal problems and a short propellant bum is required to raise the orbit periapsis. 
Given the communication time delay resulting from the mission distances from Earth, the 
entire operation requires the vehicle to operate autonomously while in the planet's 
atmosphere. Figure 4.3.10-2 shows the propulsion system mass savings that are possible 
with an aerocapture system. 


Figure 4.3.10-2 Aerocapture Reduces Propulsive Requiremeuts for Capture Maueuvers 
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4.4 Step Four: Figures of Merit (FOM)Weighting 

The FOMs were tailored for each mission category through the application of weights. 
Some FOMs were extremely important for some mission categories and not even 
applicable for others. Therefore, for each mission category the FOMs were weighted by 
the appropriate Enterprise on a scale of “0 to 10”, where “0” indicated “not applicable” 
and “10” indicated “of highest importance”. 

The “0 to 10” weighting scale was adopted from the highly successful Kepner-Tregoe*^ 
(K-T) method for decision making used throughout government and industry over the 
past forty years. Once all “not applicable” criteria are weighted “0”, the K-T method 
suggests that within each of the five FOM categories the most important criteria be 
identified first and be weighted a “10”. Next, the remaining criteria should be weighted 
in relative importance to the most important criteria on a scale of 1 to 10 within the FOM 
category. It is important to note, the criteria are not ranked , rather, a “pair-wise” 
comparison of each criterion to those criteria weighted a “10” are made. Given these 
guidelines, each FOM was weighted by the appropriate Enterprise, and the resulting 
weights for the mission categories analyzed are shown in Table 4.4-1. 

Unfortunately, the K-T method was not well understood by some of those assigning the 
weights and some of the K-T guidelines were not strictly adhered to. For example, a 
weight of “10” was not assigned to any of the FOMs in the “Technical”, 
“Reliability/Safety”, Cost” or “Schedule” FOM categories for the “Earth Vicinity” 
mission category. This did not affect the end result since all scores were normalized to 
100 within each FOM category (see Section 4.5). 

The FOM weights were not disclosed by the MRT to any other members on IISTP team 
(with the exception of a select few lAG members) until the TT, ST and CT completed all 
scoring. This ensured that members of the scoring teams could score each FOM 
independently without regard to their relative importance to one another. 
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FOM CATEGORY 

1 

FIGURES OF MERIT 

Earth 

Vicinity 

Solar 
System & 
Beyond 

HEDS- 

Mars 

PERFORMANCE 

D 

Payload Mass Fraction 

10 

9 

5 

Q 

Trip Time 

5 

10 

10 


Time on Station 

5 

0 

0 

m 

Propulsion System Launch Mass & Volume 

0 

10 

1 

TECHNICAL 

H 

Operational Complexity 

5 

9 

5 

B 

Propellant Storage Time 

5 

9 

5 

B 

Station Keeping Precision 

2 

0 

0 

m 

Crew Productivity 

0 

0 

5 

B 

Sensitivity to Malfunctions 

8 

10 

5 

m 

Sensitivity to Performance Deficiencies 

7 

10 

5 

B 

Enable In-Space Abort Scenarios 

2 

0 

7 

18 

Crew Exposure to In-Space Environments 

5 

0 

3 

RELIABILITY/ 

SAFETY 

B 

Pre-Launch Environmental Hazards & Protection 

5 

10 

0 

B 

In-Space Environmental Hazards & Protection 

8 

10 

2 

B 

Crew Exposure & Safety 

0 

0 

8 

43 

Payload Exposure & Protection 

8 

8 

8 

B 

Relative Reliability Assessment 

8 

10 

10 

B3 

Cperating Life 

7 

10 

0 

COST 

1^ 

Technology Advancement Cost 

8 

9 

2 

B 

Mission Non-Recurring Cost 

8 

9 

10 

B 

Cperational Cost 

9 

10 

7 

B 

Mission Recurring Cost 

9 

10 

7 

SCHEDULE 


Total Development Time 

5 

10 

10 

B 

Special Facility Requirements 

5 

9 

3 

B 

Architectural Fragility 

5 

9 

5 

B 

Maturity (TRL Level) 

5 

8 

10 


Table 4.4-1 IISTP Phase I FOM Weights 
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4.5 Step Five: Evaluation and Scoring of Candidate ISP Technologies 

This section describes in detail the process of evaluation and scoring of the candidate ISP 
technologies, in order to provide a record of what was done, how it was done and in some 
instances why. Detailed technical information from the mission analyses is presented in 
Appendix D. Selection of the scoring methodology is described, as is the scoring process 
itself Finally, compilation and presentation of the results in a form useful to decision 
makers is described. 


4.5.1 Mission Analyses 

Time, resource and technology informational constraints severely limited the depth and 
extent of the mission analyses performed during IISTP Phase I. In general, mission 
analyses included performing trajectory analysis, applying propulsion performance and 
sizing algorithms, and determining initial launch conditions for the mission. For low- 
thrust systems, trajectory analyses were parametric in terms of specific impulse, and in 
some cases mass-to-power ratio performance. (Low-thrust trajectories vary depending on 
these parameters, and feasible and/or reasonable payload mass fraction and trip times 
must be determined jointly with Isp, mass-to-power ratio, and trajectory.) 

The Neptune Orbiter mission was the pathfinder for all scoring, and nearly every ISP 
system was evaluated for that mission. 


4.5.2 Scoring Methodologies 

Once mission analyses were completed, the scoring teams were provided with guidelines 
in the FOM Dictionary for scoring each of the candidate ISP technologies. Scoring 
guidelines were based on a non-linear scale of 0, 1, 3, or 9 representing none, weak, 
moderate or strong satisfaction of the FOM, respectively. This scheme was adopted from 
similar applications using Quality Function Deployment ’ ’ (QFD), widely used 
throughout the world since 1966. Other scoring methodologies such as Analytic 
Hierarchy Process ’ ’ (AHP) were considered but did not seem appropriate given the 
nature of the Phase I process. Specifically, on each mission AHP would require the 
scoring teams to perform pair-wise comparisons of every candidate technology against a 
baseline or pivot technology. AHP redundancy does promote consistent scoring. 
However, the number of judgments required to perform redundant pairwise comparisons 
can be very large if there are a large number of FOMs and/or a large number of candidate 
technologies. 
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The number of pair-wise judgments required when using AHP is given by: 


Where 


AHP = m 


n! 

2(n - 2)! 


n= number of ISP systems 
and 

m = number of FOM 

For example, to evaluate the Neptune Orbiter mission, 
n = 20 and m = 26 


Therefore, AHP would require nearly 5,000 judgments be made. 

The number of judgments required when using QFD is given by: 

QFD = n X m 

For the Neptune Orbiter evaluation, QFD allows the same evaluations to be made with a 
little over 500 judgments. This is nearly an order of magnitude difference in the overall 
number of judgments required for the mission. Sensitivity analyses indicated the 
consistency achieved using QFD equaled that for AHP for these analyses. 

4.5.3 Scoring Activities 

The ST and TT worked together since there was overlapping membership, and the 
considerations applied to derive scores for several of the FOM had common factors. The 
CT for the most part worked independently, but reviewed its findings with the ST and TT 
to ensure reasonable consensus. 


Teleconferences were scheduled Tuesdays and Thursdays by the ST Lead and usually 
lasted about two hours. Applicable performance data, strawman scoring when available, 
and other information were distributed in advance by e-mail. Scoring was accomplished 
according to the guidelines given in the FOM Dictionary. 

4.5.3.1 Strawman scoring 

Strawman scoring was used at the beginning of the scoring process (using the mission 
analysis results for the Neptune Orbiter mission) to test and refine the process. Strawman 
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scoring was also used throughout the process to facilitate scoring in the telecon by 
providing a “scoring starting point”. 

4.5.3.2 Data Presentation 

Trajectory, performance and other relevant data, such as available briefings and reports, 
were developed in advance of each scoring telecon. The preparer or other knowledgeable 
person would review the data prior to beginning each scoring session. 

4.5.3.3 Advocacy and/or Expert Input 

At least one expert on each propulsion system was on hand for the scoring discussions, to 
(1) ensure correct interpretation of the technology capabilities, (2) answer questions, 
particularly as to how well the technology satisfied each FOM, and (3) to generally act as 
an advocate for the technology. The role of the ST members was to act in a neutral 
evaluation role, and to raise issues that might affect each technology’s score. 

4.5.3.4 Reaching Consensus 

A goal during the scoring telecons was to achieve consensus whenever possible. At 
times, lengthy discussions of particular merits of a technology ensued. Normally, more 
than one technical expert was knowledgeable on the technology being considered, and 
multiple opinions would be offered. If a consensus could not be reached, the ST Lead 
would make the scoring decision based on a majority view, and add a note to that effect 
including the subject of the dispute to the score. Out of almost 2500 scores assigned, less 
than ten were disputed. A sensitivity analysis, later applied, determined that none of the 
disputed scores had an effect on the overall final prioritization of ISP technologies. 

4.5.3.5 Recording of Results 

The ST Lead recorded all scores in a spreadsheet format that was then distributed to the 
scorers by e-mail for review and verification. In a few cases, recording errors were 
discovered and corrected in subsequent scoring telecons. Recorded results were provided 
to the lAG for review. 

4.5.3.6 lAG Review 

The lAG reviewed scoring results, usually in light of preliminary processing results. The 
lAG asked questions, particularly regarding interpretation and application of the FOM 
Dictionary, and of the relationships of the scores to the related FOM. For example, if a 
technology was rated low in technology readiness but high in technology advancement 
cost (i.e. low in cost), the lAG would ask for an explanation. If the ST Lead could not 
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provide an adequate answer or rationale to the lAG, the scores in question were revisited 
by the scoring team(s), and often changed. 

The FOM definitions were refined based on feedback during the strawman and regular 
scoring sessions. As the FOM definitions were better understood over the course of the 
scoring and review activities, a few scores were revisited and changed. 

4.5.4 Compilation and Presentation of Scoring Data 

Once final scores were determined for each mission, the scoring team submitted the 
scores to the I AG where they were maintained in a controlled scoring database. FOM 
weights were applied to the scores and the resulting normalized weighted scores were 
plotted as a series of bar charts. The lAG assigned weights to each of the five FOM 
categories (Performance, Technical, Reliability/Safety, Cost and schedule) based on the 
primary and supporting objectives of the IISTP Phase 1 effort. The FOM category 
weights were applied to normalized weighted scores and the results plotted in the form of 
scatter plots. The scatter plots facilitated the cost-benefit assessment of each ISP 
technology for each mission. 

4.5.4.1 Normalized Weighted Score Sheets 

An example of the normalized scoring work sheets is given in Figure 4.5.4.1-1 for the 
Titan Explorer mission. For each FOM category, a normalized total was computed, 
based on the FOM score and weight as 


Where 


Iw,s, 

NormalizedTotal = 100W=- 

i 


Wi = weight of the ith figure of merit 
Si = score for the ith figure of merit 

Note, if a technology scores the highest possible score “9” for each FOM within a FOM 
category, the normalized total for that technology for that FOM category is 100. 
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Figure 4.5.4.1-1 Sample Scoring Sheet for Titan Explorer 


The final, weighted, consensus scores for each mission are given in the tables contained 
in Appendix C. 
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4.5.4.2 Bar-Line Plots 


The tabular scoring data contained in the worksheets was graphically represented as a 
series of bars as shown in Figure 4.5.4.2-1 for the Titan Explorer example. The bars 
indicate the normalized total for each FOM category and are grouped by technology. The 
chart provides a quick visual depiction of how each technology scored relative to each of 
the FOM categories. 

For example, the technologies (SOA Chemical excepted) with the best scores in each 
FOM category for the Titan Explorer mission are: 


Performance (light-blue): 
Technical (yellow): 
Reliability/Safety (green): 
Cost (orange): 

Schedule (blue): 


Plasma Sails (M2P2) 

NEP Ion 

NTP 

Solar Sails 
SEP Ion 


FIGURE MERIT 
CATEGORY 



SOAChem/ SOAChem/ SEPSkW/ SEP10W/V/ Nuclear SolarSails/ Mag-sail Nuclear NTPBimodal Blank Blank 

Chem AC/Chem AC/Chem AC/Chem Electriclon AC/Chem (M2P2) Thermal AP 

AC/Chem Prop/AC 


Figure 4.5.4.2-1 Parallel Bar Chart for Titan Explorer 
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Note that some ISP technologies may score high for some FOM categories and low for 
others. As an example on the Titan Explorer mission, NEP ion scored relatively high on 
the Technical FOM category and low on the Cost FOM category. Furthermore, NEP ion 
scores on the Performance and Schedule FOM categories were about average. No one 
technology can be expected to score the highest on all FOM categories. In addition, not 
all FOM categories are of equal importance to the overall goals and objectives for ISP 
technology selection and prioritization. Therefore, bar charts alone while providing a 
quick visual depiction of relative scoring, make it extremely difficult to select the best 
ISP candidate(s) for a given mission. 

4.5.4.3 FOM Category Weights 

The relative importance among the FOM categories was accounted for through the 
establishment and application of weights to the FOM category normalized scores. The 
establishment of the FOM category weights was a very important aspect of the evaluation 
process. In the development of any system, there are primary objectives that reflect the 
purpose for which the system is to be developed, and there are supporting objectives that 
reflect the constraints under which the system will be developed. 

Specifically, the overall objective of the IISTP Phase I effort was to identify and 
recommend for investment those candidate ISP technologies that could most effectively 
and economically perform the highest priority missions. The primary objective was ISP 
performance; those ISP technologies that can significantly reduce trip time and increase 
payload mass fraction for future space missions. The supporting objectives were that the 
ISP system be cost-effective, safe, and reliable. In general, primary objectives support 
advanced technologies, while supporting objectives often support retention of current 
SOA technologies. Existing technologies inherently have less programmatic risk due in 
large part to their level of maturity and usage experience. Less programmatic risk usually 
results in SOA systems scoring better than advanced systems on reliability/safety, cost 
and schedule FOM categories. Placing too much weight on these FOM categories and on 
supporting objectives, would favor existing technologies, and make new technologies 
appear less attractive. 

The I AG carefully considered FOM category weights to ensure the primary objectives 
and supporting objectives were properly accounted for in the final results. Performance 
was determined to be twice as important as cost for advance ISP technologies. Cost and 
Technical were equally weighed and determined to each be twice as important as either 
reliability/safety or schedule. The resulting FOM category weights were: 


Performance 

40% 

Technical 

20% 

Reliability/Safety 

10% 

Cost 

20% 

Schedule 

10% 
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4.5.4.4 Effectiveness versus Cost 

As stated earlier, the overall objective of the IISTP Phase 1 effort was to identify and 
recommend for investment those candidate ISP technologies that could most effectively 
and economically perform the highest priority missions. To facilitate the evaluation of 
the candidate technologies based on their relative effectiveness and economies, two new 
parameters were defined: 

Effectiveness Parameter- A measure of how well the candidate ISP technology reliably 
and safely performs the mission and meets the technical objectives. The Effectiveness 
parameter was computed by a linear combination of the normalized totals for 
performance, technical, and reliability/safety FOM categories and their respective relative 
weights and is expressed as 

E = .57p + .28 t + .14r 

Where E = effectiveness parameter 

p = normalized total for performance FOM category 
t = normalized total for technical FOM category 
r = normalized total for reliability/safety FOM category 

The coefficients of .57, .28 and .14 were calculated based on the FOM category weights 
discussed in the previous subsection. 

For example, the coefficient for p is 40/(10+20+40) = .57. 

Cost Parameter- A measure of how economical the ISP technology is in terms of cost and 
schedule considerations. The Cost Parameter was computed by a linear combination of 
the normalized total of cost and schedule FOM categories and their respective relative 
weights and is expressed as 

C = .67c + .33 s 

Where C = cost parameter 

c = normalized total for the cost FOM category 
s = normalized total for the schedule FOM category 

As with the Effectiveness Parameter, the coefficients of .67 and .33 were calculated based 
on the FOM category weights discussed in the previous subsection. 
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The Effectiveness Parameter was plotted against the Cost Parameter for each of the nine 
missions, and the results are presented in Appendix C. An example of such a plot is 
shown in Figure 4.5.4.4-1 for the Titan Explorer mission. It is simple enough to 
determine how each ISP technology compares relative to the Effectiveness and Cost 
Parameters by looking to the top and right-most points, respectively. For the Titan 
Explorer, M2P2 (point #17) has the highest Effectiveness Parameter score and SOA 
Chemical (point #2) with aerocapture has the highest Cost Parameter score. 





2 SOA Chem/AC/Chem 

4 Nuclear Thermal/AC 

5 NTP Bimodal/AP 

10 SEP(5 kW)/AC/Chem 

11 SEP(10kW)/AC/Chem 
13 NEP Ion 

16 Solar Sails/AC/Chem 

17 Mag-sail (M2P2)/AC/Chem 
AP = All Propulsion 

AC = Aero Capture 
SOA = State-of-the-art 
MX = Momentum Exchange 
NEP = Nuclear Electric Propulsion 
NTP = Nuclear Thermal Propulsion 
SEP = Solar Electric Propulsion 
MX = Momentum Exchange 


10 20 30 40 50 60 70 80 

Cost Parameter (Linear Combination of Cost and Scheduie) 


Figure 4.5.4.4-1 Cost/Effectiveness Scatter Chart - Titan Explorer Mission 
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To determine the ISP technology with the best combination of Effectiveness and Cost 
Parameter Scores, is a simple matter of overlaying a series of lines of “constant 
goodness” referred to as “Isos”. “Isos” are lines constructed by connecting equivalent 
values on both the abscissa and ordinate scales as shown in Figure 4.5.4.4-2. For 
example, NEP Ion (point #13) and Solar Sails (point #16) he close to the 80-80 “Iso”. 
That is a line passing through (0, 80) and (80,0) coordinates on the ordinate and abscissa 
scales , respectively. Even though NEP Ion scored much better than Solar Sails on the 
Effectiveness Parameter score, the difference is “equally offset” by the advantage Solar 
Sails gained in the Cost Parameter score. For this case, both technologies are treated as 
competitive with one another. Similarly, the M2P2 appears to have the best overall 
combination (Effectiveness and Cost) score even though the SOA Chemical had a higher 
Cost Parameter score. 


90 



and Schedule) 


2 SOA Chem/AC/Chem 

4 Nuclear Thermal/AC 

5 NTP Bimodal/AP 

10 SEP(5 kW)/AC/Chem 
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Figure 4.5.4.4-2 Cost-Effectiveness Scatter Chart for Titan Explorer Mission 

with “Isos” overlays 
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Finally, plots were generated to see how each technology compared across missions. 
Figure 4.5.4.4-3 shows the results for the NEP technology. “No Application” means that 
the technology was not applicable to the indicated missions. In this case, the plot shows 
that NEP systems never scored better than 40 on the Cost Parameter but had a fairly wide 
variation from mission to mission on the Effectiveness Parameter. This is not surprising 
since all NEP systems will face the same development cost and schedule challenges 
regardless of the mission, but be more effective on some missions than on others. 



Figure 4.5.4.4-3. Cost-Effectiveness Scatter Plot for NEP for All Missions 
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4.6 Step 6: Prioritization of ISP Technologies 


Responsibility for final prioritization of ISP technologies during Phase I was left to the lAG. 
During Phase I, nine missions were analyzed to evaluate more than 20 different propulsion 
system options against 26 FOM. The results were synthesized and represented in approximately 
20 different bar-line and scatter plots. Given the extensive amount of data generated, it was 
decided that the most efficient way to analyze the data and formulate a set of prioritizations was 
to convene the lAG face-to-face in an off-site workshop. The primary objective of the workshop 
was to identify a prioritized set of ISP technologies that could be used to guide investment 
decisions. The IISTP Technology Prioritization Workshop Process is illustrated in Figure 4.6-1. 
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Figure 4.6-1. IISTP Technology Prioritization Workshop Process 
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4.6.1 Level III Decomposition 

The approximate 20 propulsion systems analyzed were comprised of combinations of 17 
distinctive ISP technologies. The primary objective of Level III Decomposition was to 
segregate the technologies into three “bins” according to their In-Space function: 

1) Transport : ISP technologies used to transport the payload to the destination. 

2) Propulsive In-Space “Infrastructure” : ISP technologies that provide an 
infrastructure in space for repetitive use on multiple missions such as 
momentum tethers. 

3) Maneuvering : ISP technologies used to maneuver the payload at the 
destination. 


The results of Level III Decomposition are given in Table 4.6.1-1. All but three of the 
technologies could be classified as transport technologies. Some technologies were 
labeled “TBA” or “to be analyzed”, since it was believed more analysis was required to 
effectively determine their potential role mission role. 


ISP TECHNOLOGY 

TRANSPORT 

PROPULSIVE 

IN-SPACE 

"INFRASTRUCTURE" 

MANEUVERING 

SOA Chemical (pivot) 




Advanced Chemical 

X 

TBA 

TBA 

NTP 

X 



NTP Bimodal 

X 


TBA 

MX Tether 


X 


SEP Hall 

X 

X 

TBA 

SEP Ion 

X 


TBA 

NEP Hall 

X 

TBA 

TBA 

NEP Ion 

X 


TBA 

NEP VaSIMR 

X 



NEP MPD 

X 



Solar Sails 

X 

TBA 

X 

Plasma Sails 

X 

TBA 

TBA 

Radio-Isotope 

TBA 



Solar Thermal 

X 

TBA 

TBA 

NTP/NEP Hybrid 

X 

TBA 

TBA 


X 




Table 4.6.1-1 Level III Decomposition Results 
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4.6.2 Level II Decomposition 

Once the transport ISP technologies were segregated during Level III Decomposition, 
each was evaluated using the data and scores generated prior to the workshop. The 
primary objective of Level II Decomposition was to segregate these technologies 
according to how well they scored in Step 5. The scatter plots of Overall Performance 
versus Overall Cost measures, presented in Appendix C, were used extensively during the 
Level II Decomposition. 

There were three scoring bins: 

1) Best in Class : ISP technologies that scored highest on at least one of the nine 
missions analyzed. 

2) Strong Performer : ISP technologies that scored well fi.e. Effectiveness 
Parameter score greater than 50%) over a majority of the nine missions. 

3) High Risk/High Pavoff : ISP technologies that are considered to be high risk 
due to their low TRL, but have a potential for high payoff should they be 
developed. 

The results of the Level II Decomposition are given in Table 4.6.2-1. 


ISP Technology 




SOA Chemical (pivot) 




Advanced Chemical 

MSR 

EL 


NTP 


NO,MSR,TE,MP 


NTP Bimodal 


MSR,MP 


MX Tethers 

NO,EL 


X 

SEP Hall 

MP, MC 



SEP Ion 

NO, TE, MSR,EL,PS 

MC,SPI 


NEP Hall 




NEP Ion 


MSR, MP, NO, TE, EL 


NEP VaSIMR 


NO 


NEP MPD 


NO++ 


Solar Sails 

SPI, PS 




ISP 


X 

Plasma Sails 

NO,ISP,MSR,EL,TE 


X 

Solar Thermal 


MC 


NTP/NEP Hybrid 




Aero-Capture 

NO,MSR, TE, MP 




KEY: NO- Neptune Orbiter EL- Europa Lander MP- Mars Piloted TE- Titan Explorer PS- Pole Sitter SPI- Solar Polar Imager 
MC- Magnetospheric Constellation ISP- Interstellar Probe MSR- Mars Sample Return X- High Risk/High Payoff 


Table 4.6.2-1 Level II Decomposition Results 
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4.6.3 Level I Decomposition 

The primary objective of the Level 1 Decomposition activity was to determine each of the 
Code Y, S, and M Enterprise priorities. Each of the Enterprise customers was asked to 
rate the technologies for their respective Enterprises based on High, Medium, Low, and 
High Risk/High Payoff. 


The results of the Level 1 Decomposition are given in Table 4.6.3-1. 


ISP Technology 

HIGH 

MEDIUM 

LOW 

HIGH 

PAYOFF/HIGH 

RISK 

Advanced Chemical 


S, M 



NTP 


M 

s 


NTP Bimodal 



M 


MX Tethers 




S,M 

SEP Hall 





SEP Ion 

s 



1 n 

NEP Hall 



M 


NEP Ion 


S 



NEPVaSIMR 




M 

NEP MPD 

M 


IHHHHIHHI 

HHHBHHHHI 

Solar Sails 

S 

1 n 



■ 1 II U 1 III HI llllllll M 





Plasma Sails 




S,M 

Solar Thermal 


M 



NTP/NEP Hybrid 





Aero-Capture 

S,M 




Precision Station 

Keeping Placeholder 

S,Y 





S = Code S Priority 
M = Code M Priority 
Y = Code Y Priority 


Table 4.6.3-1 Level I Decomposition Results 
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4.6.4 IISTP Technology Prioritization End-Product 

The final step, in the IISTP Phase I Workshop process, was to combine all of the results 
into a Cross-Enterprise prioritized set of ISP technologies that could be used to guide 
investment decisions. The lAG as a whole reached a consensus and the results are given 
in Table 4.6.4-1. 


HIGH 

MEDIUM 

LOW 

HIGH PAYOFF/ 
HIGH RISK 

DROP 

Aerocapture 
(for robotic & HEDS) 

Solar Sails 

Solar Thermal 

Plasma Sail 

NTP 

SEP Ion (5/10 kW) 

SEP Hall (lOOkW) 

Bi-modal NTP 
(Low- to High-Power 
Scalable) 

MXER Tether 


NEP (Low- to High- 
Power Scalable) 

Class 1 Electric 

Propulsion 
(30kW - lOOkW 
3,000 - 10,000 sec 
eft >50%) 


Solar Sail (1gm/m2) 



Advanced Chemical 

(cryo +TBD) 





Class II Electric 

Propulsion 
(> 500kW 
> 3000 sec 
eft >50%) 





Table 4.6.4-1 IISTP Phase I Consensus Results 
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5.0 Conclusions 

ISP technologies were identified and prioritized according to their relative payoff and 
their ability to perform and/or enable customer prioritized missions. ISP technologies 
were selected based on their ability to effectively and economically support multiple 
NASA Enterprises. All applicable advanced ISP technologies were analyzed on at least 
one mission. 

The evaluation, selection and prioritization process was designed to ensure the candidate 
ISP technologies maximized mission success and minimized mission risks. The 
evaluation, selection and prioritization process provided the rationale and data needed to 
guide investment decisions. 

The IISTP Phase I effort concluded with a consensus across NASA Programs, Projects, 
Technology Centers and Enterprises as to those technologies that deserve consideration in 
future investment decisions. 
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6.0 Recommendations 

For a fixed vehicle mass in low earth orbit (LEO), the vehicle mass may be allocated 
between propellant and payload mass. This yields a trade space of trip time and payload 
mass. One of the benefits of advanced propulsion systems is that they provide a 
relatively large trip time/payload mass trade space when compared with conventional 
chemical propulsion systems. In this study, time and resources did not permit 
quantitative definition of this trade space. It is recommended that future studies 
quantitatively define the trip time/payload mass trade space for several selected missions 
for several selected advanced propulsion technologies. It is further recommended that 
customers examine the trade space and make recommendations on optimal selection of 
trip time and payload mass within the trade space. 

For each combination of propulsion technology and mission, there is an optimal specific 
impulse. This is derived from the fact that as specific impulse increases, propellant mass 
decreases, but the fixed propulsion mass required to achieve the specific impulse 
increases. Therefore, there is usually some specific impulse for which the total mass (dry 
mass plus propellant mass) is a minimum. It is recommended that future efforts include 
the definition of the relationship between specific impulse and propulsion system mass 
for selected combinations of propulsion system technology and mission to enable 
propulsion system developers to focus their efforts on specific impulse ranges most 
beneficial to future NASA missions. 

For most of the figures of merit, the 0, 1, 3, 9 scoring system representing degrees to 
which the propulsion technology satisfied the figure of merit was adequate. This is 
particularly true for figures of merit for which the degree of satisfaction of the figure of 
merit is substantially qualitative. Flowever, there are some figures of merit for which 
quantitative analysis is possible and appropriate. Trip time and payload mass fraction are 
two important figures of merit for which quantitative definition is both possible and 
appropriate. The detailed derivation of quantitative figures of merit requires more 
resources than were available for the present study. However, it is recommended that in 
future studies, quantitative analysis be used to define these parameters quantitatively for 
selected combinations of propulsion technologies and missions. These results may be 
used as adjuncts to the type of analysis used in the present study or may be used as direct 
scores in the scoring process. 

In the scoring process, scores were established after verbal interchange among the 
systems team or other scoring unit. Usually, the rationale behind the score was lost in the 
process. It is recommended that in future efforts, a brief rationale behind the scores be 
recorded on a systematic basis for review by others. It is further recommended that the 
schedule for scoring be modified to accommodate the recording of rationale. 
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There are two program needs that must be addressed in the future. First, there is a need 
to formulate quantitative results where appropriate, address the trip time/payload mass 
trade space, and address the issue of optimal specific impulse as discussed above. 
Second, the state of the knowledge and the state of development of the various advanced 
propulsion technologies changes over time. The state of definition of missions changes 
over time, and new missions are conceived over time. Furthermore, it is hoped and 
anticipated that mission planners will conceive new missions enabled by the ISP program 
and/or modify currently planned missions based on new mission capabilities such as 
availability of large quantities of electric power at the destination. Therefore, as time 
progresses, there is a need to repeat this process and make appropriate changes in 
recommendations as knowledge about the propulsion technologies and of the missions 
changes. It is recommended that the issues of quantitative results, trip time/payload mass 
trade space, and optimal specific impulse be addressed in FY02 for several selected 
combinations of propulsion technology and missions that have been addressed in this 
study. Furthermore, it is recommended that the process described in this report be 
repeated in FY03 and on a bi-annual basis thereafter and that the selection of 
technologies be reviewed on a bi-annual basis until advanced technologies are 
sufficiently developed that they can be definitively assigned to missions. 
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7.0 Acronyms and Abbreviations 

AHP - Analytic Hierarchy Process 

ASTP - Advance Space Technology Program 

AU - Astronomical Unit 

Code M - Human Exploration and Development of Space Enterprise 

Code S - Space Science Enterprise 

Code Y - Earth Science Enterprise 

CNSR - Comet Nucleus Sample Return 

CT - Cost Team 

DSl - Deep Space 1 

EASl - Earth Atmospheric Solar Occultation Imager 
ED - Electrodynamic 
EP - Electronic Propulsion 

EREMF - Earth Radiative Energy Measurement Facility 

ESA - European Space Agency 

FOM - Figure of Merit 

GEC - Geospace Electrodynamic Connections 

GEO - Geosynchronous Earth Orbit 

GRC - Glenn Research Center, Cleveland, Ohio 

GSFC - Goddard Space Flight Center 

HEDS - Human Exploration and Development of Space 

HEDM - High Energy Density Matter 
lAG - IISTP Advisory Group 

IISTP - Integrated In-Space Transportation Plan 

ISP - In-Space Propulsion 

ISPP - In-Situ Propellant Production 

ITAC - Integrated Technology Assessment Center 

JSC - Johnson Space Center, Houston, TX 

JPL - Jet Propulsion Laboratory 

LaRC - Langley Research Center 

LEO - Low Earth Orbit 
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M2P2 - Mini-Magnetospheric Plasma Propulsion 

MPD - magnetoplasmadynamic 

MRT - Mission Requirements Team 

MSFC - Marshall Space Flight Center, Fluntsville, AL 

MX - Momentum Exchange 

NASA - National Aeronautics and Space Administration 
NEP - Nuclear Electric Propulsion 
NGST - Next Generation Space Telescope 

NSTAR - NASA Solar Electric Technology Application Readiness 

NTP - Nuclear Thermal Propulsion 

NTR - Nuclear Thermal Rocket 

QFD - Quality Function Deployment 

0MB - Office of Management and Budget 

OSS - Office of Space Science 

PER - overall performance measure 

POC - Point of Contact 

PIT - Pulsed Inductive Thruster 

PRO - overall programmatic measures 

Re - Earth Radii 

SEP - Solar Electric Propulsion 

SIM - Space Interferometry Mission 

SOA - State-of-the-Art 

ST - Systems Team 

TBA - To Be Analyzed 

TRL - Technology Readiness Level 

TT - Technology Team 

T/W - Thrust-to-Weight Ratio 

VASIMR - Variable Specific Impulse Magnetoplasma Rocket 
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Systems Team 


Name 

Office 

Joe Bonometti 

MFSC Systems, Solar Thermal 

Bob Cataldo 

GRC Power Systems 

Bret Drake 

JSC Systems, Human Missions 

Len Dudzinski 

GRC Systems, NTP/NEP, Trajectories/Sizing, Fusion 

Robert Frisbee 

JPL Systems, Sails 

Leon Gefert 

GRC/Lead, Systems POC 

Jeff George 

JSC/Lead, Systems, NEP 

Rob Hoyt 

TU Tethers, Sizing 

Jonathan Jones 

MSEC Plasma Sails, Technology Team Lead 

Larry Kos 

MSFC/Lead, Chemical/Traiectories/Sizing 

Melissa McGuire 

GRC NTP Systems, Trajectories/Sizing 

Jim Moore 

SRS Systems, ED Tethers, STP 

Michelle Munk 

LaRC/Lead, Aeroassist 

Mahmoud Naderi 

MSEC Cost 

Muriel Noca 

JPL/Lead, Systems, & Team-X POC, Sizing 

Tara Poston 

MSFC Trajectories/Sizing 

Bob Sefcik 

GRC Cost 

Kirk Sorensen 

MSFC MX Tethers 

Nobie Stone 

SRS Systems, ED Tethers, STP 

Gordon Woodcock 

Gray Research/ITAC 

Scott Baird 

JSC ISPP Systems 

John Blandino 

JPL POC for Code S 

Neil Dennehy 

GSFC POC 

Sandy Kirkindall 

MFSC Systems 

Saroj Patel 

MFSC Systems 


Consultants for ST: Juan Aone, Chen-Wan Yen (JPL Sail & EP Trajectories), Steve 
Oleson (GRC SEP data), Steve Tucker, Dave Plachta (MSEC & GRC CFM) 
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Technology Team 

Represented by a POC for each ASTP Technology Element 
and appropriate research areas 


Name 

Office 

Propulsion Category/Type 



Electric Propulsion 

Mike Patterson 

GRC 

Ion 

Rob Jankovsky 

GRC 

Hall 

Franklin Chang Diaz 

JSC 

VASIMR 

Mike LaPoint 

Ohio Aerospace Institute 

MPD gas-fed 

Jay Polk 

JPL 

MPD lithium-fed 

Mike LaPoint 

Ohio Aerospace Institute 

PIT 

Scott Benson 

GRC 

SEP Systems 


JPL 

Solar Sails 

Jonathan Jones 

MSFC 

Plasma Sails 

Stan Borowski 

GRC 

Fission (NTR) 

Mike Houts 

MSFC 

Fission (NEP) 

Bob Estes 

Harvard Smithsonian 

Electrodynamic Tethers 

Kirk Sorensen 

MSFC 

Momentum Exchange Tethers 

Michelle Munk 

LaRC 

Aeroassist 

Scott Baird 

JSC 

In-Situ Propellant Production 

Bill Taylor 

GRC 

Advanced Chemical 

Don Bai 

MSFC 

Advanced Chemical 

Hartwell Long 

JPL 

Advanced Chemical 

Jeff Weiss 

JPL 

Light Weight Components 

Steve Tucker 

MSFC 

Cryogenic Fluid Management 

Joe Bonnemeti 

MSFC 

Solar Thermal Propulsion 

Scott Benson 

GRC 

Pulsed Plasma Thruster 


Consultant for TT: Gordon Woodcock, Gray Research 
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IISTP Advisory Group 


Name 

Office 

Harley Thronson 

Space Science IISTP POC 

Loren Lemmerman 

Larth Science IISTP POC 

Richard Fischer 

Exploration and Development POC 

Rae Ann Meyer 

MSFC, Space Transfer Technologies Assistant Project Manager 

Randy Baggett 

MSFC, Propellantless Propulsion Project Manager 

Harry Cikanek 

GRC POC 

Tim O’Donnell 

JPL POC 

Larry Kos 

MSFC, IISTP Systems Analysis Lead 

Jonathan Jones 

MSFC, IISTP Technology Lead 


Consultants for lAG: Gray Research - Deborah Sims, Bob Farris, Bill Eberle, Gordon 
Woodcock 
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Mission Requirements Team 


Team 

Name 

Technology/Office 




Space Science Team 

Harley Thronson 

Code S Lead' 

Earth Science Team 

Loren Lemmerman 

Code Y Lead 


John Lebreque 

2 

Code Y Science Theme 


Eduardo Torres 

Code Y Visions and Decadal Planning 

Exploration and Development 

Richard Fischer 

Code M Lead'^ 


'Representing each Office of Space Science Theme 

Solar System Exploration 
Sun Earth Connection 
Astronomical Search for Origins 
Structure and Evolution of the Universe 

^Representing these Earth Science Themes 

Atmospheric Chemistry 
GWEC 

Oceans and Ice 

^Representing these major Offices of Space Flight Areas/Programs 

Human Exploration 

Commercialization and Development of Space 
International Space Station 
Space Shuttle 

Space Operations Management Office 
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Cost Team 


Name 

Office 

Mahmoud Naderi 

MSFC Cost 

Sharon Czamecki 

SAIC 

Robert Sefcik 

GRC 

Gordon Woodcock 

Gray research 
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National Aeronautics and Space Administration 
George C. Marshall Space Flight Center 


Figures Of Merit Dictionary 


For 


Integrated In-Space Transportation Plan 

(IISTP) 


Propulsion Technology Evaluation 


ADVANCED SPACE TRANSPORTATION PROGRAM 
(ASTP) PROGRAM OEEICE 
TD15 
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APPROVALS/CONCURRENCES 


Prepared By: 


Approved By: 


Bob Farris 
Consultant 
Manager 

Gray Research Inc. 


Les Johnson 

In-Space Transportation Investment Area 
NASA Marshall Space Flight Center 


Concurrence By: 


Richard Fischer 

Code M Advanced Programs Office 
NASA Headquarters 


Mahmoud Naderi 

IISTP Cost Team Lead 

NASA Marshall Space Flight Center 


Harley Thronson Jonathan Jones 

Code S Technology Director (Acting) IISTP Technology Team Lead 

NASA Headquarters 


Loren Lemmerman 
Code Y Lead 

NASA Jet Propulsion Laboratory 


Larry Kos 

IISTP Systems Team Lead 
NASA Marshall Space Flight Center 


Tim O’Donnell 
JPL POC 

NASA Jet Propulsion Laboratory 


Joe Nainiger 
GRC POC 

NASA Glenn Research Center 
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REVISIONS 


REV 

DATE 

AUTHOR 

FOM 

DESCRIPTION 

A 

3-23-01 

Farris 

18 

Changed to include payload exposure 

A 

3-23-01 

Farris 

43 

Changed to include spacecraft exposure and protection 

A 

3-23-01 

Farris 

44 

Combined with FOM 43 

A 

3-23-01 

Farris 

51 

Changed From: MTBF To: Relative Reliability Assessment 

A 

3-23-01 

Farris 

52 

Combined with FOM 51 

A 

3-23-01 

Farris 

86 

Changed From: Requires Exotic Materials To: Requires Exotic 

Materials and/or Processes 

A 

3-23-01 

Farris 

87 

Combined with FOM 86 

A 

3-23-01 

Farris 

88 

Combined with FOM 86 

A 

3-23-01 

Eberle 

4 

Changed to describe station keeping ftmctions which will be included 

A 

3-23-01 

Eberle 

6 

Included formation flying in description 

A 

3-23-01 

Eberle 

68 

Add clarifying test to last line of first paragraph 

A 

3-23-01 

Eberle 

3 

Grammar 

B 

4-12-01 

Farris 

Rev E 

Not released/All changes reflected in revisions to Rev A in Rev E below 

C 

4-12-01 

Farris 

Rev E 

Not released/All changes reflected in revisions to Rev A in Rev E below 

D 

4-12-01 

Farris 

Rev E 

Not released/All changes reflected in revisions to Rev A in Rev E below 
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REVISIONS (continued) 


E 

4-12-01 

Kos 

53 

Changed From: “Systems operating life...” 

To: “Systems operating life (versus the demonstrable operating life)...” 

(In two places) 

E 

4-12-01 

Kos 


(1) Created new FOM Category titled “Applicability” 

(2) Moved FOMs 63,64, 66,69,70 From: Cost category 

To: Applicability Category 

(3) Changed Scoring Responsibility From: Cost Team 

To: Systems Team 

E 

4-12-01 

Kos 

65 

Deleted FOM 65 titled “Special Handling Requirements” 

E 

4-12-01 

Kos 

69 

Changed name FROM: Reduce # of Missions Required to Support 

Initial Mission 

TO: Missions Required to Support Initial Mission 

E 

4-12-01 

Kos 

70 

Changed name FROM: Reduce # of Missions Required to Support 
Follow-On Missions 

TO: Missions Required to Support Follow-On Missions 

E 

4-12-01 

Farris 

31 

Change Title From: “Pre-Launch Environmental Hazards/Protection” 

To: “Ground Operations Environmental Hazards/Protection” 

Include FOM 32 and 33 

E 

4-12-01 

Farris 

32,33 

Deleted and Incorporated into FOM 31 

E 

4-12-01 

Farris 

51,53 

Change Scoring Responsibility From: Systems Team 

To: Technology Team 



19 

Created new FOM titled “Total Propulsion System Launch Mass and 
Volume” 


44,52, 

87,88 

Removed all FOMs titled “RESERVED” 

E 

4-12-01 

Vane 

81 

Changed Title From: “Development Time” 

To: “Total Development Time” Revised definition accordingly to 
include FOM 86. 

E 

4-16-01 

Vane 

86 

Deleted and Incorporated into FOM 81 

E 

4-18-01 

Kos 

13 

Deleted and Incorporated into FOM 63 

E 

4-18-01 

Kos 

63 

Changed Title From: “Applicability” 

To: “Applicability/Adaptability/Flexibility” Revised definition 
accordingly to include FOM 13. 

E 

4-18-01 

Naderi 

67 

Added words: “...including launch vehicle purchase...” to Operational 
Cost FOM 

E 

4-18-01 

Naderi 

68 

Added words: “...(less launch vehicle cost which is to be included in 
Operational Cost FOM #67)...” to Mission Recurring Cost FOM 

E 

4-18-01 

Kos 

85 

Deleted. During Neptune Orbiter evaluation there were no technologies 
found which had significant embedded new technologies. This FOM can 
in general be considered a part of FOM 84 

E 

4-20-01 

Johnson 

1,2,6, 

19 

Create new major FOM category titled “Performance” and moved FOM 

1, 2, 6, and 19 into the new category. 

E 

4-20-01 

Johnson 

84 

Added rationale for a score of “0” to that used for a score of “F’, to 
ensure that no ISP will receive a score of “0” based on this FOM. 
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1.0 PURPOSE 

The purpose of this document is to define the figures of merit (FOMs) to be used in the initial phase of 
the In-Space Propulsion (ISP) technology prioritization effort. It is not the intention or purpose of this 
document to identify and define a comprehensive set of FOMs for ISP technologies. Rather, the goal 
is to identify and define a relatively concise set of measures that adequately support the ISP technology 
prioritization process. These FOMs will be used to evaluate candidate ISP technologies. These FOMs 
were provided and agreed to by the Codes S, Y, and M Leads. These FOMs were selected based on 
knowledge of the candidate ISP technologies and mission categories for which the candidate 
technologies may be used. 

Sections 2.0 - 7.0 are used to define each of the FOMs. Guidelines and responsibilities for ISP 
technology scoring are contained within each of the FOM definitions. The FOMs are grouped 
according to six major categories: 

2.0 Performance 
3.0 Technical 
4.0 Reliability/Safety 
5.0 Cost 

6.0 Applicability 
7.0 Schedule 

Appendix A is used to document the weights for each of the FOMs that have been provided by Codes 
Y, S and M leads according to their respective mission categories. Weights are maintained in a 
separate Appendix to the main FOM Dictionary document with access limited only to those 
organizations not directly or indirectly involved in the ISP technology evaluations and scoring. 
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2.0 PERFORMANCE DEFINITIONS 


Figure of 
Merit # 


Scoring 

Responsibility 

Title 

1 

Performance 

Systems Team 

Payload Mass Fraction 


This measure is the ratio of payload mass at the destination to total vehicle mass in low earth orbit. 
Payload mass is the total mass required to achieve scientific objectives at the destination. Neither the 
inert propulsion system mass nor the propellant mass required to reach the destination is included in 
payload mass. If a power source is used at the destination and is also used for propulsion to reach the 
destination then that part of the propulsion system mass which is used for power generation at the 
destination may be included in payload mass. This figure of merit is coupled to the trip time; 
therefore scoring should be done in tandem (see Figure of Merit #2). 


Figure of 
Merit # 

FOM 

Category 

Scoring 

Responsibility 

Title 

2 

Performance 

Systems Team 

Trip Time 


This is the total transportation time required to achieve all scientific objectives of the mission. If the 
mission includes a crew return or a sample return, then trip time includes the time required for return to 
earth. In general, the trip time includes only the time required for transportation functions. For 
example, for a human trip to Mars or a Mars sample return, the trip time would include only the 
transportation time and would exclude time spent on the Martian surface. 

It is recognized that there is a trade between payload mass fraction and trip time. Available mass may 
be divided between payload mass or additional propellant to decrease trip time. Therefore, the payload 
mass fraction and trip time figures of merit are related. A propulsion technology which provides for 
the best values of both payload mass fraction and trip time should be rated as a "9" in both categories. 
A propulsion technology which provides only a marginal payload mass fraction and a poor trip time 
should be rated a "1" in both categories. A propulsion technology which provides a good value of 
payload mass fraction or trip time without significant sacrifice to the either should be rated a "3" in 
both categories. 
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Figure of 
Merit # 

FOM 

Category 

Scoring 

Responsibility 

Title 

6 

Performance 

Systems Team 

Station Keeping Precision 

This is a measure of the ability oi 
formation flying functions. In g( 
propulsion technology. The propi 
shall receive a score of "9". 0 

depending on whether their minimi 
that of the best propulsion technolc 

Station keeping and formation flyh 
only if they require a significant A 
will not be considered in this ph 
Future phases of the evaluation wh 

' the propulsion techno 
meral, it is a function 
ilsion technology with 
ither propulsion technc 
um impulse bit is some^ 

>gy- 

ng will be considered it 
V (e.g, pole sitting mis 
.ase if they are used j 
ll consider this issue. 

ogy to perform precision station keeping or 
of the minimum impulse capability of the 
the smallest minimum impulse bit capability 
)logies shall receive scores of "3" or "1", 
vhat greater than or significantly greater than 

i this phase of the ISP technology evaluation 
sions). Station keeping and formation flying 
or minor adjustments in Keplerian motion. 


Figure of 
Merit # 


Scoring 

Responsibility 

Title 

19 

Performance 

Systems Team 

Total Propulsion System Launch Mass and 
Volume 


This is a relative measure of the total propulsion system launch mass and volume. Those ISP 
technologies with less total propulsion system launch mass will enable smaller launch vehicles to be 
used for a given mission. Similarly, ISP technologies that can be packaged in a small volume can be 
launched aboard a wider variety of vehicles. 

ISP technologies with relatively small propulsion system launch mass and volume requirements shall 
receive a score of “9”. ISP technologies with relatively large propulsion system launch mass and/or 
volume requirements shall receive a score of “1”. All remaining ISP technologies shall receive a score 
of “3”. 
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3.0 TECHNICAL DEFINITIONS 


Figure of 
Merit # 

FOM 

Category 

Scoring 

Responsibility 

Title 

3 

Technical 

Systems Team 

Operational Complexity 


Operational complexity relates to the number, sensitivity, and complexity of the propulsion-related 
operations that must be performed during the mission. An ISP technology which requires a large 
number of complex operations should be rated a "1". An ISP technology which may require a 
significant number of operations should be rated a "3", if the operations are relatively simple. An ISP 
technology which requires only a few simple operations should be rated a "9". 


Figure of 
Merit # 



Title 

4 

Technical 

Systems Team 

Time on Station 


Several missions require station keeping or formation flying. Station keeping is defined as keeping the 
vehicle in a required orientation or in a required position relative to the planetary body of interest at the 
destination. Formation flying is keeping the vehicles of a constellation in correct position and/or 
orientation with respect to each other. This criterion measures the ability of the vehicle to maintain 
time on station (as limited by available propellant) relative to the time required for the vehicle to 
perform its required scientific function. The propulsion technology which provides the capability to 
remain in position at the destination for the greatest amount of time shall receive a score of "9". Other 
propulsion technologies shall receive scores of "3" or "1", depending on how they perform relative to 
the best propulsion technology. 

Station keeping and formation flying will be considered in this phase of the ISP technology evaluation 
only if they require a significant AV (e.g., pole sitting missions). Station keeping and formation flying 
will not be considered in this phase if they are used for minor adjustments in Keplerian motion. 
Future phases of the evaluation will consider this issue. 


Figure of 
Merit # 


Scoring 

Responsibility 

Title 

5 

Technical 

Systems Team 

Propellant Storage Time 

This criterion is a measure of the degree to which propel 
technologies in which propellant storage is not an issue (( 
that use easily storable propellants, or technologies that 
receive a score of "9". ISP technologies which use prope 
but lend themselves to simple, reliable storage solutions 
score of "3". ISP technologies which use propellants whic 
and storage solutions become an issue even for moderatel} 

lant storage is an issue for the mission. ISP 
;.g. propellantless technologies, technologies 
have a sufficiently short flight time) shall 
:llants which are inherently difficult to store 
: for long duration missions shall receive a 
;h are difficult to store (e.g., liquid hydrogen) 
r long missions shall receive a score of "1". 
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Figure of 
Merit # 

FOM 

Category 

Scoring 

Responsibility 

Title 

14 

Technical 

Systems Team 

Crew Productivity 


This is a relative measure of crew productivity losses associated with the presence of the candidate ISP 
technology. Scores should reflect a composite of the estimated times required for the crew to maintain 
and/or operate the candidate ISP technology. ISP technologies which require no extraordinary 
involvement or interaction by the crew shall receive the highest score of “9”. ISP technologies in 
which crew maintenance and operation intervals are relatively short, simple, and predictable (i.e., can 
be scheduled) and require little crew involvement/interaction shall receive a score of “3”. Those ISP 
technologies that could potentially require extensive crew interaction/involvement for long periods of 
time and/or at unexpected times during the mission shall receive a score of “1”. 


Figure of 
Merit # 


FOM 

Category 


Scoring 

Responsibility 


Title 


15 


Technical 


Systems Team 


Sensitivity to Malfunctions 


This is a relative measure of how the candidate ISP technology malfunctions or fails, the relative 
consequences of the malfunction or failure and the extent of the techniques required to minimize the 
consequences of a malfunction or failure. ISP technologies whose most likely failure modes would not 
result in a loss of life, a significant loss of property or a significant loss of mission objectives shall 
receive a score of “9”. ISP technologies whose most likely failure modes, unmitigated, would result in 
a grave loss of property, life or mission and/or require extensive and complex methods for mitigation 
shall receive a score of “1”. Those ISP technologies whose most likely failure modes while potentially 
significant can be mitigated with simple well-known methods shall receive a score of “3”. _ 


Figure of 
Merit # 

FOM 

Category 

Scoring 

Responsibility 

Title 

16 

Technical 

Systems Team 

Sensitivity to Performance Deficiencies 


This is a measure of the relative consequences of a performance deficiency or “shortfall”. A 
performance deficiency is different that a malfunction or failure. A performance deficiency occurs 
when the operational or in-mission performance is less than the predicted and/or previously tested 
performance. Some technologies can inherently recover from an unforeseen deficiency without 
consequences to the mission; these ISP technologies shall receive a score of “9”. Other technologies 
have inherent performance margins and can recover in time without severe consequences to the 
mission; these ISP technologies shall receive a score of “3”. Other technologies have little or no 
margin for performance deficiencies; “shortfalls” would pose a significant risk to the mission. For 
these technologies, increasing performance margin would result in definite increases in cost and/or 
weight. These ISP technologies shall receive a score of “1”. 
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Figure of 
Merit # 

FOM 

Category 

Scoring 

Responsibility 

Title 

17 

Technical 

Systems Team 

Enable In-Space Abort Scenarios 


This is a relative measure of how well the candidate ISP technology supports in-space aborts and a safe 
return to earth for human missions. In addition, this measure should be used to evaluate the ability of 
the candidate technology to support new and innovative abort scenarios. An ISP technology that 
permits rapid return to earth in the event of an emergency (related or unrelated to the propulsion 
system) and can easily accommodate new and innovative abort scenarios shall be rated a “9”. An ISP 
technology that supports rapid return to earth but cannot easily accommodate new and innovative abort 
scenarios shall be rated a “3”. An ISP technology which can support in-space aborts but with great 
difficulty shall be rated a “1”._ 

Figure of FOM Scoring Title 

Merit # _ Category _ Responsibility _ 

, o ^ 7 • ; r- rj. Crew &/or Payload Exposure to In-Space 

16 Technical Systems Team A • ^ 

_____|_ Environments _ 

This is a measure used to assess the degree to which the candidate ISP technology can be used to 

minimize crew and/or payload exposure to adverse natural environments. Examples include long-term 

exposure to zero-g or natural radiation because of long trip times or long residence times in the earth’s 

radiation belts, respectively. An ISP technology that can effectively minimize crew and/or payload 

exposure to in-space environments with minimal changes to the mission profile shall be rated a “9”. 

An ISP technology that can effectively minimize crew and/or payload exposure to in-space 

environments but requires significant changes in the mission profile shall be rated a “3”. An ISP 

technology that provides only modest reductions in crew and/or payload exposure to in-space 

environments and requires significant changes in the mission profile shall be rated a “1”. An ISP 

technology that inherently (by the very nature of its operations) increases crew and/or payload 

exposure to in-space environments shall be rated a “0”. 
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4.0 RELIABILITY/SAFETY DEFINITIONS 

Figure of FOM Scoring Title 

Merit # _ Category _ Responsibility _ 

31 Reliability/ Systems Team Ground Operations Environmental 

_ Safety __ Hazards and Protection _ 

This is a relative measure of the hazards the candidate ISP technology poses to the environment, 
ground crew and ground support equipment during ground operations. ISP technologies which pose 
no significant risk or impact to the environment, ground crew and ground support equipment by the 
nature of their operation, handling or materials on the ground while maintaining, enhancing or 
providing for new ground test abort options shall be scored a “9”. Those ISP technologies which (1) 
could potentially create grave and/or irreversible damage to the environment; (2) create grave and/or 
lethal harm to the ground crew; (2) could potentially result in extreme loss or damage to the ground 
support equipment; (3) severely restrict ground test abort options; and/or (4) require extensive and 
complex methods for mitigation; shall receive a score of “1”. Those ISP technologies whose threat to 
the environment can be mitigated with simple well-known methods shall receive a score of “3”. 


Figure of 
Merit # 


Scoring 

Responsibility 

Title 

41 

Reliability/ 

Safety 

Systems Team 

In-Space Environmental Hazards and 
Protection 


This is a relative measure of the hazards the candidate ISP technology poses to the in-space 
environment during the mission. ISP technologies which pose no significant risk or impact to the in¬ 
space environment by the nature of their operation, handling or materials during the mission shall be 
scored a “9”. Those ISP technologies which could potentially create grave and/or irreversible damage 
to the in-space environment and require extensive and complex methods for mitigation shall receive a 
score of “1”. Those ISP technologies whose threat to the in-space environment can be mitigated with 
simple well-known methods shall receive a score of “3”. 


Figure of FOM Scoring Title 

Merit # _ Category _ Responsibility _ 

42 Reliability/ Systems Team Crew Exposure and Safety 

_ Safety _ 

This is a relative measure of the hazards the candidate ISP technology poses to the crew during the 
mission. ISP technologies which pose no significant risk or injury to the crew by the nature of their 
operation, handling or materials while maintaining, enhancing or providing for new abort options shall 
be scored a “9”. Those ISP technologies which could potentially create grave and/or lethal harm to the 
crew, severely restricting abort options and require extensive and complex methods for mitigation shall 
receive a score of “1”. Those ISP technologies whose threat to the crew can be mitigated with simple 
well-known methods shall receive a score of “3”. 
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Figure of 
Merit # 

FOM 

Category 

Scoring 

Responsibility 

Title 

43 

Reliability/ 

Safety 

Systems Team 

Payload and/or Spacecraft Exposure and 
Protection 


This is a relative measure of the hazards (including optics/detector exposure to contamination) the 
candidate ISP technology poses to the payload and/or spacecraft during the mission. ISP technologies 
which pose no significant risk or impact to the payload and/or spacecraft performance by the nature of 
their operation, handling or materials during the mission shall be scored a “9”. Those ISP technologies 
which could potentially result in extreme loss or damage to the payload and/or spacecraft and require 
extensive and complex methods for mitigation shall receive a score of “1”. Those ISP technologies 
whose threat to the payload and/or spacecraft can be mitigated with simple well-known methods shall 
receive a score of “3”. 


Figure of FOM Scoring Title 

Merit # _ Category _ Responsibility _ 

51 Reliability/ Technology Team Relative Reliability Assessment 

_ Safety _ 

This is a measure of the relative reliability expected from the candidate ISP technology during its 
required operating life. 

The relative reliability assessment can be made based on the number, type, complexity, typical failure 
modes, failure rates and time to recover for the critical ISP elements/components. Typically, those 
technologies with the fewest, simplest, most reliable components with the greatest amount of 
redundancy should be scored a “9”. ISP technologies with the largest number of complex, fragile, and 
intricate components with the greatest number of single point failures should be scored a “1”. All 
other ISP technologies should be scored a “3”. _ 

Figure of FOM Scoring Title 

Merit # _ Category _ Responsibility _ 

53 Reliability/ Technology Team Operating Life 

_ Safety _ 

System operating life (versus the demonstrable operating life) can be determined by estimating 
operating life of the individual parts, components, subsystems and systems and of the candidate ISP 
technology as a whole. Should operating life (versus the demonstrable operating life) be a mission 
requirement, operating life must be quantified to the extent necessary to estimate operating life margin 
for each candidate ISP technology. 

If operating life is not a hard mission requirement, then relative estimates of operating life can be made 
based on the number, type, complexity and typical operating life of the critical components used in 
each of the candidate ISP technologies. Typically, those technologies with the fewest, simplest 
components with the longest estimated operating life should be scored a “9”. ISP technologies with 
the largest number of complex, fragile, and intricate components with the shortest estimated operating 
life should be scored a “1”. All other ISP technologies should be scored a “3”._ 
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5.0 COST DEFINITIONS 


Figure of 
Merit # 

FOM 

Category 

Scoring 

Responsibility 

Title 

61 

Cost 

Cost Team 

Technology Advancement Cost 


This measure includes costs for advancing the technology from its current state of development to TRL 6 or 7, including 
special test facilities if facility modifications or new facilities are required. The decision of appropriate level (6 vs 7) 
will be made for each technology according to the "technology acceptance criteria" determinations. If a technology 
flight demonstration is deemed necessary (TRL 7) this is included in technology advancement. 

ISP technologies which can reach the desired technology level based on "business as usual" funding 
in Code R receive a score of “9”. Those which require a moderate amount of special augmentation 
funding receive a score of “3”. Those which appear to require establishment of a dedicated program 
and Congressional line item receive a score of “1”. 


Figure of 
Merit # 


Scoring 

Responsibility 

Title 

62 

Cost 

Cost Team 

Mission Non-Recurring Cost 


Development costs begin with program definition studies aimed at creating a formal procurement 
specification for the in-space propulsion system and end with completion of a successful 
qualification test program that demonstrates satisfaction of the specification. Any new test 
and/or production facilities are included in this cost. For purposes of consistency, we will 
assume that the development program produces no flight units. If a developmental mission, such 
as a New Millennium mission, is deemed necessary, that will be priced as a mission (not 
development) and will be assumed to use the first production unit. 

ISP technologies for which the non-recurring cost is deemed to be within the funding capability 
of the first customer mission receive a score of “9”. ISP technologies which require a special 
development program (i.e. are beyond the capability of first user to fund) receive a score of “3”. 
ISP technologies which appear to require so much development funding as to impact the overall 
NASA budget receive a score of “1”. 
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Figure of 
Merit # 

FOM 

Category 

Scoring 

Responsibility 

Title 

67 

Cost 

Cost Team 

Operational Cost 


This measure includes all of the costs associated with operating the propulsion system, beginning 
with ground processing at the launch site, and including launch vehicle purchase as well as 
mission/flight operations. For practical purposes, these are lumped in with mission operations costs, 
but costs of extra personnel and facilities associated with operation of the propulsion system should 
be considered in estimating mission operations costs. For example, if the candidate ISP technology 
involves nuclear subsystems, there may be costs associated with extra range safety efforts, and 
nuclear specialists may be required on mission operations staff 

If the ISP technology results in less than 10% of the overall mission operations cost the candidate 
technology receives a score of “9”. If the overall mission operations cost exceeds 10% but does not 
require special staffing or analytical methods/procedures to support launch or mission operations the 
candidate technology receives a score of “3”. If the ISP technology requires special staffing or 
analytical methods/procedures, or if it creates a significant operations cost burden compared to the 
pivot, it receives a score of “1”. 


Figure of 


Scoring 

Title 

Merit # 


Responsibility 


68 

Cost 

Cost Team 

Mission Recurring Cost 


This is a measure of the total cost (less launch vehicle cost which is to be included in Operational 
Cost FOM #67), priced by manufactured unit, for production of flight-ready in-space propulsion 
systems, and integration with the spacecraft payload. This cost includes delivery to the vehicle 
manufacturer or to the launch site, as appropriate. If an acceptance test is required of the ISP, its cost 
is included in this. 

If this cost is less than the launch vehicle cost, and reduces total hanpsortation cost relative to the 
pivot, it receives a score of “9”. If the cost is more than the launch vehicle cost but enables a total 
tranpsortation cost (including launch vehicle) not more than the pivot, it receives a score of of “3”. If 
the total transportation cost is more than the pivot, it receives a score of “1”. 
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6.0 APPLICABILITY DEFINITIONS 

Figure of FOM Scoring Title 

Merit # _ Category _ Responsibility _ 

_^3_ Applicability _ Systems Team _ Applicability/Adaptability/Flexibility 

This is a relative measure of the applicability/adaptability/flexibility of the candidate ISP technology 
for other mission categories with different performance requirements. It is assumed that as propulsion 
technologies are developed, certain components (e.g., nuclear power generators and electric thrusters) 
will be developed for a discrete set of values for significant propulsion characteristics such as design 
maximum power and design maximum thrust. For these types of components, it is unlikely that 
systems will be developed specifically for the needs of each individual mission. Rather, a set of 
systems will be available for “off-the shelf’ application to specific missions. Requirements for each 
individual mission may be met by a combination of operating the system at less than its design 
maximum power or thrust and by combining individual systems to achieve power/thrust levels greater 
than the design power/thrust levels of one unit. For other components (e.g., tanks) total impulse or AV 
appropriate for a specific mission can be achieved by appropriate tank sizes for that mission. 

An ISP technology which can be adapted with relative ease to satisfy a wide range of specific 
performance level needs (power, thrust, total impulse, AV, duration, duty cycle, etc.) associated with 7 
or 8 mission categories receives a score of “9”. A technology can be adapted to satisfy performance 
levels of 4 - 6 mission categories receives a score of “3”. A technology which can be adapted to 
satisfy performance levels of 2 or 3 mission categories receives a score of “1”. A technology which 
cannot be adapted and is useful for only a single mission category receives a score of “0”._ 

Figure of FOM Scoring Title 

Merit # _ Category _ Responsibility _ 

_54_ Applicability _ Systems Team _ Scalability (robotic - human) _ 

Scalability is defined as accommodating the same under ying technology, design approach and 
operational methods over a wide range of size, specifically from robotic missions (typical 
payload 500 kg) to human (typical payload 10,000+ kg). 

A technology which can be scaled using the same materials, design and test approach, and 
operational methods receives a score of “9”. If scaling requires changes in any one of these, the 
technology is scored “3”. If 2 or all are changed, it receives a score of “1”. If it cannot be 
reasonably scaled to human missions, it receives a score of “0”. If a mission application chooses to 
change any of these, that is not counted against the technology. (For example, a human mission may 
choose to cluster engines.) _ 
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FOM Scoring 

Category _ Responsibility 

Applicability Systems Team 

Evolutionary development indicates the technology supports creation of permanent or long- 
lasting in-space transportation infrastructure which can be used to support continuing missions. 

If the technology supports creation of an infrastructure which supports missions over a decade or 
more without replacement, it receives a score of “9”. If it requires partial replacement, or supports 
missions over a period of 5 years to a decade, it receives a score of “3”. If the infrastructure is 
relatively temporary but supports more than one mission, the technology receives a score of “1”. If 
no infrastructure or repeat mission capability exists, it receives a score of “0”. _ 

FOM Scoring 

Category _ Responsibility 

Applicability „ rj. 

Systems Team 

This figure of merit applies to ISPs or missions where support launches or missions may be required 
prior to the initial “objective” mission (i.e. the mission that accomplishes program or mission 
objectives). Examples are emplacement of a momentum-exchange tether facility (ISP) or pre¬ 
placement of cargo on Mars prior to the first human landing (mission). The objective is to minimize 
these. An ISP technology that requires no prior missions receives a score of “9” (for example, it 
might have enough performance to deliver Mars cargo along with crew). An ISP technology for which 
the cost of the prior mission(s) plus the first objective mission is less than for the pivot ISP technology 
receives a score of “3” unless it qualifies for the “9”. An ISP technology for which the cost of the prior 
mission(s) plus the first objective mission is more than the pivot ISP receives a score of “1”. _ 

FOM Scoring 

Categoty _ Responsibility 

Applicability _ Systems Team 

This figure of merit applies to ISPs or missions where support launches or missions may be required 
prior to continuing “objective” missions. Examples are replenishment of an orbital facility or pre¬ 
placement of additional cargo on Mars prior to continuing human landings. The objective is to 
minimize these. An ISP technology that requires no prior missions receives a score of “9” (for 
example, it might have enough performance to deliver Mars cargo along with crew). An ISP 
technology for which the cost of the prior mission(s) plus the supported objective mission is less than 
for the pivot ISP technology receives a score of “3” unless it qualifies for the “9”. An ISP technology 
for which the cost of the prior mission(s) plus the supported objective mission is more than the pivot 
ISP technology receives a score of “1”._ 



Missions Required To Support Follow-On Missions 


Figure of 
Merit # 

70 


Title 

Missions Required To Support Initial 
Mission 


Figure of 
Merit # 

69 


Title 

Supports Evolutionary Development of 
a Long-Term Capability 


Figure of 
Merit # 

66 
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7.0 SCHEDULE DEEINITIONS 

FOM Scoring 

Category _ Responsibility 

Schedule _ Technology^ Team 

This figure of merit applies to the total estimated technology advancement and full-scale development 
time required for the candidate ISP technology to be developed and ready to support a specific 
mission. The total time should be obtainable from the technology roadmap. This FOM includes 
technology advancement to TRL 6, any flight demonstrations or development tests required, need for 
exotic materials, assembly, and/or testing, materials availability, materials characterization, special 
testing facility requirements, life testing of hardware, and full-scale development time from ATP to 
completion of qualification. For purposes of evaluation, assume no funding gaps in the activity. 
(Exotic materials are those not available by routine commercial order from normal industrial suppliers, 
such as special-order alloys.) 

Any ISP technology at TRL 6 with a “nominal” time estimated for full-scale development shall receive 
a score of “9”. “Nominal” means no additional time is expected for construction of facilities, flight 
demonstrations, lengthy life tests, exotic materials, or exotic assembly. Full-scale development of a 
chemical rocket engine would be a typical “nominal” schedule. 

Any ISP technology shall receive a score of “3” when the estimated total development time adds 4 or 
fewer years to a “nominal” schedule. These ISP technologies may require exotic materials, however, 
the characteristics data is assumed to be readily available from the supplier or the technical literature. 
These ISP technologies may require exotic materials, however, the lead times are estimated to be less 
than a year. These ISP technologies may require exotic assembly processes, however, any assembly 
required should be able to be accomplished in an existing facility. 

Any ISP technology shall receive a score of “1” when the estimated total development time adds 5 or 
more years to a “nominal” schedule. These ISP technologies require materials for which data are not 
readily available or the data are uncertain, and whose lead times are greater than a year. These ISP 
technologies require exotic assembly techniques or tests using new special facilities or life testing of 
more than 2 years._ 

FOM Scoring 

Category _ Responsibility 

Schedule _ Technology Team 

This figure of merit concerns special facility requirements for testing, production, or launch/recovery 
and support operations. In-space infrastructure and assembly are covered by separate figures of merit. 

An ISP technology with no special facility requirements, or can use existing, readily available facilities 
(that is there are no associated schedule issues), and the cost is nominal, receives a score of “9”. An 
ISP technology with modest special facility construction requirements, or when scheduling an existing 
special facilities schedule delays can be held to 1 year or less, receives a score of “3”. An ISP 
technology requiring constmction of major new special facilities, or use of existing special facilities 
which pose severe scheduling problems, receives a score of “1”. _ 


Title 

Special Facility’ Requirements 


Figure of 
Merit # 

82 


Title 

Total Development Time 


Figure of 
Merit # 

81 
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Figure of FOM Scoring Title 

Merit # _ Category _ Responsibility _ 

_53_ Schedule _ Technology Team _ Architectural Fragility _ 

This figure of merit refers to potential problems commonly associated with project eventualities that 
result in a major change in the architecture. For example, the Apollo mission architecture was fragile 
because if the spacecraft mass had grown slightly more than it did (or engine performance had fallen 
short), the mission would not have been possible on a single launch and no backup plan existed. To 
make this evaluation, mission architecture must be associated with the ISP technology. 

An ISP technology/architecture which can readily adapt to project eventualities such as weight growth, 
power requirements growth, or moderate subsystem performance shortfalls (e.g. by altering mission 
design or adding launches) receives a score of “9”. An ISP technology/architecture that can adapt by 
selecting an available larger launch vehicle receives a score of “3”. An ISP technology/architecture 
that must be redesigned to adapt receives a score of “1”. An ISP technology/ architecture that cannot 
adapt receives a score of “0”. _ 

Figure of FOM Scoring Title 

Merit # _ Category _ Responsibility _ 

84 Schedule Technology Team Maturity (TRL Level) 

This figure of merit applies to current technology status. 

An ISP technology that is at TRL 6, or will reach TRL 6 under current program plans and funding 
within 2 years receives a score of “9”. An ISP technology that is at TRL 4 or 5 and can be expected to 
reach TRL 6 under current program plans, part of which are not currently funded, within 4 years, 
receives a score of “3”. An ISP technology less advanced than this for which the schedule for 
advancement to TRL 6 cannot be forecast due to major technical uncertainties receives a score of “1”. 
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Figure C-1. Neptune Orbiter Weights and Scores (1 of 3) 
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Figure C-1. Neptune Orbiter Weights and Scores (2 of 3) 
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Figure C-1. Neptune Orbiter Weights and Scores (3 of 3) 
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Figure C-2. Neptune Orbiter—Normalized Scores by Major Evaluation Area (2 of 2) 
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Figure C-4. Titan Explorer - Weights and Scores (1 of 2) 
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Figure C-4. Titan Explorer - Weights and Scores (2 of 2) 
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Figure C-7. Europa Lander Weights and Scores (1 of 2) 
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Figure C-7. Europa Lander Weights and Scores (2 of 2) 
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Figure C-8. Europa Lander—Normalized Score by Major Evaluation Area 
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Figure C-9. Europa Lander Cost-Performance 
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Figure C-10. Mars Sample Return Weights and Scores (1 of 2) 
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Figure C-10. Mars Sample Return Weights and Scores (2 of 2) 
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Figure C-11. Mars Sample Return-Normalized Score by Major Evaluation Area 


C-19 



























Effectiveness Parameter (Linear Combination of 
Performance, Technical, Reliability, Applicability 


IISTP Phase I Final Report 
September 14, 2001 



Figure C-12. Mars Sample Return Cost-Performance Scatter Chart 
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Figure C-13. Interstellar Probe Weights and Scores 
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Figure C-14. Interstellar Probe—Normalized Score by Major Evaluation Area 
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12 NEP Hall/Chem/AC/Chem 

13 NEP Ion 

16 Solar Sails/AC/Chem 

17 Mag-sail {M2P2)/AC/Chem 

18 Mag-sail (M2P2) AP 
20 NTP/NEP Hybrid 
AP = All Propulsion 
AC = Aero Capture 
SOA = State-of-the-art 
MX = Momentum Exchange 
NEP = Nuclear Electric Propulsion 
NTP = Nuclear Thermal Propulsion 
SEP = Solar Electric Propulsion 
MX = Momentum Exchange 


90 


C-23 





IISTP Phase I Final Report 
September 14, 2001 




FIGURES OF 

MERIT 

WEIGHT 

Solar Sails 

Solar Elec¬ 
tric 

SEP/ Chem 
SEP 

Nuclear Elec 


Technoloav Number 



11 

1U 

Id 

PERFORM. 

1 

Payload Mass Fraction 

9 

9 

3 

3 

1 

2 

Trip Time 


3 

9 

3 

3 

4 

Time on Station 

0 

lllllllllllllllll^^ 

lllllllllllllllll^^ 

lllllllllllllllll^^ 

lllllllllllllllll^^ 

19 

Prop. System Launch Mass & Volume 

10 

3 

9 

3 

1 


Normalized Total 

100 

54.02 

79.31 

33.33 

18.77 

TECHNICAL 

3 

Operational Complexity 

6 

y 

y 

3 

3 

5 

Propellant Storaae Time 

9 



■■■■■■ 


6 

Station Keepinq Precision 

0 

9 

9 

9 

9 

14 

Grew Productiyity 

0 

■■■■■ 




15 

Sensitiyity to Malfunctions 

10 

9 

3 

3 

3 

16 

Sensitiyity to Perf. Deficiencies 

10 

9 

9 

9 

9 

17 

Enable In-Space Abort Scenarios 

0 





18 

Crew/Payload Exposure to In-Space Env's 

0 



■■■■■■ 

llllllllllllll^^ 


Normalized Total 

100 

76.32 



42.98 

RELIABILITY/ 

SAFETY 


Pre-Launch Env Hazards & Prot 

10 

9 

9 


3 


In-Spaci. Env Hazards & Prot. 

10 

9 




IHyKj 

Crew Exposure & Safety 

0 






Payload Exposure S Protection 

e 






Reiatrve Reliabriity Assessment 

10 

9 





Operating life 

10 

9 




_ 

Normalized Total 

100 

imm 

100.00 

72.22 

72.22 



Technology Advancement Cost 

9 




H 


Mission Non-Recurring Cost 

9 




H 


Operational Cost 

10 

I 



_M 


Mission Recurring Cfest 

10 





— 

Normalized Total 

100 


0.1^ 



SCHEDULE 


Total Devefopment Time 

10 

5 

5 

5 

s 


Special Facility Requlrem^its 

9 

9 

9 

9 

3 

Mag 

Architectural Fragility 

9 

§ 

i 

# 




8 

3 


3 



M rd It ta 

K.Hl 


H 

«€.6r 



Figure C-16. Solar Polar Imager Weights and Scores 
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Figure C-17. Solar Polar Imager-Normalized Score by Major Evaluation Area 
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Figure C-18. Solar Polar Imager Cost-Performance Scatter Chart 
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Figure C-19. Magnetospheric Constellation Weights and Scores 
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Figure C-22. Pole Sitter Weights and Scores 
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Figure C-23. Pole Sitter Normalized Scores by Major Evaluation Area 
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Figure C-24. Pole Sitter Cost-Performance Scatter Chart 
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Figure C-25. Mars Piloted Weights and Scores 
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Figure C-26. Mars Piloted-- Normalized Scores by Major Evaluation Area 
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Figure C-27. Mars-Piloted Cost-Performance Scatter Chart 
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Figure C-28. Nuclear Electric 1 
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Figure C-29. Nuclear Thermal Propulsion Across All Missions 
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Figure C-30. Solar Electric Propulsion Across All Missions 
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Figure C-32. Tether Augmentation Across All Missions 
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Figure C-33. Solar Sails Across All Missions 
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Figure C-34. Plasma Sails A( 
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Mission analyses were performed by the Systems Team as needed to characterize the 
IISTP propulsion technologies’ capabilities, as applied to each of the missions. This 
appendix consists of briefing charts prepared to report analyses of the Neptune Orbiter 
and Titan Explorer missions. Neptune Orbiter analyses were performed by Systems 
Team members at the various NASA centers. The Titan Explorer analyses were 
performed by JPL’s Team X. Neptune Orbiter analyses considered all of the candidate 
technologies, and Titan Explorer analyses considered most of them. These results are 
representative of the IISTP mission analyses and provide insight into the performance 
capabilities of candidate propulsion technologies. 


D-3 




IISTP Phase I Final Report 
September 14, 2001 



0811 * Ailiiljys Tuiiin 

MtptUtte Orbiter Pac'ka«e 


Friday, May 4'J‘, 2001 
Laiw Kos 


Current Tenia:; MlSFC^ 6M.C, JPL, JSC, LnRC, 
Gray Resenixii, SMS Teeiiuolsgles, Tethers Unlimited 



(ivspac^ 




Systems Team (ST> Members 



■1, 

.J«i* 

if4P$C ^dlauf Thermal 



tl, 


OPtC Posjwr ^(stams 



3, 

0rst DriK* 

gecsyrtams, Humws am 



4, 

ten OydamESi 

tlfiC Sy»temS: teeiNKP, Tfs)««twjes(Sii!l)iig. PissIsr 



&, 


©ray 



6;, 

P>1ii4)*« 

4Pt ^its 



7. 


Syet^sw POC 



S, 


g^dtead, Systarns, fCP 




R<^ t+ay^ 

111 Tathar*. ^aing 



10, 

Jonathan 4or»s 

Msec Pl^SBDS Sell* Teeswdtw T«®m L«®4 



11 

Ijiurry K<«? 

feWCItaKd. Chair!l aetJTrji^etfejrlie 




N»lls¥*M«iGsJsr« 

^(%C Klip Sv«w*e, TraJ*«»«1*«fS Wr!a 



13. 


SRis SD T*th«*, STP 



14, 

!4H!nele JtImrK 

Aar^saist 



1S, 

SSahmuud Nai^R 

*!i^C Cast 



ie. 


JPUtaad, gy^ams, jtTe«B!s-X W>C, 



1?, 


Tre|«att»iastSKitig 



1g, 


efte Ca«t 



IS. 

Kfeh SBrs?is«t 

*n^S »lXT«th«rs 



20. 

N^f4 

Sfig gystams, ee Tstliara, STP 



21. 

Sorsen Wassaeasjk 

Ofay eesasrehfitAC 



22, 

Scsat Saifd 

,|@CilgPP %*t«tss 



23 


^PC POC fw Cade S 



24. 

N^iil E3esnfi«h^ 

CSPC POC 



23, 


SIFSC SySSOTi* 



26. 

S#rai 

MPgC $iSt*tris 




V:r-rr 

;; :;:j6iM;*!|;; gras-^M: yfettbSiiB 
p®;:S® F ■ 











At^TS2s:;T 


D-4 














IISTP Phase I Final Report 
September 14, 2001 



lp-sp3ce ISTP Activity 




Iri-ipac# ISTP Science & fcxptoration yi^ionssi: 
Prepufeton Options Qjrrently Onder' Study 


.. . .. Qnemical / Adv, Chemical 

If 4: EtectPc Propulston (Ion), NucteaiiGomp,. Sotei'^tem |JPL 
Sj: 6. Electric Propulston (Hall) N,;S/Ch: ifJPl 

?j 8. Electric Propulsion (PiT| N, S/Ch (JPL 

9, id. Electric Pfopuisfen PPD), H, S«h : |JPL 

22.. RedlO“isotope Eifecfric Propiibion (GRC 

11. VaSiaR (ysf 

12. Solar Thermal Pfopuisisft (UlSf 

i 'll f's^i ii^lisksr 


1.1 Nueiatr ^ 'mmmPm^mmn 

14, BImodal Nyctear ■ < ' ■ . 

21: Hyprid NTP.#IEP 

15, i\l2P2 fitlaQ-salli 

16, Solar Sails 

17:. r?l XI ©the n^AugmeriMion 
18.: ED Tedier/Aygaiantslion 

15, Fusion 
20. Aeroassist 

AMwMhmwMfmiit # <^>n 


|JPl/ORCtMSFG|: 

ilJPl/GRQIMSFC) 

|JpyGRG/iilSFC|: 

IJPyGRCAMSFCi 

(GRC) 

(ill SFO'JSC) 
fUlSFC) 

CGRCJ 

(GRC) 

(ysFq 

(JPl} 

;\13FQTlll 

(MSFC/SRS) 

(GRCr5]SFC) 

(taRu,; 

Wte Wise .'.a 


D-5 











































IISTP Phase I Final Report 
September 14, 2001 



undrute & Assymptions 

* ymss llargins; 

- f j -.!?*">«> T^rft Spa^fsriii 

- Cusxc'*^«=>r-'Suppllad S/C: 

“■ F', 

- SEP r„»Ls: 

“■ Launch '/aiilcfe 

30% 

0%> t«s8:.ss givers by custGaier) 
iCFSO^ ba’s.ed cjn TRg 

30% for bath S IrW 410 kVc Lao 

10% 

* Ori»boarcl Propiilswrt; 

■x stage alat^f P®n;«nt@gp5. 

siill,* 

V ^ M ! »T \ X !* V* J 

» iW Margirs: 

'> DlspsfalGns?F§rt0rroang#ls|j Ri»gi?>: 

^ Gravity Lopsat; 

2% 

ahmjW teeWa 

« Tartk FraGtiotB; 

- Primary LOrfLHirprop systerrss: 

~ primary ^oraljteprep aystafna: 

- St.jpsj'crihcal propellsnl sysfems. 

■“ Liquid Irs^'t sya:|«'!$:; 

BMm mmms.s,4% ldx; is% iii||:: 
iS% 

■S%j for XeRon. T.SIfi fcf Krypfen 

;2,P%f«r Xessicxs 0 S% for Ks'ypton !«.i-iw?rii' 

■.. 















IISTP Phase I Final Report 
September 14, 2001 



Tour/Missbn Cttratten at 


' 3 'OR stsiKon 


Neptune SpaeecrafM •• ■ ' s. ■■ .<-J ; Oiiii> *. nl 
~ Ai •zfQsJ%m ihP) case, SOO S/C 
- Aeracapiure |AC s case SOO Isg StC * ?S 


» Sli ks totsl 


Aireaasbt: 

- Meptyrte; 

< P«;aS7Sl.sp8v!c 

»< High Th?iJ?t. ACSt 


brak^id rriasa (which sRslaste ths 
g a«-esh88il»gs^8? 


10 ^ears ayt to.dftilipali©^ 


SEP tow thrust few asssps: 10,1 i Ipar® syt to d®Pinafcn 


~ NEP Lovy Thrust:; 

- H12P2AC; 

- N12P2AP: 

- High Thryst MTP AF; 

- High ThnssI: Ch«m AP: 

Parbtog OrbllsCPOl 

- Inifei AC POeTfitoP 


1 ysar spiral 10^»3rs c«itto dsshnatlon 


12 ymtm 
12 v®ars 
14 VASfi 


In itiii AC PO © Tfit-®:;; tOG W pS km rafPj hy ('SSO.CXIO km (bsth aiiitudss) 

Inftfer AP PO @ " 61 iT k® ISF^-'SmOOO km {bo»! a4|| 

Siii; PO # Trferr: 61 i1 km hy -334000 km (bstt 


.. 


!n-tjp 3 oe iST'P Science & ExpiORitioo 
Propulsion System Groyndruies S: Assumpiioos 


SOA ClwrilcalrAdv, Chsstdcal Propyl^oii: 

” Rs^ustant stag® s'Tas.ii ^aci-ssis' -0 60 {pbrnarN;. 0.73 iys'-baarsl prop) 
“ Pfopsilant Spiscitk Inf:f 3 ul»% ;isp). 46 s (LO< XS s®c 

-- Mif. Chamsai fhopsilar^ 3?7 sse 

ilOTlrto Prs>pt4s-iOR ba ftlPP. PIT, 

- £P S:^8 Oswail 3s«K:ffic Mas-s, at; 3Ck33 iNEP;. 3540 tSEP) 

- EP S'aga Pets*;*® -toVa o' M’Aii' JO -100 ^Vite {MEP). 7^ tSEP) 

^ £P PSttsgr Spscl% Mass. 7?- 2S “TlSP), 7 ^SEPs 

“ £P Thtyst® %s<:S£ Ma-s. tkgAlfV). 2 - 9 (hEP) 6 sSEP) 

- PrcfsaiU^it Spacsto StXSOsw: I'-iEPj AiXTASCCrSEPj 


- £P Stags Overall Spaaife Mass. «; 3G- tNEP). s iSEPt 

- top 4000 aee i'fct*'). 15 OOQ Sfesaret t3jkvte{N£P> j! kV“w{SEPi 

• Solar, kjtjclaar & Bimotlsl Tharrrss^ Propuislorj, Fusion; 

- tsp' ; Frac&on fir c^'y mass 


— S#ar &iii 

. 5 ir s .,j5r' >.> X ■>- i-; i „ > -..s. ' i% :•! .'fej i t ^ ..isi n'O '•' c.isl> <4 '»{;<v 

S; . v-V y.i> S:.S"=.-(^ .■■.:'. 4 X:i;:j ^ 

• Tethsjrs 

- ea:ss statism ntas-s; 14Qteii; KaKAV:; M? tow's 


D-7 














IISTP Phase I Final Report 
September 14, 2001 


IISTF Missioti AiialyskC 


» Propellatit {'’haraclerMfemi- 



OsjarsUh!*!^ ami | 

- N'wMdu'r of tasks, 

falriiis tSimestdoM fsr ■ ■■ l ■, 

«SilHsiftts {’haractemfic^; 

- Baratloa 

- t !n1fataw®is 

- Solar CMatesjt. 

- Thst'- bso'sis 

■ Naa*h» ofbmmi 

* 0<hi?r CftitsIdaraUfws / Rm'|KlrwEsfc 

■ Loss Mtarsawe rfs, xgro tesm 


f.sTos.a'sd s^s 
-1 Jm m' felt, refcffMns- 
- MS«‘ x»t tfe'-sttesaskan 

* Ort>str»|>tar« 

' felat.iwt 


& LM,, .\> 

X's.® LQir lJI,^ sis fii's 
iMeli 

lii EH*}ta n' stsi 9 a<l 


■-1:;$. 1.5 is'wrs 


Isioai’s t2-basm XMI & N^simw Ttelsilyf 

i»a 


0:%,, 'X» G|»:S 


stsrafefe l>l~fr»p 
:siss;»|!|« «s«s»'prt!fs 


5'fcv* SV.M: 
























IISTP Phase I Final Report 
September 14, 2001 


IISTP Science EKp^o'ation 
Cteni/Aero Proi>id^ic^ C^^tiQn& to Neptuue/TTiton 



ifisporittiort Approach 

LOAH, Bbie B»2 l..„: »* 

46S &«, TteifSt 24,'?a>fc4 11% 
reaiS'S, d,S frt Ka?sst»rt< pgsftfsrs t-ixw 
m®iew®r fcm GTO, p^s 325 (371) 

W4 (f@35 tg smt ®ass MersfeSs fer 

p‘splsk«s br'skiitgal ta the ali- 

csw 

Ssiiat® K S®rssli®lt. fsr ssteeap^^rs: 

(AC^, ssi!ta| r»iatta»ii£ie|t fe Ay 

11 <:t th¥s 248 kg, lidsisigi fee “S 
kg pstiapsfe ?sis» eiomt-i^ropi^tert 


R«t;ults 


il^GTO. 11 fffi APj. 8.S ffS (CHiS, 8 5 rrit ( 




Depsas-fuf® iAP} 
hSsstKfis Affsvai t4P,V 
Departiirs :.AC'i 
Mspt&'is Atrsv®: (ACt 


8 2010 
2D24 

As»i! S a 2010 
May 20 2820 


“ CXjrafeGiss ^ APJ 14 yrs * Ifwr, ' 17 j 

- ?4jssa53fi CXjrjshi** ^ ACo tO yn Set^, 12 \ 
>» : Tsial Misssssn Opamsm Tmss "•tO'lS yrs 

- Me of Lsiaief^ss {Ap S Ch'1(). 1 iV f 

- Me, of laaiehss {AC):; 1 {Omfe IV Hi 


Lerpf sayneh vehfese retpf 
B«%}e o? »re#i@ll ears bs: tssad Wgh 
speedsp4-2SlsaVa,V" -^6.3111,7),: 
,%tre^(Sric diarsct^feaVef* fcr Maftea# 
2iid ssihosrd propidsw systatt tsqutod fet 
eifeer Heptuft# ssf^ase 1ii:fei# 

c®5i»; fci? fea pafmps% reiw e.l»r 
eaphife io the serscafAi re esw 


IISTP S€ietiC 8 :& E 
T ether/ChemMero Prooylsi 


Icfation Missions 
Options to Neptime/Trltcn 



» Trans portat-^o App'sacn 

“ S»t»' sli wra ea! prt^tesas as tlw 
case 


- 10 rrb PTl 0 tether bass^ sWs sw sks, ; 
fee “few to all” tether 

oa»sM;«ts Ipsgss 11 fttoi^h I 4 i, 


iMLiO; i.7 mt Ihh mt (A€) 

Oepafeaa CAP):; Afs'it i, 2010 

t-leptrfh® •AteV'st (AP): M®y 4,2024 

Deparfera tAC); Aps'it 12, ^tCI 

Msptiih® Ameal {AQ; May 2B. ZQS 

MfestOF* {APh 14 yra + tour, yrs 

MissfOK Darsta CAC'l, ISyts - tear -t 3 yrs 
Tolg^ yisss* Ct^atterr Tirr®; »'tSyts 
Ms, of tauashss <APl: 1 (Dete W M+4,2; or a SO 
Me. of iaorisrhes (ACt 1 {Cels V kteS 2. ca s 
2ef5it SSteSea taiarcte 


"■'120 aa bass ^atiM ir ICO. 0" rsqjr’oel 
B-JIata Or sero»st)giji * 4 , for 4® chareita esse 
:: AttBsepti^ie characfeefesscn fo^ Nesti.ie 

os'ibosrsi la'r^tsrsn system requited fct eit'iei 
M^tehep-eputelw cspture «the e 1-stop ease, ot 
fcr tte pariapsss ww ailar caf^jte ir the AC csee 


D-9 












IISTP Phase I Final Report 
September 14, 2001 











fturwks 






A§»ssmefii Results 

- L£0, St?1 irt 4tT Km cis-cytar &?&iS 

~ 74» &' 125 fc m by SbC®® km 

NepUif*® srbit 

- ti« & (AC), .%t3l 1C, ,2010 

- ^tepluns AitswI iAC>: J ui e 11,2025 

- Ci4?«®oi tAC) 10-yrs -Hoar, -"13,2 yrs 
“ Nsi 8fts^iich«: 1 Be to W hi 

tesuss 

- nwoto'Tm i:a''!!,ttfl nf-d mr s "Sptfl 
Hi 2®0 K§ af afJa*-. wsi naja Mpab 1 tj 
to® ft# £:1,V 


PcxMit iiaii 


?•&&%» 






Transportation -Approach 

™ MITEE NTRE : 27,4 m Tlwsfc#i«l i 


^ji,#esei-sjsy Iss Ife wj a D»to lil 
Batotee! aM-s-H-'sli ua'i » ,i*»ed!iie^ enby 
^pessd'i; i24' OSkirfs, V,, 11 5 ssmlssf) 
.Absmsiflwis; cH!Sia!.toaj£aHori fia Nis;5tun«‘ 
2?iCsf5boardprspfal»8T ^ystsm isquited fer 
lti«penap» ws» afte'capture 'lOse 


5m Shrewd 


lj<th i2xiiiSk«fci-7 -^>2^ 


D-10 





















IISTP Phase I Final Report 
September 14, 2001 



iV dctf-ftHKWC*: jiJttS :: 


. 




Trans portatlaii Appraach 

— MITEE I^TRE ; 2?'4 kfti Ttert at S48 s«e 
1§P 

— iifTiedal r«a;eti3f pw§iis»si ®,i ilslite fer $4; 

ptss^sr SBd ca*®§«te pwpallwt 

jsSH^ratiof* t® mgMgis 

»> Carbon Cc?r®osfc tank siaad te Daite iV' 
fim aiwoyd 

— n f R ® said fer T rs,®®-flafir&!M® !njsi3s.tkjn # 
nsptart® sitsit cap&i?®., Stmslsl pasw usa 


tjciwoo payfosd So0 kg 


IMLEO 12,3tU it' 40 <" k'i' ^sra ^iV c»[■«! 
hg<J«Stvf8f8'dte 6181 kmlyf S30,0C®1tm 


;; Bspartm: CARj: apll 8, ^1S 

r Kep&na Mmmi |AP)r ApB 2?, 2022 
Mission BusaB® |4iP|: 12 ^s-s + lo-iir, "■tSyrs 
■ kleL. of Lgajf«h«s: 1 B®ia W M f C6,4;i 


kl» 8tmo^«fte oharactonzaHwi fer Mapte® 


NO' 2rsd onb^srd prapulste systert rapnkad 
for 111 ® |»iapsi& r»fo® aisf; aapto# In iis 
aswegpt®?* 


:>ss2?i;kaiii::' 



IISTP Soencsr S. Explot'aliori MissIgi'is 
SEP/ MTPMero Hybrid. Option to NeptunefTrito 



- S8?tt®400kni 

* .; ii'-i aa' r-:r! sot 

♦ S' ^ :>S:'N:s'>N^:Vv<>:: 

— tam'issh M®7,:®tO 

m Earih IDspstars: ABrll2®11 


kfisssn 14 yrs -t- tojr, -17 yrs 

Tarai C^«»tisR Tsroe; »-17 yts 

No »f LsyncSes' 1 l/foa® V SQO or Dolia ilfi 


♦ ISSlMiS 


Trmnsfe kwt LEO s*-® 400 s.m5 t^s & LIEO 
lasa - •' N > -2,- . ■ 


th te C, ®ri6S ton® 


Spjr£,ecrat®^4ar»s ia teN®Ms <■ ! 

asing asnxiaAasa sysias-w 


lbs »®rMl 10 Csf'y ®nrL^or aeads; to fes 
fe§ Sjaii;l»d sad I to ts^td 
L-ow SO&1 array toebnoiogy readad to amte 
w«r all fflisswi ewt atostore 
AdsS(a4s4s8&!d#r»tro sy^smt&j'inctcgv 
ctovslwnert raqairsdto ^esr soao»s*^ft 
ckjrtog el^feai spiras trarrsfer 
Rastei^s^P® poi«t 'rysten* 'oqnirnd oo 
sp3ee«st fer «to«p spsce p»vct arid MT^ 
aa#!| for atessa ®anaa'«„ 

Estsatial issus-s du-mg el ipisai sp sal 

IsariOslsti'USkk: t.'sS.'t.' 


D-11 












IISTP Phase I Final Report 
September 14, 2001 










mm 


Results 

- ::jyiEO tZ7 

~ taflsfefe M;Sf 7 , 2010 

- Earth E^fMftsfis: Aps 11, 2S1 i 

; Ap* 10, 2Q24 

- Mssioss Dwfei;:14 ys +■ Pirtp. »'1? yt-a 

“ ?eSM Opwatiofi liavis: -^I Fsts 

™ No. si L*a«hos:: 1 (AiaaV 520 os iV 
M-*- fS,4)| 


Trar-sportatior App'eaeli 

- fra n% from tEO 541|53 x 4fi0 4ro1 tp s N£0 

iSOO X ^aD.SCO tof tisog a » W 801 ('4t 

W 6f5l>: spspr pm‘igro£j Hail ihrtist@s 

- Sii^af sis,s^iefR s«pas#@p fas 

apspsosalsahemsqia! sfStSRi 

gaesps Ssrth Ip Cj pf ISS kris^a.! cfsro5 
sslisf rosksf Witte iysfea's 

- Spassera ft eapturos ie i» Hsptasis 
iisirsg awstsijapfejss s^'atem 


11« ssspiissd Itt kWHslI Ifersslef rwacte to bt 
bs UspHueltlsd mid life 
Lm»«i5^ »!Tm/ na«d@slto m^a 

mm al ewt 

Atbspoasdaiiteto cssfrel sf^isrptMinde® 
r^iirsdfe iiaar spaetors.t 
du rtrtg i^|i|!fe^ spSrai teaafc 

ps»w ayptpai fspui'gd sr? 
^p»paa?s,Stord»apa^,»p«s»s. Pbtwsar 
tesws diirfeg spiral. ; 

J,1i! 



|iSTPS«er>cex%:lc 

ixpioral 

iop! Mj:asio 

ns 


NEP/Chem/Aero (10 lAfVH 

all) Op 

lion to Nep 

iLifss/TfsIon 


• AS!Pds§m«ii Results 

~ lyiia | 

• oasnissp, Sr;, 

bsMRafe ■ mar 7, ®10 

‘- Earth Dapertera:; Apt llji tSlI 

- Nei^esie Arte*^: Aj:^ tft 2824 

- Hiss w Derstto;., 14 ^ -r tor*: '-1 f ym 

- l&M His^wi C^i»4tit»i Tins:; <‘--1? 

!“ Ns. af Laumclies; I (Ttlas SSQ) 

• issites 


T raospoilotson Approach 

- tsensi» bees leO ffiOft x «6 ksn) to e HEO 
5863 ,x 135),800 Ire) o»gs 80 spsos 

swds« reasim psweiwig Hai lh«sf»*5,st«r«:: 
“ Sstef eiestrio es'etem wp«ral#i for 


Essags Eertt ' > ',' s - ,. ' 


— Ssscsaal captoses at to f 
Si wg aa50£:a.plS5re 


- P55lfot4e*s^saOip ^roefXioa cf rucieas 
swiwrsenwsto ssssss 

— Dev^E^snowt srf riees&sarv nsssileas pm«sr 
^>tew! ytasadtsstag iefrassrae-stwa 

“ sSE^JissP to kW i la! Sirjstet rtaesis ts 
te a'is; Wfc'ta<4s>c 

•“ Nos^m psw®r rfdon has. asssss.srisd mf 
fosuosfer iausich mis; ks- tig spissi. 

»• Ads'ansssd ^foissl® comro s^stsm tritosirl? 
sformtcprosfrt iwpiros t® mot awaoscraS 
tfWiSfot 


D-12 









IISTP Phase I Final Report 
September 14, 2001 



Rssyi's 


LSiifsch 




N a, os* Larsichais: ^ Sis V S51 j 


iiSfP ScienueiS Expit^'alton fvlis^^ons 
SEP/Aero/Chem (5-kW loo 50GH3 sec) Opilon to Mspfunfe^oton 


mm 


Transpcrtaton Approach 

— Lau'^i: fi te a C3 »f 11 $.3 In'* '^s' usimi @ AHa s V 
«SI 

— iJs« S31 V%-H: hfeP s^stesa fef a deep 

e-iansawar 

~ Bdiiiase Ss' aeraasie^ at 
aa|5tiira 


Latga Laaadi ¥#iyel&, bat a Daita 


liissStfesiascJM 

i-j'0,1!:! 









a^*»i 

Xi fSSf CSt^ClUi 
Nj?. 

Of : 


AS?'* 


Issa®s 


W^h xfdtag^ pxjpet'ant saolatcy da>/siopTei 


layncii t« €2 ^Zi km->V 
Vsmu a OA 2 "ifra. a.fa teussefe 


Firesliing 

^rf!3'«s§i« dasisityisit-al -a-* 

PPUiNgti v'dtagn ao*«'' 'w.rtr'iy ■ i 
: @01U 

SePW advanasss fee syaton cerworte 
AprsatJsstfeJiaoma'ss Faerrs- fe hs-jn 


D-13 









IISTP Phase I Final Report 
September 14, 2001 





liSTP SciePsce & Ecpteaton fi^lissions 
SEPIAera/CJliem (lO-W bn SKXl sec) Option to Neptiino/Tritoo 




iifiPV'titAlit >'!»» Keat-WC : 


* Ass^ssmsoS. e®®5its 




Mi-StSb 


illiEs® 2;®M 

i® |»<fs: Ct.,?'1 mt 

.Paw«r;' 24 iiW 

St, t G 

s HMch St, Sj 2S 

sTf^fc* lO^ts 

0|5& tto; -13 jfs 

44o. afl.a»)fA«is; I (D»fa 4240) 


»Ma. — tfewloprert 


Tfarssport^son Approach 
““ Lsuneh te OS ^5,? to%i* 

«« Vsc« s ©A 2 yrs a.t«5 iSMStete 
™ SgP RTcriiS: ^ 3,S AU 

“ SSP sfsttU® flss: 2«-l «tig. 2i-1 st»» PRIs 
Balut8»rA«8«h«Hse8ia§S'8';fee«^SI?K> V^'" # 
f'sSf^yrSg »■ tS,8 te& 

.™ Pajiteaci fmas" 603 kg SC:< S4S kg Asttssh^l, ?S 
^gMsn&'Srsp, 


mM 10® »# mnm iJr^iing 


Mmi PPU 4 DCiU ife.*8laf4W«l: 
8s{s?@ fea® s^slsm g« 

Aarsahsl&IW,© raa^t fasisp i 


!!< 

itj'asj 


USTP St^ienceS: Exploraion Misstone 
Solar Saii/Aero/Cliem Option to Neptiine/Triloo 


Lasjttch v«ttd* tfei?Vr‘« to Oi- is 0 ; 


As§®§t?h«s^ Paskita 


• Sti Oi ! '- ';>\5 

Ss^l iisss Kmi mn tss a»«^ed#!psec: 

li^t rstsssures - 8a‘Sn ~ 8.3 Ait 

Ssa! jsttssofled :s 5 AU 

oAtfeis isrsitA »wsg« gwiter teCiwBf&tft^rsi 

s^sSiSftt 0.<G Aawea^wr#* wteAlg^w wW; 


sMimO 


Areal Deas l5fra8 
Cgaars S«i S^S: |sts| 


DspstAtre: 

2810 

Mis' 

Tj^ Tlrm; 

8,2>*rs. 

S.3 yrS 

A»vst 

»18 

a!20 


I2„2>fa 

S 3rs 

TsA«l Wsatort >3ps Tkfta 

< I2,;2>icg 

6 yrs 

Laaaatta*i.Aitea V ana 

SSI# 


ii|s 



Issy»s 

“ :: Sag &lis rs®fe*a »,c8gm iKahritiE!®* 


V'Ajmetric g?»ags ft? ■s&r si bV paitesd ^ 
•Aclits-wbte S«S at»al cfesisilj', 

C«nr», st^iisty, d^ranics 
A®!0#te88tssiiO»-ik^«;n •fia’iS tef khoAtdp 
Wi«g (Aigb 

5iSi«i Ki**« ?!?!.- 
SStitlSi; 
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ranspsi:aton Approach 

- R 5r«ra 10CO km «5f«^fer Eart^i, 

10 >war ?OP Sr 

s^wn t» 1 oaooo km -ssrcate? aki1«il» 
fke^ur® #s csf&ffeaVf 

- yaksete Pass niatam; ha'^teas? ~ S&O kg. 

Pnw!sj«3?s SysJem «*.= :3®k@i%W. T^gtegg: 
F:fae1?S5n s 10% Rif ^pak^t PMwraS! 
efflstaney « ®i4 »1® kS»kr, Ctptims 


Hi® ra^InKi iO-li NWlh’usters n@esl is l» 


|4s^!® 8,? g»w l» 8s®SMiatei ssM/ 

fcr fetamii ^ i Airir^ 

hii>^ms4 aitede s«#el tp^n^agy 
^v^ispsi^Tt r«^itod te 4««r sgagwal 
tlirtig ®pif«! ten 4%' 


ilS'TT'* Scier>ceS: Expla-Bior'i Missfens 
MEPI MFD) Option to Nepiturfritoe: 



h SaptsrAsr S0 ■ 2020 

klitees DateiOTi '^lyr ■s-W yr + 

Oft^stta Tte«;§;l4ws 


Pafeas,1®»4@?^ip p»‘x»pciai nf riiciw 
>mi«s 

nsess&ary nttsiear f»¥af 
sy^»«i y»ndt6stng ir Sras;raca<f@ 
ItesfeifaifaaJKS kS.%teiruster needs t» te 
ftg^ ^aS^sdate Ife tested 


Depart Sara 8® fen etraiAr aS»tt E AiiiiS;; 
year TOP in - s -, > ' ' - 'o. 

ra IM.MDSra cirriraar 
Slaatert®: fw e.*raarR- .sV't; 


tesuas fer tansF ana ' ny ^^p^ai 
<SA 80 «*d adiSsda c»we s/iSnm tc^Sris^e^' 
dsv^e^'s^t reoui'sS te s««'et ssa-iiestat 
tSrnag trmsfc 


Frseiiin 
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& Expioration 
Option to Neptynen'rilon 






D@vek^sfn@f^tof n@css^®r^ 
system cp-cstind tss^ng trsftsstnjif 
Hisrsquirad IS-iSfeV^'thrusIgfs 
qisayfied arsd sife te^sd 


Trarep^rtation Approach 

~ D«paft fro«i 800 km sirctslar als«i5t fewth, i i 
yrnw T iSF Bt hsliossrsmc ^es. scw#n 
to 1tt\.00Ci km sirsLslsr aitissle 
(m e-aptis?® s^Vi 

- V'sbiete Parsfr-ssters; PayJoad kg. 
Pr^itemt Sy^^i «x ~ SO NglkW. 

Ffteiies “ 1 of Propei^am 


AdvarKsd «dife<d@ centra 


3fi«a!S:: 


iiSTP Science & E^pto^ation yi^ione 

Mag-sasl/Aero/Chem Option to Meptune/Tr 


Mdsufis 


Mg$c. 2 imt{AP). t. 8 mtiAQ 
Dw®,d5»« (AFk A 3)10 

rse Aj^»l |AP|: ,K, 333S 

O^spailwe (ACJ: A ®16 

Arow (AC>: X, 3)20 

WssIdR Dtifakod |AF)' 14 year's t fei 
Oura&i^ fACk 10'years 4 to 
TotolMk4»i ’"Ime: "l'v1 


Trano|5orlat^ori Approach 

“ LaisRch ir*k4cte efeisvers to O;. ® D 

- Thrust “ 1 i’iMiil 

- hrcpeHantCousursptlw “ l kj^VWssv 

- AC p ay!0S d " STSkg 246k g ^AC) 

AP psytowJ ™ ffl)kg +■ SIHkp {Cdsm Sig) 
■“ Soiar Po»mf Svs. 


• ‘ . 8 -.8 


fAKW 




D-16 













IISTP Phase I Final Report 
September 14, 2001 
























IISTP Phase I Final Report 
September 14, 2001 



(Ch(&mki:al| Mission ApjproMh: 




f±:iPiyM 


Prop u hi ve Capture 
Trajectory 


Delta JV»H LV pl»c#s SOO kg 
payload witti cNomiu^ into 
GTO ortoit 

tOx/t-Hg ehenuc^ propulsion 
system p^’forms 6,3 km/s ?V to 
inject orUo 14 yo^ coast 
Dt Dp LOx/'LH 2 stage aftet bi^n 
ProptJswiy capture witli 2,2 iun/s 
?V using storable propellant to 
capture irUo 6200 km x 330,0^1 km 
altitudes (1.25 x 14.2 
Begin three year tour of Neptinlan 
system, utilizir^ swingbys of 
raion to ttrodily toir as neededfas 
possible 




N«piyii«i/Trit<Mn ProBuisfon Op^on 


L.airi'A.l:3^!?yE[r!S 




* ChemtealfAeroassist Mteislcsn 


.. *S.. .. 

Approach: 



- Delta IV-H L¥ pfaces iTS kg payload 



with chemicai stage Into STO orbit 


i i 1 

LOx/LHj chemical propi^sion 



system perfoims 7.0 ktrvs ?V to 


t‘ .. 

irject onto 10 year coast 


'll :it . 

- Drop LOx/LHj stage after bum 



— Capture with aeroassist (26 kn^s 


\ '■ - --■ 

entry speed) usii-vg asrositell or 


■■■ 

'S-. F'xl^ ; ;|F :•: 

balii^e to capture into 100 km x 

330,WO km ^titudes jl.QO R,j x 14,2 



Rrt) 

— Coast to hi st, i^oapsis wd use oi> 


Aerocapture Irajcctory' 

bot^d mono-propellant system to 
raise pe ri apsis to 125 



Begin tttree year tour of Neptmiw 



system, t 0 flining switigbys of Trioti 
to tour as iieettedfas 

possible 




?5 
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llc»i»ttin«/Triti»n NEP 


„„ ,,, ■ «EP Ri'llsslerj Apprejach; 


i i .: 



I ..I”" ^ ^ ^ 

;.^..1. V.ss^^s4^^^w..i 


. 



1.n""'"%. 








! ! ! . '■■■ ! .# ! ■ i B> 




NEP Low Thrust ITraJeetoy 


De*ta m-m LV places aoo 
kg payload witlii NEP stage 
into 800-1000 km LEO orbit 
WEP prBpuisiQ*'i sy^sfu 
spirals to ascape. and 
KOfrtjtsues to bofp lor 3,3 
yas*s to ifiect orto 3.4-yetH' 
coast 

Propulsswely capture with 
3.3 year burn usirtg NEP to 
capture aitiJ spiral down 
into 6280 ton x 330,080 km 
dtitudes (1.25 R„ X 14.2 PfjJ 
Begin titrae year tour of 
Neptunian system, utili^ng 
sw ingijys cf Triton to 
moeSfy lour as neected^as 
possible 


7»'ra.F’jaS«sEi rTGSEi: 




NeptuneTTrltoit li2P2/IIP O|>tlon 
Mission Evoot Seanieiico 




.. . 


s |S • ■ • •« Am 'f 





•\-: 1 

.T.'..n 


■:.. ■ 1 



■» '. . S 

■ •- • 1 






■ :■•-t -t: j 


f i * S.S. ' r ^ 



i ' i 

.;: ■ ? 

.? ' •' j 

‘ -towe^} 





i ■ i 

i 


^•••- V-' 


4 . »-rkS 






■'SiXiX'S-S 








■1, 1 






—1 



Approach I 

Delta LV places ^ kg 


ill k>,'iL i!j 


tsrka escape trajectory 
R32P2 pTopulsion systsa 
bims f« S9 days to Inject 
orto 14 yea" coast 

M2P2 sti^ prior to 


ProptJsIvely capdare wiai 
2,2 ?V WSlI^ 
jstc*«e prcpellanf) to 
erpttre iMc wo las x 
W,oao ko) «it«{es (1.^ 


i-2( 

















































IISTP Phase I Final Report 
September 14, 2001 





Mo c Mo 1^ Mt 
330,{tQC km alfK(iei!>s JB 
R,tSM.2^> 


and on-bcwd mono* 


Mee yea.r tos# of 
Meptur«ansy?*er«, 
tggj^r^ swtfsgbys t# 
Trftoi to n»#y toi» as 
risedocfas |>ossd3ie 
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'i5eJialV:^MU> 1 

J 

JHloj IV !VJ'' 



'iW n'B 


: 1 :■ 




lt,SW 


5m,»> 

SU i i*ji. 


J ;si ?) __ j -13i:#0 j <’ j HK» H>C 

J®Zsatkm. _L ' ’ • ■ 

' "Fs-^lssid. sS4Si«f a>dJ wwl ewa;fcJ»- f«t &&£.Rtia»«A • 3?'?.^: ck^ a8$ft»ip^s£ iti? »Hi » stscKiarii » 


^ V*l ^ X. : 
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Vehicle Perfoi'iBaiice Table 

(PMte AO p«r L. Ge(eirt/f.;.Ra Fw HSTF LV sttedissn 


.AiSas LA's w;'& & Star 4S t'trom Fiuto AO), CS (kmi'si) 


io-s[aace ISTF^ Activity 
/ Technology Crose-oonec^ttoo 


rm» 


ilsmjM' solar 

prsifUiS'., moiL 




jian.ei- solai'««<8^)pl8S 
jpsuliki, RSDil' b^h 4^ 
Siy5<e5«< 
|«lia:«pl«: ptrorilA;, 
iOoir? sf«l^ 

(tfJxhKfe-S 
S5ji5J- SIkIss- 




\psVs£.(2\ I CM’f'7} 




.AasssfK 




a* Sc 

Ak. 


UbftRi 


joavl:# >*s-1 w/: 

I £5Sc'{tffi3!’« 

I AAt'Sy i ; 


£$& 9f} I 


I \f:KhfStSi\:f-vtAS.: 

^ 1''^, i »'3TO^{ o> 

i ^ : 

I h'o : 

>.r<ii ! 4 .............!■■■■■■■■■■■■■■■ 

Tc-s., 1 "i ,,,. : 








sjijAV^ 




• I-. 


■Eiirlfc; ■viosaiTf 




>yiL,AA 


Ok^AA 

IihSksSt 


{H&DS. Mars vicjeslj'^ .8: 


p$v«« 


AA; :hftw55S^Xtr’'?r«wi?5tn»: aCTA' 
i I i: hfV f!’j?:jsyss Jll.XA' S^KSiSiVl fct'T'd'li: 5«ptl!3fs: *»?5a*S*d l5t^*e-TfR 

!5l. FjCS;oii:=iv^ sAfUi^i : 

i.^i-A^iis(is((ii^iiiiit:j8ii- .. . . 
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lint! (()rhik'r !.under Reference fissinf} 


2010 Titan Organics 


Roy Kaknda 
1 : 2 / 21/00 


# 7 dun ()r}ianiLs ()rhder Lunder Reference - 


*■ Science Objectives! 

Titan, lander reference mission from the CSWG reports in 
priority order: 

1) and cobi position oiigaRii® 

2) Org0tile dwttsical tlidr ctonical .eonteKt and «MCgf soirees 

3) EtiMokigical or protobMogic'al ctenistni' 

4) Oeoiogwd and geophydcal proeesses aid evi>lBli<3.m 

5) .A.tniiTisptsenc djimniics and meteorology 

6) Sessaisssl vaiiatioBS amt .iiilemcSioBs: ot'tlie atmospliifre sbisI snr&oe (tsof 
aildiKssfd ill a inisisson ofsliort liletimi?) 
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Itttf Ury;afiics < JrNh'r I 

'Me asiu'ement Obj eeti ves 




tes&|Micjii 

Sgtace 

CSWftMtaHter 


I*^,, evolved |8ge», siHMU 
ffirgaia», i^cpes (CM-i-^h 
^nt»aplie9lc 

1.2 

0\''\'KKtli. jspcidreEiMer 

Lancgii £ sate 

1,4 

it A Cmiera 

Dctaik-d sti«i;.^t(sl«sy $]f stc 

4,S 

WA dsEijjfl 

Gs^iisf i]iei^'1]o5®gj {}f1>uidiagate 

4,S 

Ctasj lals 1 

Bulk chanijcal 

£asd3 ae recte ^aolciiiial. pM, 
d«<1ricat ttawkstlivtSy 

1 

€Ik 355 lab 2 

Cmaauies smd biologj’ 

1.3 

XKFS wMi. 

r.hKiu«li>' «l' airsect saciplss 

2 

r>es!c«j5tS.®!is' dSusssSst 

StirfsKei'csu^raeas as&asrfaee 

atsKiui e to i te 

4 

EHbyASI 

Ateio^henc pjossisr*, tesapeuMrc 
mdacc^liEsatian da>i1rig tatlug 

3 

Ssiaj^teg^'steasi. 

fet Bse vii Ih GOMS, dhesi lafc 

s<5«relatisd 


lfuri2,WS 

mdtumauisf 


IJV/Vsuai/'Hetf IRlitie 


Enliy ASI 

isltiruiter 

Simple Kqiiistifcn, am) liaMdlk® sfptow 
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7 iioft (h'l^apiics OrhiL'r Refereticd fiysinn 


Mission Design and Constraints 

~ MissiOT, Dates 

* Baxirat Lmin ch Das« s g/|# 20 IO 

* Bsrttet AffivaJ Dst® “4/n/20iS* 

~ Lamxli V«Mde 

- Umdi V cte; Mta III Btee B<jA Onsl S81.86 M Fk' W f$l®M asEUttsed) 

~ Csfjabihty > Injected 2268 kg 03 : 5,5 wWi no cotslbigMcy 

- Shmtd. iDL 
■•■■ Trip Tam’! ”” 8.75 years 
. Traj€cli)i.y ”” SEP ¥VG A, 

» MaristiafiFMaisiitMaH Salju' Dis(jriee-.6.6i| - l&l Al.! 

* MaMfTia«t.fMs;i::im(sr» S'151P Sclar l’>ist.jmce - 6.6-1 - .3.6 At.!' 

- ’M5Hini.arii/MKi;.RisrB Eastli D'jstaacc - 6 - ll,t.f AU 

. 'Dctifa,. V' Reqti.a'Miffit8 latMch) 

* SEP Della- ¥5,6 torPs 


Chernica) DeJla-V -5ro lo SlWf sn/s 
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lint! Ury;ufiics ()i'hik'r I 




Mi ssioii Ellvironme:iit 

- Themial Biwiroranenfe 


80 V 4lo>* atiRcsphefej to 580’"'IC (hsgts atoiusplfieres 
- yo to Nsb’ogtsi 2ta lOS-'oMethasie, Oto l%<ihes’fcj<di‘*£Sfbi»ls 

• Ortater • Aefocapter® usia^ baltee 

“ 90 to 9^''’(sN£b'oge!i Argoa. 2to l(??oMetliasie, Oto l%<Ahe5’lsyiife£afbcsis 

Radiati«i 

' id kr«sSK -TO* ® KIjM ssf2 si^d- Defined by RTCr dtee getea^y, sate Miwiy, Satjan 
radiatim and Irajsi!;):®? 

’ SEP fscdar airsy, BPU, tijnwtere. DC.PJ> etxF^:! >w solar dwe (<), 6 ta S AlJ) 
Heliocentric Distance imtax and mm) 

• MireTOtEti-iMiiKsmnin. Sdar t)is<;!iiiec • Ojdd t© 19.1 AU 

1' iikamsm'MaxmstiniSEF Suliur Didaaeit»U.&f l« 3,S AU 

Geocentric Distaitce (oiax and 

• MlistHsmiMaxtoaia C«»i s^e Dii^ce»# s«> U AU 

• Mi!iHiiKM.!Ma5:tasHm Eatli On-si«(s oti ni ttasne - s to it AfJ 


7 iuin ()r^an!cs ( )rhiter iMfuIer Ref ere five \ /m/Vift» 


Mi ssfon En vironmeet 


4»8ioii Speatie 

« Flyly Velocity 

~ S^tim V laflniiy ^ S.77 @ DAP S-ag deg. 

- rtaafi Etdiy Vetecilf “ 6 .2 tei/s 
“ TifsH essf vgl^eity =13 kisEs 

* Dual tittctetisftg ntig avoMatjeet - Very hw iaetnuse of 
radii (4 :< eutersatiasa, 

' ):’owsr Rcqts isxi.KCRls' 

-■ Lasirlcf ■•" ® W 

.Oii)sl«r= Sfftji W 

* DstaJiMes 

- Laiidcr y t.lrbilcs- link ■■■■ 1 28 te/a 

- Orfiito'down lifiMv 25 bliA) 

" I'Ma VolsiMW (TB.D;I 


.Lffel jttie - iji >'edr criiihe. 3 yeiw '.Dten arbiS. 


of Titan awjtapia* at 31 Salem 
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iltttt Ury;ufiics ()i'hik'r I 




J* light System 

* 1M kg 

* BalfflesiMakg 

* CirMtiar s> 6 ft 1 kg 


• LamA W gt Mas “ 17721 

SEP Pl'0|3illsioti Mms 

' Di^'Mtxs~5l?kg 

* WetMasfe-811 kg 


Dry Mass • 34,7 kg tmclisili 
PrapMassc- 168.3 kg 

i¥«r Pveqijireiiisnte 
Pow«s' R*iCi«sifemeKts 
«■ Lartdcrss#3 W 
- Ottiter= 3 h 9 W 
. 8 HP # 14 , 2 kW EOL 


cafitkigancy 


7 iuin ()rpanics ()rhih'r Latider Referi-’itce \ lissiofi " 


«> Flight System 

• Lailiks 

~ %'3OT«i5s tellSefiar^RTO aid El««tiiotu^s 

- F..TC .teat iss«il !«■ Isaster tieaRtig 
-• VaatlMSS pisi) lot RTO 

- >'.\aiv«(sts«M] ouJs-i 
“• 4.S la II. A0 

- D.lgist A«ia?ji|dia»s 

• i laiS! (g MS'«5« " A 

• r ■«» RssJ. |siJ«asH'ii 

• IjMjifSs “ 1.1 ,IS y«tsK 

• lirfeisstasiy OsSiSft “ 2i!® 

•■• .fijIjiysSicm l><s:ss.j!ji.g and.agssiis^hms 

• l.aia* I'sisll-fe’vedllHA 

• 50 w :rf' nym. 

• 'Pitxv u5j4v im '*1 ut R*(U«;, »iKll!8gl5pMf»A.CS 

• :M% (fry Hsiias anti |K5»ri!f crastiisgesciiiK! 3]v^i«d :st thc' sysS«ii5 Iwd 

• ASSlKCpo^wr^-slisn!. 

• XlsatidlinkfeDSM 
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(irovind Systems and Mission Operations 


* “ na to 1.3 Gbils per 

• Orbite - ap to 1 isbiis ()«■ day 
D®ta Retom Strategy al Titan 

* 128 kbps fmtH kaJer so etbitcr 

' Fiv«35 rssiriuic pgsuew fwjgiiri oneslj«y> a'cr>- ? days 
' 13 kbp;-!. from orbstsy to esah ws in® 10 M passes 

* T §4s«.)j ro M pafescii per week, 14 S-hoi* .54 M passes. p«i- week 

MOS Asissaiipiiom 

• Cnssse «S. 75 

• Titan aesen ce operatiofis - 3 y ears 

Gsperatiais Concept 
■" JPL Operaticina 
’ L«w stalling for othsc 
' Staff ssp sill Tto aTlm« care year 


7 iuin ()rpanics ()rInter iMfuIer Reference d lissiofi - 

Programmatic Results 

- Total Mwiai Ccs8i -1010 MS m FY 2W1 S 

* Crtiter-’lfiMS 

* L-atsd^f ■ 112 MS (mcludiag 3 MS foir hie balliite. 

* SEP - 3*) MS 1 Cas tsaner ROM - sifil s Team X presided cost) 

* Asaaaes t» teefsisdiogy dewlofimeaS is paid for by tfia prigeet, 

“ Soliedute 

’ Phase A :M{i5l: - AiipM lOOd 

* Phase A slarssiuit * 3 miststiisi 

* Ptsfiise B tliMfiisi'iii - iinnmttis 

* Phase d5 daf atiEM* -16 mixstlis 
■ Phase li itoatiofs - 144 niwittis 

■••• (iliiisc - lOS iawifc 
- Sdciwe iips '■ M mojsto 
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ilntf Ury;aflics < Jf'hiicr 1 intticr iicfcroicc Mi'i.sinn 


Programoiatic Coostrai nts 

- OhHer md lajid«r m|i»d 

- Pest ieisiiee 

- Class A mksioft 


7 ihnt Organics Orhitcr Lander Reference Missiofi » 


• and O 


Issues 


£siwo!im«titiil Uafisitaii^es 

• Util-aiowis HtsM sisd 

• TftofflMS tniift JMaiSwwSinte causes isaeing BW(to;Uri<3 outc^raa 8(s*artatatj> 

• itatoxew Utm arajc^iwe caus^ aei !X;a|;te s n *«i|««»»» uBwtrtnsy 
Tecissdusv (tev'rfejxxieat 

» llte.4M1'ECEPS, bdlate, amlXSOOS ««ismcs ^vdopetl % othsjs 
» Fli||>t set aftetee M»7 

• SKsIlly IM' lajifter; ETC fsIsBUtaSisi ■ntau «(aii;R?|«witet:iS stOfCOSS 

« DciWliivneisS <>l S^'TO ?<* wi 

Leswtt'h C?(;p*terMcs 
“ Bsrt)s«^k! 

■•• DsMt; Aka'iMc'»«tyye«» 

- Jt;iA 2M ? si m uprrt Hylxj'i, »16. asrtiHS 

- vva* xaiB, IBS) 

■•■ V¥.K?A:: im) 
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NEP Independent Assessment 
Gordon Woodcock 
Gray Research, Inc. 


I.O Introduction and Purpose 

This assessment was conducted as part of Gray Research support to the MSEC In- 
Space Integrated Space Transportation Planning activity. The purpose of the assessment 
was to develop an independent understanding of the performance potential for nuclear 
electric propulsion, and the technology characteristics that would best serve utilization of 
nuclear electric propulsion for future space missions. 

2.0 Nuclear Electric Propulsion Mission Considerations 

Basic Principles - Electric propulsion systems are power-limited, in contrast to 
chemical propulsion systems, which are energy-limited. By power-limited we mean that 
system design is dominated by consideration of the fixed mass of hardware needed to 
generate the necessary power. Energy-limited systems design is dominated by the mass 
of propellant needed to produce the mission energy. 

Ideal velocity increments (delta Vs) for in-space transportation missions range from 
a few to over 20 km/sec, with most interest for application of nuclear electric propulsion 
falling in the range 10 km/sec to 20 km/sec. These values are large compared to the 
maximum practically attainable jet velocity for chemical propulsion systems, about 4.7 
km/s. Achieving jet velocities for chemical propulsion as near as possible to the 
maximum is therefore very important, and even then, high propellant fractions and often 
staging are necessary. Mission designs often make use of gravity assists to enhance 
performance; for example, the Cassini mission to Saturn used four such assists. The large 
propellant mass required to achieve high propellant fraction increases the launch mass 
required, and places great premium on minimizing spacecraft mass. Both effects are 
costly. 

Electric propulsion can achieve any desired jet velocity, up to the speed of light 
(3x10^ m/s). However, the mass required to produce the jet is a limiting factor, and this 
leads to an optimum Isp for any mission, depending on mission parameters and the 
performance of the electric propulsion system. Consider what is required to accelerate a 
1-t. spacecraft by 20 km/s with a speed-of-light jet. The momentum transferred is 20 
million kg-m/s = 20 million N-s. The momentum of light is E/c where c is the speed of 
light. The energy required is (20xl0^)(3xl0^), = 6x10^^ Joules = 1670 GWh, the output 
of a 1000-megawatt electric powerplant for about 214 months. We must convert 0.06 kg 
of mass to radiation energy. With nuclear fission, considering typical powerplant 
efficiency, about 200 kg of uranium must be fissioned to generate this much energy. 
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If, however, we use a jet velocity 40 km/s (roughly optimum) the mass ratio is 1.65 
and, neglecting electric propulsion mass, the propellant required is 650 kg. The energy 
required to accelerate the propellant is 5x10** Joules, over 2/4 months, 80 kW. This is a 
typical power output for a near-term space nuclear powerplant. On the other hand, if 
chemical propulsion were used to deliver the 20 km/sec the propellant required would be, 
again neglecting the mass of the propulsion system, about 70,000 kg. It is clear from this 
example that we need "enough" jet velocity but more jet velocity is not always better. 

Options - Nuclear power is one of the main options for electric propulsion, the 
other being solar power. Beamed power, e.g. from a laser or microwave power beaming 
station on Earth, has also been investigated, and isotope power has been proposed. 
Nuclear power has the obvious advantage that its power availability does not depend on 
distance from the Sun. Some missions need power and/or propulsion far from the Sun, 
and nuclear power is the clear choice (for power levels of watts to hundreds of watts this 
may mean isotope nuclear power). At high power levels (multi-hundred kilowatts and 
up) it appears to offer mass advantages over solar power. On the other hand, at power 
levels below 100 kWe, solar power has the mass advantage. Solar electric systems also 
have a lifetime advantage for most applications, but either system offers lifetimes on the 
order of years. 

Mission Applications - Table 2-1 presents a summary of mission types reviewed by 
IISTP, and expected constraints and applications for nuclear electric propulsion. 

Table 2-1: Potential Applications for Nuclear Electric Propulsion 


Mission Type 

Expected Appiication/Utiiity 

Inner solar system or Earth 
vicinity 

Costs and environmental risks probably exceed benefits 

Outer solar system 
complex (robotic) 

Highly applicable; unique capability to generate high- 
performance electric propulsion far from Sun. ~ 100 kWe 

Beyond solar system 

Expect reasonable capability to deliver ~ 20 year trip to -200 
a.u. Operating times may be long. Unique capability to 
generate high-performance electric propulsion far from Sun. 
-100 to 500 kWe 

HEDS lunar 

Costs and environmental risks probably exceed benefits; 
requires high power - 1 MWe 

HEDS Mars/Asteroid 

Requires high power - 10 MWe. May offer fast trips at very 
high power - 50 MWe and low specific mass < 5 kg/kWe. 
There is a reactor disposal issue (see below), and an issue 
with operation in Earth orbit. Weak Stability Boundary 
gateway basing may be appropriate. Very high power 
systems expected to be expensive to develop and operate. 
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3.0 Issues 

3.1 Safety and Integration Factors 

• Public safety constraints for nuclear electric propulsion have not been defined. Their 
definition will be controversial. Expected constraints are as follows: 

• No sustained operation will be permitted in any Earth orbit. Reactor operations in 
Earth vicinity create problems for gamma ray astronomy, and if at low altitude 
generate carbon-14 by neutron capture in the atmosphere. While for small reactors 
this effect may be negligible, it will be a source of controversy. 

• Return to Earth orbit will not be permitted because of concern over inadvertent 
reentry of the reactor. 

• Launch of reactors will be limited to zero-power reactors with negligible fission 
product inventory (thus, negligible radiation hazard in event of a launch accident). 

• Reactors will be designed or equipped to remain subcritical on water immersion, i.e. 
in event of a launch accident. 

• Testing (on Earth ) requires containment/decontamination of reactor under test for 
normal operation as well as of loss-of-coolant accident. Facilities exist for safe 
testing up to multi-hundred-kilowatt thermal power levels. 

In addition, there are certain integration issues: 

• There has been a long-standing controversy over whether a test of a complete power 
generation system is required, or whether the reactor can be tested separately from the 
power conversion system. 

• Life needs to be 1 to 2 years; life testing will be required. 

• Protection of payloads and/or crew requires shielding. The extended thermal radiator 
geometry creates a potential backscatter source not present for an NTP reactor. 
Vehicle geometry can be arranged such that the radiator is shielded by a shadow 
shield, eliminating the backscatter problem. 

• Spent reactors need to be disposed of properly, i.e. not on trajectories which could 
experience future Earth encounter. 

• Minimum reactor size for criticality leads to a minimum practical power level 
presumably about 100 kWth ~ 20 to 40 kWe. 
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3.2 Ranges of Achievable Mass/Power Performance 

To provide an indication of the useful range of mass/power performance, the 
following example is offered: Calculations are normalized to a unit mass (1-kg) 
spacecraft, which is presumed to be 75% powerplant and propulsion and 25% customer 
payload. Propellant is added to the 1 kg. 

Propellant Mass = 0.65*bumout mass = 0.65 kg 

Burnout mass = 75% powerplant & propulsion 

Jet velocity, Vj = 40 km/s 
2 8 

Jet power = mV /2 = 8x10 watts for 1 kg/sec mass flow 

For typical efficiency, electric power ~ 13x10^ kWe for 1 kg/sec 

Powerplant & propulsion = 0.75 kg/kWe = 0.075 kWe 

Flow, kg/sec = 0.075/13x10^ = 5.7x10'^ 

Duration = 0.65kg/5.7xl0'^ kg/s =132 days 

For most missions, the velocity needs to be delivered in less than 2 years as a 
maximum. Multiply 10 kg/kWe by 730/132 to obtain 55 kg/kWe as a rough maximum 
acceptable mass/ power ratio. For human missions to Mars and return, on opposition-like 
profiles (i.e. fast round trips) the calculated power duration of 132 days is already about 
as long as we would wish to entertain, so for these missions, the mass/power ratio should 
be less than 10 kg/kWe. 

Many studies and papers have been published on mass/power performance for 
nuclear electric propulsion systems. Reasonable agreement seems to exist for near-term 
technology, 100 kWe-class systems. Near term technology typically implies uranium 
oxide/stainless steel heat-pipe-cooled reactor technology, Brayton cycle energy 
conversion, and rotating electromagnetic generation of electricity. At lower power levels, 
Stirling cycle energy conversion may offer better mass/power performance. Several 
energy generation cycles have been proposed and analyzed, as summarized in Table 4-1 
in Section 4. 

Mid-term technology is usually considered to employ refractory metal reactor fuel 
elements, probably still with uranium oxide, and heat pipe cooling. Turbines may require 
refractory materials, but the heat exchangers, except for the heat pipe unit, could be made 
of conventional materials. 

Advanced technology implies direct reactor cooling by the cycle gas flow, graphite 
or carbide reactor fuel elements, and advanced materials for turbines and the recuperator 
heat exchanger. Note that a substantial technology legacy exists from the "high- 
temperature gas-cooled reactor (HTGR)" commercial power reactor programs in the UK 
and Canada. 


E-6 




IISTP Phase I Final Report 
September 14, 2001 


3.3 Specific Observations Regarding Performance Estimates 

Turbine temperatures: For helium gas-cooled reactors and turbines, it should be 
possible to use high-temperature materials which are not usable in chemically reactive 
gas flows. Carbon-carbon or carbon-SiC blades should be serviceable in a helium 
environment and could operate at temperatures above those considered practical for jet 
engine turbines, which operate in a hot oxidizing environment. 

Reactor temperatures: Some authors seem to have extrapolated from nuclear rocket 
reactor experience, which has demonstrated 1-hour life and hoped for 10-hour life, to 
10,000 hour life at the same reactor operating temperature. This is a major extrapolation. 
As far as 1 know, there is no test experience with graphite-based core materials at such 
lifetimes. The life limit in the nuclear rocket environment is hydrogen corrosion, which 
does not apply to an inert-gas-cooled reactor. However, fission products and fission 
product gas release, radiation damage, as well as other degradations, are applicable to 
long-life reactors and were not considered in the nuclear rocket case because life was 
limited due to hydrogen corrosion. If the helium flow is seeded by cesium (for an MHD 
generator), reactions between cesium and the hot reactor core must be evaluated and may 
affect temperature limits. Cesium has one stable isotope, which has a neutron cross 
section low enough to not be concerned about poisoning the reaction, but high enough to 
be concerned about depleting the seed concentration. 

My view is that temperature limits in the range 1500K - 2000K should be 
considered as more realistic. There is a lot of operating experience with high-temperature 
gas-cooled reactors for commercial power generation. These were also graphite, helium- 
cooled. Maximum short-term fuel temperature (hot channel max) was cited at about 
1600K, with normal fuel operating temperature about 1150K. Fuel was rated at 3 full- 
power years, with bumup approaching 100,000 MWD/t. (Another source gave 50,000 
MWD/t.) Note that these reactors used a highly enriched U235 load, with thorium 232 as 
a "phoenix fuel" rather than U238. 

Reactor: For this application, the reactor design must include bumup as well as heat 
transfer limits. Rocket reactors have very low bumup and it is not an issue. They are 
also high pressure drop designs; closed-cycle Brayton systems must be very low pressure 
drop. See analysis to follow. 

Superconducting Magnets: The referenced paper describes superconducting 
magnets for producing the magnetic field for the MHD generator. These are presumably 
located near the reactor. The reactor will leak a megawatt or so of radiation ... neutrons 
and gamma rays. Some of this (a kilowatt?) will be deposited in the magnets. Removing 
heat from a superconducting magnet at liquid helium temperatures is a prodigious task. 
There is a tradeoff among distance from the reactor, shielding and cryostat mass, to 
minimize total mass penalty. We can be confident this mass penalty is greater than zero. 
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Turbo-compressors: Specific mass projections, based on aircraft engine 

experience, appear to be applicable. Note that a helium compressor may be considerably 
more massive. Air has 7 times the molecular weight of helium, and hence 7 times the 
density and 40% the speed of sound. A helium compressor is likely to need at least twice 
the number of stages for a given pressure ratio compared to an air compressor. Some 
analysts have proposed helium-xenon mixtures to solve the molecular weight issue; the 
mix apparently has most of the conductivity and heat capacity per unit volume of helium 
but is much easier to pump. 

In an MHD design, an electric motor must be used to drive the compressor, and 
appears to have been neglected in some references. Its specific mass will be many times 
that of the compressor. 1 referred back to one of the solar power satellite thermal cycle 
studies of several years ago. It described a 32-megawatt electrical generator at 0.14 
kg/kWe, not including its thermal control system. This estimate was made by General 
Electric, a builder of high-power aerospace electric generators. 

Of course, if one uses a conventional turbine, the compressor may be driven by a 
shaft but the power output must come from a generator which will be as heavy per unit 
power as the motor. Note that for a typical closed Brayton cycle the compressor power is 
about twice the output power, so the advantage still goes to the conventional turbine. 

Regenerator (also called recuperator): The regenerator mass per unit heat transfer 
area is estimated as 1 kg/m^. This may be appropriate for a lightweight, moderate- 
temperature industrial design. Note that if the recuperator is a tube-in-shell design, the 
mass of a tube is pDLtp (thin wall approximation) where terms are D diameter, L length, 
t thickness, and p material density. The heat transfer area is pDL, and the ratio m/A is 
just tp, which is intuitive. For the temperatures of operation, up to over 1400K (over 
2100F) the material must be a turbine-type nickel-based alloy. For these, p is about 8000 
kg/m^. For m/A to be 1 (just for the tubes), the wall thickness must be 0.125 mm = 
0.005". 

Radiator: The radiator mass per unit area is a significant contributor to overall 
mass. 1 kg/m^ is equivalent to a sheet of aluminum 1/2800 m = 0.36 mm thick. This is 
0.014". If the material were a copper alloy as probably necessary at the planned radiator 
temperatures 500 - 700K (440 - 800F), the thickness would be 1/8000 = 0.125 mm = 
0.005". Small fin radiators on spacecraft may indeed be so thin, but this radiator is 
another animal entirely and will be several times as massive. One cannot afford the mass 
penalty, pressure drop, or leak risk of piping the helium all over the large radiator area 
(for the cycle 1 analyzed, 10 MWe, the radiator area is about half a football field). 
Therefore, the design needs to be a compact(!) heat pipe heat exchanger which transfers 
waste heat from the helium flow to a large number of heat pipes which then distribute the 
heat over the radiator area. It will be > 1 kg/m^. 
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MHD vs turbine: As cycle peak temperatures are reduced in the interest of realism, 
and radiator masses become more realistic, the higher efficiency of a turbine versus an 
MHD generator, combined with the reduced size of output generator versus compressor 
drive motor, may tip the balance in favor of a conventional turbine, if turbine materials 
and designs can be developed for helium use at selected cycle temperatures. The tradeoff 
should be based on point designs for comparative systems at realistic temperatures and 
component mass characteristics. 

3.4 Sensitivities 


Mission/performance sensitivities and representative estimates are presented in 
Figure 3-1. 




Specific power is sensitive to technology level and power output. 
NEP does not scale to low power well. 

May not make sense to produce a reactor at less than 100 kWe 
capability. 

Thruster sensitivities will be the same as for SEP. High values of 
system specific power favor high efficiency thrusters, e.g. ion. Low 
values favor low mass thrusters, e.g. MPD. 


Thruster selection is also driven by 
mission optimum Isp. Some NEP 
missions need high Isp > 5000 sec, 
for which ion thrusters may be the 
only practical solution. At high 
power, some of the plasma devices 
may work well. 
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Figure 3-1: Performance Sensitivities - Discussion 


Estimates from other sources, especially at high power levels, varied widely, with 
some estimates well below 1 kg/kWe. Some of these estimates were linked to MHD 
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generators (rather than turbine-generators). Others considered gas-phase (plasma) 
reactors along with MHD. 

Since the efficacy of nuclear electric propulsion for human Mars missions seems to 
depend on achieving low values of mass/power, the present investigation was focused on 
high-power advanced technology reactors. 
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4.0 Selection of Systems for Analysis 

A brief review of potential cycles was performed, as summarized in Table 4-1. 


Potential Cvcies 

Considerations 

Thermoelectric 

Cycle efficiency very low and max temperature restricted; 
thus mass/power relatively high. 

Thermionic 

Promise of good efficiency has never materialized; 
plagued by materials problems. 

Brayton 

Tends to large radiator areas but cycle is high efficiency. 

Turbine 

"Traditional" design; turbine temperatures may be limiting. 

MHD 

Potential for high cycle temperatures if reactor materials 
and life are capable. 

MHD gas-core 

Removes reactor (but not other) temperature limits; very 
speculative and difficult to develop. 

Rankine 

Higher average radiator temperature for same cycle 
bottom temperature; working fluids usually corrosive. 

Steam 

Classical terrestrial thermal power cycle; radiator 
temperatures too low for space. 

Liquid Metal 

SNAP-8 tried mercury (nasty material); modern designs 
use potassium; materials problems rampant. 

Stirling 

Because it involves a lot of heat exchange, tends to be 
preferred only for low-power (10's kW) systems. 


Based on the considerations in the table, Brayton turbine and MHD cycles were 
selected. A specific objective was to estimate the advantages for MHD generation. 


E-11 





IISTP Phase I Final Report 
September 14, 2001 


5.0 Cycle Analysis 

The specific cycle analyzed was taken from the referenced paper. It is diagrammed 
in Figure 5-1. Helium is compressed by a compressor, shaft-driven in the case of a 
turbine expander and motor-driven in the case of an MHD expander. Two intercooler 
stages are used to reduce the average heat rejection temperature. This improves cycle 
efficiency for a given cycle temperature ratio, but increases the radiator area per unit heat 
rejection. There is an obvious trade here; the trade was not performed. 

Helium leaves the compressor and enters a recuperator which preheats it by 
transferring heat from the helium leaving the turbine or MHD expander. This also 
improves cycle efficiency by increasing the average cycle temperature ratio for a given 
max/min temperature ratio. The recuperator enables practical cycle efficiencies above 
25%, not otherwise achievable. 

Leaving the recuperator, the helium enters the reactor where it is heated to the cycle 
maximum temperature. It then enters the expander (MHD or turbine). Leaving the 
expander, the helium enters the recuperator where it is further cooled by transferring heat 
to the compressor discharge flow. Leaving the recuperator the helium enters the radiator 
heat exchanger and is cooled to the cycle minimum temperature. 

State points are presented in the Figure. Red text shows a representative MHD 
expander case, with maximum temperature 2000K, and black data are for a turbine 
expander with maximum temperature 1500K. These values represent my estimates of 
maximum practical cycle temperatures for these cases. Cycle minimum temperature was 
not optimized but is not far off optimum. Temperatures are K and mass flows kg/s. 
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Entropy 


Figure 5-1: Brayton Cycle Diagram 
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Pressure Drop Effect on Cycle Efficiency: We used the same cycle diagram as the 
referenced paper. Cycle points are as follows: 

1 - Compressor 1st stage inlet 

2 - Compressor 1st stage exit 

3 - Compressor 2nd stage inlet 

4 - Compressor 2nd stage exit 

5 - Compressor 3rd stage inlet 

6 - Compressor exit/recuperator inlet (cool side) 

7 - Recuperator exit/reactor inlet 

8 - Reactor exit/expander inlet 

9 - Expander exit/recuperator inlet (hot side) 

10 - Recuperator exit/radiator inlet 

The pressure ratio across the expander can be expressed as 
P8/P9 = P8/P6*P6/P1*P1/P9 

= P8/P7*P7/P6*P6/P5*P5/P4*P4/P3*P3/P2*P2/P1*P1/P10*P10/P9 

and noting P6/P5*P4/P3*P2/P1 =rc^, 

P8/P9 = P8/P7*P7/P6*P5/P4*P3/P2*P1/P10*P10/P9* rc^ 

where all the pressure ratios on the right hand side of the latter expression are 
pressure drop ratios, which can be combined, to express 

P8/P9 = G* rc^, where G <1 is the net pressure drop ratio for the entire cycle. 

Using the authors' expression for cycle efficiency. 


T (1- i)- N T , (—- 1) 

max V / c mm V / 

_ _ max _ min _ 

th ” 'X' 

U T (1- 

max V / 

max 

We determine T9/Tmax as 1 - hg^g [1 - l/(Gpg)^^ 

T2/Tmin as 1 + l/hs,g[pg^^ *)'<^^) - 1]; 


E-15 




IISTP Phase I Final Report 
September 14, 2001 


and T7/Tmax as er (T9/Tmax) + (l-er)(T6/Tmax) 

By assumption, T2 = T6; therefore (T2/Tmin)(Tmin/Tmax) may be substituted for 
T6/Tmax. Using these expressions, one can plot cycle efficiency versus cycle pressure 
ratio for a range of values of pressure drop ratio, as is done in Figure 5-2. 

For purpose of analysis of achievable power-to-mass ratio, I selected the top center 
chart with pressure ratio 4 and pressure drop ratio 0.85, and cycle efficiency 30%. This 
reflects my skepticism of operating the reactor with a helium outlet temperature of 2500K 
for a long period of time. The pressure ratio is near optimum; I saw no reason to stay 
with the reference pressure ratio 8. 

I also analyzed a representative turbomachine (as opposed to MHD) conversion 
cycle, with cycle maximum temperature 1500K and minimum temperature 500K, also 
with pressure drop ratio 0.85. This case, coincidentally, also has cycle efficiency 30%. 

Full optimization of the cycle requires optimizing on pressure ratio, low 
temperature limit (assuming high temperature is fixed at maximum hardware capability), 
pressure drop versus mass of each major component, and radiator design. 

I used a small C code to generate the cycle efficiency curves and a spread sheet to 
analyze mass/power ratio. Cycle state points were picked off from the C code and 
manually transferred to the spread sheet. 

Reactor Performance: The reactor design was assumed cylindrical, similar to a 
NERVA reactor. Two considerations were used to size the reactor: fuel bumup and heat 
transfer. For simplicity I assumed the reactor core was U235c2 and graphite. A 
practical design might add thorium-232, as needed to get the right criticality and to 
provide some breeding to counteract bumup. No neutronics analyses were done. The 
reactor is certainly large enough. The main reasons for a neutronics analysis are to size 
the reflector, assess controllability based on reflector drums, and determine reasonable 
bumup and benefits of thorium addition. 
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Cycle Parametric Analysis Results 


Brayton Eff for T 2500 & 500 

Compr eff 0.87 Turb 0.7 Regen 0.9 


Brayton Eff for T 2000 & 500 

Compr eff 0.87 Turb Eff 0.7 Regen 0.9 



Assumptions of Reference Paper Peak Temperature Reduced 


Brayton Efficiency for T 1500 & 500 

Compr eff 0.87 Turb eff 0.7 Regen 0.9 
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Cycle Pressure Ratio 

Peak Temperature Reduced More 


Brayton Efficiency for T 1500 & 500 

Compr eff 0.87 Turb eff 0.89 Regen 0.9 


Brayton Efficiency for T1500 & 400 

Compr eff 0.87 Turb eff 0.89 Regen 0.9 




Turbine Efficiency Increased Cycle Minimum Temperature Lowered 


Effects of Cycle Parameters 


Curves of pressure drop are from 1.0 
(no pressure drop; top curve) to 0.9 
(bottom curve) in 0.025 steps. Note 
that increase of turbine efficiency 
from typical MHD to typical 
turbomachine has a large effect on 
cycle efficiency. The baseline for 
the analysis of this paper was the 
lower left chart, with cycle pressure 
ratio 4 and pressure drop 0.925. 
However, the somewhat lower 
minimum temperature of the 
immediate left chart would raise the 
cycle efficiency about 10 "points". 


Figure 5-2 

Fuel load was based on 80,000 MWD/ton, about 9% bumup, and the physical size 
of the reactor was based on a 20% void fraction for helium passages, an assigned pressure 
drop of 3 psi (about a fifth of the allowable for the entire circuit), and the necessary heat 
transfer area. The graphite mass was determined by balance of volume after fuel load. 
Viscosity was determined by a kinetic theory relationship: 

m = 2.6693 x 10"5 sqrt (MT)/(d2Q) where the result is in cgs units. For mks 
units, divide by 10, which was done on the spread sheet. 

Averages were used, where a real heat transfer analysis would consider several 
points in the helium passages to assess heat transfer versus helium temperature and other 
flow conditions. The Reynolds' number in the passages is lower than 1 would like, but is 
probably OK. Friction coefficient was an assumed value. A 20 cm (8") reflector was 
assumed, with reflector controls assumed included in the reflector mass. The reactor size 
result is somewhat too small for mass flow (pAV), so further design iteration would be 
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required for a real design. However, this seems to be in the ballpark. Main reactor 
parameters are given in Figure 5-3. 


Turbomachine : Used a specific mass of 0.025 kg/kW shaft power. Various sources 
suggest this is about right. However, none of these sources described helium 
turbomachines; it is quite possible that because of the low molecular weight, helium 
machines will need so many more stages they will be significantly heavier. For the MHD 
expander, 1 used a specific mass of 0.05 kg/kWe. There is little data on which to base 
this estimate. It has only a small effect on overall power-to-mass ratio unless the specific 
mass is much greater. 



MHD Turbine 

Electric Power Output 

10 MW 

(same) 

Thermal Power MW 

32.6 

33.2 

Cycle Max Temp 

2000K 

(same) 

Cycle Min Temp 

500K 

(same) 

Cycle Max Pressure 

10 atm 

(same) 

Cycle Pressure Ratio 

4 

(same) 

Pressure Drop Ratio 

0.85 

(same) 

Reactor Void Fraction 

20% 

(same) 

Design Life (yr) 

2 

(same) 

Total Megawatt Days 

23,840 

24,255 

Total Uranium Burn 

27 kg 

27.5 kg 

Assumed Burnup (MWD/t) 

80,000 

(same) 

Fuel Load (U235) 

298 kg 

303 kg 

Burnup % 

9.1 

9.1 

UC2 Load 

328 kg 

334 kg 

Graphite Mass 

2560 kg 2608 kg 

Reflector Thickness 

0.2 m 

(same) 

Reflector Mass 

2148 kg 2171 kg 

Vessel Mass 

540 kg 

545 kg 

Total Mass & Alpha 

5580 kg 5658 kg 

kg/kWe 

0.56 

0.57 



MHD 

Turbine 

Heat Transfer Passage L/D 

400 

(same) 

Passage Size 

5 mm 

(same) 

Delta P 

3 psi 

(same) 

Reynolds' No. 

2900 

(same) 

h, kcal/m2-K 

0.19 

(same) 

Reactor Vol m3 

2.04 

2.07 

Reactor Length 

2 m 

(same) 

Reactor Diam 

1.14 m 

1.15m 


Reactor Volume vs Pressure 
Drop20% void fraction 
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Figure 5-3: Reactor Parameters From Spread Sheet 


Regenerator/recuperator: A tube-in-shell design was assumed, and heat transfer 
area required was factored from the reactor heat transfer analysis, considering delta Ts 
and total heat transfer required. 1 used a somewhat greater mass/area than in the 
reference paper, because the latter results in very thin wall tubes. Also, 1 added a 
calculated allowance for shell mass. Since this shell will run quite hot, 1 used a low stress 
value for the shell, and assumed it would have the density of a turbine alloy. 
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Radiator: Radiator area was calculated based on total heat rejection and assumed 
average temperature. The average temperature will trend close to or below the cycle 
minimum temperature because of temperature drops between the helium minimum 
temperature and the actual heat rejection temperature. The radiator was assumed to be a 
finned heat pipe design, with flat fins between the pipes externally and circular fins inside 
the helium-to-heat-pipe heat exchanger manifold. Sodium or potassium appear to be 
suitable heat pipe fluids for the temperature range considered. At a somewhat lower 
cycle minimum temperature, water could work. Thermal power per heat pipe, and length 
of the pipes, is probably pushing the state of the art. Capillary-pumped loops might be 
better. 


1 used a numerical integration to roughly iterate on fin thickness. Fins too thin, too 
much delta T and radiator weight goes up. Fins too thick, fins weigh too much. There is 
an optimum, and getting the complete optimization is a fair amount of work; for example, 
it also involves varying the heat pipe size and spacing. My optimization was rough, but 1 
think the radiator mass is representative. 

The radiator is actually in 3 parts. One section rejects heat in cooling the helium 
from regenerator outlet to compressor inlet, and the other two sections reject heat from 
the compressor intercooler segments of the cycle. The radiator total area is so large as to 
dwarf the rest of the system, although at 3743 sq m (about 3/4 of a football field) this area 
would only generate a little over 1 megawatt as a high-performance solar array. 
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Main recuperator and radiator parameters are shown in Figure 5-4. 


MHD Turbine 


Recuperator heat transfer kcal/s 9427 4726 

(39,460 kW) (19,782 kW) 


Req'd heat transfer area m2 

586 

675 

Tube diameter mm 

6 

(same) 

Vol/Area m3/m2 

0.0045 

(same) 

Recuperator volume m3 

2.64 

3.04 

Total tube flow area m2 

0.31 

0.356 

Number of tubes 

10,940 

12,593 

Recuperator cross-section m2 

0.93 

1.07 

Recuperator diameter m 

1.09 

1.17 

Recuperator length m 

2.84 

(same) 

Tube mass per unit area kg/m2 

1.5 

(same) 

Tube wall thickness mm 

0.2 

(same) 

Shell stress ksi 

5 

(same) 

Shell wall mm 

4 

4.2 

Tube mass kg 

880 

1012 

Shell mass kg 

365 

425 

Baffles & misc. mass kg 

73 

85 

Total recuperator mass kg 

1318 

1521 

Heat rejected kWth 

22,634 

23,203 

Radiator HTX DT 

25K 

(same) 

Fin DT 

50K 

(same) 

Average Temp 

475K 

(same) 

Emissivity 

0.9 

(same) 

Sides 

2 

(same) 

Heat per unit area (Stef-Boltz) kW/m2 6.05 

(same) 

Area required m2 

3743 

3837 


Radiator delta T rec out compr in 

201 

153 

Heat radiated kWth 

10,468 

9200 

Radiator delta T intercoolers 

116.72 

(same) 

Heat radiated (x2) kWth 

6083 

7001 

Estimated radiator HX area m2 

1132 

1160 

Heat pipe diam cm & length m 

5; 20 

(same) 

Heat pipe spacing cm 

15 

(same) 

Area per pipe m2 

3 

(same) 

Number of pipes 

1248 

1279 

Thermal power per pipe kWth 

18.14 

(same) 

Pipe wall mm 

0.2 

(same) 

Mass per pipe kg 

5.03 

(same) 

Fin thick mm 

0.2 

(same) 

Fin area m2 

2495 

2558 

Fin mass kg 

3992 

4092 

Radiator mass (not inci manifold) 

10,263 

10,520 

Heat transfer area per pipe m2 

0.91 

(same) 

Manifold wall mm 

1 

(same) 

Manifold mass kg 

5763 

5908 



Figure 5-4: Recuperator and Radiator Parameters 
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6.0 Results 

6.1 Mass/Power Performance 

The specific mass summary for the system is as follows; 

Total Raw Alpha 

Reactor 
Generator 
Recuperator 
Compressor & Drive 
Radiator 

Radiator Manifold 
Total 

Integration Factor 25% 

Total Estimate (kg/kWe) 

Although much greater than the estimates of the reference paper, this is still a 
lightweight system compared to most estimates of space nuclear-electric systems, 
reasons for the high performance are high power (10 megawatts) and high 
temperature. 

Turbogenerator System 

This system differs from the reference system as follows: 

Cycle max temperature 1500K instead of 2000K 

Expander is turbine rather than MHD device, efficiency 0.89 instead of 0.70 
No motor required to drive compressor (it's shaft-driven) 

Shaft-driven rotating generator required to produce electrical power 

The specific mass summary for this system is as follows: 

Total Raw Alpha 

Reactor 

Compressor and Turbine 

Recuperator 

Generator 

Radiator 

Radiator Manifold 
Total 

Integration Factor 25% 

Total Estimate 


0.55798 

0.14124 

0.13169 

0.31936 

1.02626 

0.57629 

2.75285 

0.68821 

3.44107 


very 

The 

cycle 


0.56587 

0.13002 

0.15216 

0.15000 

1.05204 

0.59076 

2.64086 

0.66021 

3.30108 
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Comparing the two systems, the reactor, recuperator and radiator are almost 
identical. Cycle efficiencies are almost the same; the reduced maximum temperature for 
the turbogenerator system is compensated by the greater turbine efficiency compared to 
the MHD machine. The rotating system has slightly less mass than the MHD machine, 
compressor and drive. This is mainly because the generator has about half the power 
rating of the compressor drive. 

6.2 Desirable System Characteristics 

• Desirable thruster characteristics are the same as for the SEP system. 

• Reactor must not go critical upon water immersion (launch safety). 

• Adequate materials life margin at highest operating temperatures. 

• "Leak safe", i.e. loss of cycle working fluid highly unlikely, or redundant system 
which can continue to operate if some working fluid lost. 

• Minimize auxiliary power required to start thermal cycle (e.g. minimize spin-up 
power to start turbogenerator) 

• Fluid loop joining not required in space (design the system so that all fluid loops are 
filled and checked out on the ground and only deployed in space). 

• Minimize needs for auxiliary cooling loops. (Some will almost certainly be required.) 

• Ability to match power generation to thrusters with minimum of power processing 
and control. 

6.3 Design Strategies and Approaches 

For small systems ~ 100 kWe, heat pipe cooled reactors work well and can be made 
relatively fail-safe. Materials are generally current state of the art. 

Small reactor systems could have multiple independent helium heat exchange paths 
to provide redundancy against helium leaks. Each path would have its own 
turbogenerator and heat rejection system, as illustrated in Figure 6-1. 

Electric propulsion systems can usually trade partial power loss for greater trip 
time, so this redundancy offers ability to do a degraded mission in the event of helium 
loss. 
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Larger systems may use helium flow through the reactor; this is especially true if 
high power-to-mass ratio is sought. These systems appear to have less redundancy 
potential. Use of refractory materials for reactors, heat exchangers and turbomachines (or 
MHD converters) are predicted to yield specific mass < 5 kg/kWe, as noted above. 
Reaching these performance levels will require significant materials development, 
especially for reactor fuels. 


The heat pipe heat exchanger 
has four independent 
helium paths, each rated at 
25 kWe. Loss of one 
helium circuit does not shut 
down the others. Any 
number from 1 to 4 may be 
used. Dimensions are 
assumed. No criticality 
analysis was done. 

1^40 cm^l 


Heat 


Helium 
flow 


exchanger 


75 cm 




Reactor 


Figure 6-1: Redundant Heat Removal Concept 

6.4 Risks 

• Materials durability and life 

• Extensive body of experience exists for certain reactor fuel forms 

• Stainless steel and uranium dioxide, valid to ~1200K 

• Graphite and uranium carbide in inert gas to ~ 1500K 

• Graphite and various carbide-based fuels to short-tenn temperatures > 2500K 

(rocket reactor tests; carbide fuel data base is mainly non-neutronic). 

• Creep-rupture criteria must be used for metallics under stress at high temperature 

(e.g. For reactor vessels, turbomachines, heat exchangers); generally limits 
nickel-based alloys to about 1250K 

• Under inert gas, refractory materials can reach higher temperatures; need 

technology tests to set limits. 

• Leakage is a major issue for long-life helium and liquid metal systems. 

• The need for an acceptance test at temperature to assure no leaks conflicts with 

the requirement to launch inert reactor. 
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• Risk reduction and control should be focus of technology advancement and 

development plans. 

• Difficult to estimate costs until this is done. 

6.5 Systems Testing 

Development of NEP systems is usually considered as two separate developments, 
one for the electric power system (including the reactor) and one for the electric 
propulsion system. Sometimes the division point is considered to be between the 
reactor/heat pipe thermal source and the generator system, which may be coupled to the 
propulsion hardware. The most logical break point appears to be (1) testing the 
reactor/heat pipe system, or in the case of a direct-cooled advanced reactor, the 
reactor/helium flow system, in which the power conversion equipment is simulated by a 
circulating pump with heat removal; (2) testing the power conversion system, initially 
alone and later integrated with the electric propulsion system, with electrically-heated 
heat pipes. This permits simulating start and stop transients with an integrated power 
generation and propulsion system. Electrically heated heat pipes, or an electrically- 
heated heat exchanger (for the direct-cooled system) can simulate the reactor up and 
down power ramps. 

Initial testing would develop the components to the point of integrated testing. 
Integrated fuel element/heat pipe testing would be performed, such as currently in 
progress at MSEC. Nuclear component-level testing appears not required. An integrated 
test program would be something like the following: 

(Rl) Critical assembly ... neutron flux, criticality measurements, and control drum 
effectiveness at low or "zero" power, no coolant flow. No special facilities required. 
This would be a DoE test. 

(R2) First reactor build: Neutron flux and heat transfer at power, with facility- 
pumped helium-xenon coolant mixture. This requires a reactor test facility which can 
contain reactor failures. Unlike the NTP, there is no potentially radioactive effluent from 
the reactor under normal operating conditions. Xenon has several stable isotopes, some 
of which have an appreciable neutron cross section (~ 5 bams). Therefore, one would 
expect some xenon activation to occur. Activation products all appear to have short half- 
lives, no more than a few days. Inadvertent leakage of activated xenon, if xenon is mixed 
with helium as the working fluid, may be an issue. 

Tests begin with start transients, continue at reduced power and temperature, and 
increase in power, temperature and duration as data are collected. The test objective is to 
operate the reactor for the design duration. The reactor is monitored for unexpected 
fission product release, which would indicate a fuel element failure. At the end of the test 
series, the reactor is dismantled and inspected in detail in a robotic hot cell. This testing 
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is similar to previous reactor developments. Existing facilities at one or more of the 
national laboratories appear adequate for these tests. If the reactor performs as expected, 
one build is sufficient for this test. 

(R3) Second reactor build: Reactor qualification, with facility-pumped helium- 
xenon coolant mixture for tests at power. The clean-cold reactor is rendered safe 
(incapable of going critical) and subjected to launch environment tests and any other 
environmental tests required by the specification. It is then inspected for damage or 
deterioration. The reactor is then placed in a reactor test facility, probably the same one 
as used for the first build tests, and subjected to a qualification test including control 
functionality before and after a life test. The reactor is monitored for unexpected fission 
product release, which would indicate a fuel element failure. At the end of the test series, 
the reactor is dismantled and inspected in detail in a robotic hot cell. 

(PI) Power conversion development: The power conversion system is fully 
developed by non-nuclear testing, with an electrical heat source powering the heat pipes, 
to simulate the reactor heat exchanger. The power conversion system is life-qualified in 
the same facility, including envelope excursion and life tests. Prior to life qualification, 
the power conversion system is subjected to launch environment and other environmental 
qualification tests. Existing test facilities are capable of this. Some special test 
equipment may be required, but is not a schedule or cost issue. 

(P2) Electric propulsion development: The electric propulsion system is similarly 
fully developed and qualified, in an electric propulsion test facility. These facilities also 
exist, for the Neptune Orbiter class propulsion system. 

(P3) Power integration: The power conversion system is integrated with the 
electric propulsion system and the assembly is subjected to start, stop and power 
excursion tests. Electrical heat is used to simulate the reactor heat source. These tests 
demonstrate simulated flight operation of the power/ propulsion system. 

(R4) Third reactor build ... first flight reactor: This reactor is subjected to non¬ 
power acceptance testing and delivered for first system flight. An integrated power 
conversion and electric propulsion system is integrated with the reactor. Functional tests 
and helium leak tests are conducted on the assembled system, at the launch site. Reactor 
controls are exercised at "zero" power to calibrate criticality and proper control function. 
This final test is conducted in a shielded facility to guard against unplanned power 
excursions. The reactor is prepared for flight by implementing whatever launch safety 
provisions are specified; for example, neutron poisons may need to be installed. 

In view of these requirements, the NEP program should be considered as requiring 
major test facilities, which apparently currently exist for reactor power levels in the 100 
kWe range as appropriate for robotic missions to the outer planets. New facilities would 
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be required for high-power reactors as appropriate for human exploration missions. 
Further evaluation of requirements at the launch site should be conducted for all reactor 
classes. 

6.6 Cost Considerations 

• Non-recurring: 

• These reactors, at least 100 kWe-class and current materials, do not appear 
expensive. Applicable data base is substantial. 

• Existing facilities may be usable, but probably require modification. A 
reactor containment vessel is required for nuclear testing at power. 

• Power conversion systems for 100 kWe-class systems are state of the art. 

Full scale development is required. 

• Systems and life testing expected to be expensive. 

• High-power, advanced-technology systems appear expensive for technology 
advancement and development. May need new facilities. 

• Recurring: 

• Costing should be possible with CERs; help from GRC. 

• Heat exchangers are high-quality welded structures. 

• Turbomachines are similar to rocket turbopumps. 

• May want to add a little to avionics cost estimates for rad hardening. 

• Operations: 

• NEP-sawy staff required for operations at least during power-up periods, which 
usually last for years. 

• Expect added systems safety costs to satisfy environmental safety. 

• Post-mission reactor disposal but this appears to be a minor cost. 

6.7 Strategies for Technology Advancement and Mission Readiness 

• Certify fuel forms and materials by thorough testing 

• Small systems first to minimize costs of problems 

• NEP use on HEDS missions is more doubtful than NTP. 

• Not clear there is a foreseeable need for expensive, risky high-power systems. 

• May want first in-flight use to begin at Earth escape to minimize safety and 
environmental issues 

• Thorough ground test program in containment facility 

• No reason identified for a technology flight test. 

• Flight engines cannot be acceptance tested because they become radioactive. Can 
and should do turbogenerator "green runs". 

• Long-duration qualification could use a progressive mission program 
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• Qualify system for 1 - 2 years by ground test 

• Operate on 1 to 3 year missions 

• Use flight data to increase qualified run time 

• Apply to longer and longer missions 
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7.0 Conclusions 

• NEP is applicable to most mission categories 

• Inner solar system complex profile 

• Outer solar system simple profile 

• Outer solar system complex profile 

• Beyond solar system 

• HEDS Mars and asteroids, but no strong advantages and has operational 
issues. 

• The technology is well-understood in principle 

• Reactor and power conversion technology programs. 

• Mature analytical capabilities 

• Mass/power ratios less than 5 kg/kWe are 

probably achievable 

• Direct-cooled closed cycle helium or helium-xenon cycle and reactor 

• Turbine-based system appears to provide performance about equal to MHD 
system with significantly lower maximum temperatures (e.g. 1500K vs 
2000K) and more mature technology 

• Projections of mass/power 1 kg/kWe or less do not appear realistic for any 
foreseeable technology. 

• Significant public safety and environmental issues exist 

• Operations in, and return to. Earth orbit may be resti'icted or prohibited. 

• New facilities appear needed for high-power systems >100 kWe 

• Containment of accident required; may be main cost impact on test facility 

• Launch "virgin" reactors; not significantly radioactive 

• Non-recurring costs require careful evaluation 

• Operations costs require careful evaluation 

• Loss of helium may be major risk for dynamic conversion systems . 
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Nuclear Thermal Propulsion (NTP) Independent Assessment 
Gordon Woodcock 
Gray Research, Inc. 


1.0 Introduction and Purpose 

This assessment was conducted as part of Gray Research support to the MSFC In- 
Space Integrated Space Transportation Planning activity. The purpose of the assessment 
was to develop an independent understanding of the performance potential for nuclear 
thermal propulsion, and the technology characteristics that would best serve utilization of 
nuclear thermal propulsion for future space missions. 

2.0 Nuclear Thermal Propulsion Mission Considerations 

Basic Principles - As we noted in a companion assessment, chemical propulsion 
systems are energy-limited. Hydrogen and oxygen, one of the most energetic reactions, 
and one that is practical to use, releases 57 kcal/g-mol or 57 kcal per 0.018 kg. This 
represents about 13.2 million J/kg, and when this is converted to kinetic energy, the 
ideally attainable jet velocity is 5149 m/s for an Isp of 525 sec. Actual rocket engines can 
convert about 80% of the energy to kinetic energy operating in vacuum, so one would 
expect an actual attainable Isp of 465 to 470 seconds. To do better requires an alternate 
energy source. 

Soon after the discovery of practical release of nuclear energy in fission reactors, it 
was recognized that here was an enormous source of propulsion energy. The energy 
released in a fission reaction is about 180 Mev per U-235 nucleus. Given 1.602 x 10'^^ 
J/Mev & 1 amu = 1.66 x 10'^^ kg, we calculate the energy of fission 180 x 1.602 x 10" 
^^/(235 X 1.66 X 10'^^ kg) which equals about 7.4 x lO’^ J/kg and by the same logic we 
should be able to attain an Isp about a million seconds. 

Alas, no one could figure out how to make such an engine because no imaginable 
material could contain such a reaction. Ordinary fission reactors dilute the reaction 
millions of times as the heat of the reaction is transferred to fuel elements which operate 
at modest temperatures. Locally, the great energy of each fission reaction creates 
material damage but the damage is readily dealt with by the bulk properties of the fuel 
element material, up to a point. 

It was, however, realized that if one could operate a reactor with solid fuel elements 
at high temperatures and heat a light gas such as hydrogen to the fuel temperature, one 
might achieve Isp between 800 and 1000 seconds, about twice that of chemical rockets. 
While far short of the energy limit figure, this is enough improvement to be interesting. 
In the late 1950s, a technology program was started to exploit the possibilities. This grew 
into the Rover program which built and tested several experimental rocket reactors in the 
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1960s and early 1970s. These tests demonstrated achievability of the target range of Isp 
with operating times up to an hour at high temperature. Congress voted to terminate 
funding for the Rover program about 1972. 

This nuclear rocket engine type exhibits the characteristics of an energy-limited 
system. Isp is limited to 1000 seconds or less, but high thmst is readily achieved. 

Today this type of nuclear rocket is referred to as nuclear thermal propulsion 
(NTP). 

Ideal velocity increments (delta Vs) for in-space transportation missions range from 
a few to over 20 km/sec, with most interest for application of nuclear thermal propulsion 
falling in the range 7 km/sec to 15 km/sec. Below 7 km/s chemical propulsion is 
relatively capable, and above 15 km/s the mass of an NTP system begins to grow rapidly. 

Mission Applications - Table 2-1 presents a summary of mission types reviewed by 
IISTP, and expected constraints and applications for nuclear electric propulsion. 

Table 2-1: Potential Applications for Nuclear Thermal Propulsion 


Mission Type 

Expected Appiication/Utiiity 

Pluto Flyby 

Delta V ~ 17 km/s from LEO or ~ 13 km/s from Earth 
escape; may need launch to escape, or staging. 

Europa Orbiter 

Trade vs. chemical + gravity assist. 

Neptune or Pluto Orbiter 

May need staging; Trans-Neptune/Pluto injection stage and 
capture stage. Can use aeroassist at Neptune. Pluto 
capture much greater delta V. 

Mars Sample Return 

Needs reactor disposal strategies for TMI & TEI. TMI 
disposal may merely reguire gravity assist at Mars 

Kuiper Object Rendezvous 

Similar to Pluto Orbiter 

Interstellar Probe (to 200 
AU) 

Staged case may be interesting: Launch to Earth escape & 
then 2 NTP stages to add ~ 25 km/s 

HEDS lunar 

Needs reactor disposal strategy; benefit vs cost? 

HEDS Mars/Asteroid 

NTP is one of the reference systems. Needs reactor 
disposal strategy. 
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3.0 Issues 

3.1 Safety and Integration Factors 

Public safety constraints for nuclear electric propulsion have not been defined. Their 
definition will be controversial. Expected constraints are as follows: 

Probably no sustained operation in any Earth orbit, but a bum leaving Earth orbit 
probably OK. Start altitude may be higher than for chemical stage. 

Probably no return to Earth orbit. 

Launch clean reactors (thus, negligible radiation hazard on launch accident). 

Reactors designed or equipped to remain subcritical on water immersion (launch accident 
protection). 

Testing (on Earth) requires containment/decontamination of exhaust as well as of loss-of- 
coolant accident. 

Afterheat, or jettison of engine or entire stage, removal required following high-power 
bum. 

Protection of payloads and/or crew requires shadow shielding. 

Life limited to 1 - few hours (normally not a practical limitation). 

Spent reactor needs to be disposed of properly, i.e. not on a trajectory which could 
experience future Earth encounter. 

Hydrogen propellant for high Isp (operating temperature limits) 

Minimum reactor size for criticality leads to a minimum practical thrust level ~ 2K 

3.2 Ranges of Achievable Mass/Power Performance 

An estimate for a small NTP was prepared using a spread sheet. Results are shown 

in Figure 3-1. 
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xThrust- to- weight is dictated by reactor size, 
reflector, controls, shielding, and installation 
masses. 

X Representative calculations are shown to the right. 
xThe break in the curve below occurs because the 
reactor is assumed to require a minimum of 2 ft^ 

X Integration mass is that required to make a reactor 
and pump into an operating engine, i.e. valves, 
ducting, structure, and controls. 

XInstallation mass includes thrust structure and 
gimbal provisions. 


Installed Thmst- to- Weight Projections 
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Engine Characteristics 

Assume Thrust 

Assume Temp 

MolWt 

C*num 

C*den 

C* 

Isp 

Mass Flow 
Thermal Power 


3000 Ibf 
2700 K 
2.016 
12481.343 
0.761 

16405.634 fl/s 
892.872 sec 
3.36 Ib/s 

14402.378 kcal/s 
60.288 MWth 


Estimate of Engine Mass 

Reactor Power Dens 

50MWth/ft3 

Reactor Size 

2ft3 

Reactor Dens 

5 X water 

Reactor mass 

6241b 

Vessel Wall Equiv 

3 inches 

Repr Vessel L/D 

2 

Repr. Vessel Diam 

1.084 ft 

Repr Vessel Len 

2.168 ft 

Vessel Wall Dens 

3X water 

Vessel Mass 

345.4351b 

PutrpMass 

33.5991b 

Nozzle mass 

151b 

Subtotal 

1018.0341b 

Integration mass 

356.3121b 

Bare reactor engine 

1374.3461b 

Shield thick 

6 inches 

Shield Dens 

3 X water 

Shield mass 

148.2491b 

ready to Insti 

1522.5941b 

Insfl mass 

380.6491b 

Installed engine 

1903.2431b 


Figure 3-1: Estimated performance for 3 kibf (13.3 kN) NTP 
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3.3 Specific Observations Regarding Performance Estimates 

The NTP inputs received from technologists during IISTP Phase I represent very 
optimistic technology performance compared to comparable inputs for other propulsion 
technologies. It is well known to most reviewers that these performance estimates are 
very optimistic, since there is a long history of NTP technology investigations in the U.S. 
and, apparently, in Russia. 

Conservative estimates would lead to stage masses on the order of 20% more for 
the small stages appropriate to robotic outer planet missions. Conservative estimates do 
not have a severe effect on the scores for the NTP option. 

Fuel Form and Fuel Temperature: Isp 

The fuel form (of the optimistic estimates) is small cylinder elements consisting of 
cylindrical rolled, perforated tungsten metal foils with uranium oxide fuel. There are a 
few dozen of these making up the entire reactor. The propellant flow is from the outside 
of the cylinder into a central axial flow cavity, which discharges into a small nozzle for 
each fuel element. These nozzles presumably dump into a large diverging nozzle which 
continues to expand the flow. 

The effect of the rolled perforated foils is to create a porous fuel element with very 
large area per unit volume of contact with the hydrogen propellant. This, it is argued, 
permits very high power density (and hence low mass) for a given thrust level. The fuel 
is operated at about 3000K and the delta T between the fuel temperature and the 
hydrogen propellant temperature is claimed to be about 5 OK. 


E-35 




IISTP Phase I Final Report 
September 14, 2001 


Issues associated with this design include: 

(1) An inverse trade exists between heat transfer area per unit volume, and 
sensitivity of the fuel form to hydrogen corrosion. Thin foils as proposed 
will be subject to serious degradation even at low corrosion rates. I don't 
believe the corrosion rate for tungsten/U02 fuel at these temperatures is 
well established. There was work done on tungsten-based fuels during 
the NERVA days, but I don't know how much testing was accomplished, 
nor at what temperature. There may be more recent Russian data, but I 
don't know how reliable it is. Russian technology claims are sometimes 
driven by desire for funding, as is true in the West. The Russians tend to 
be stingy with raw data. 

(2) At high power densities it becomes difficult to match propellant flow 
distribution with neutron flux distribution which controls power level. 
Achieving a low and uniform delta T between fuel and propellant 
requires a very good match everywhere. If propellant flow exceeds 
proportional neutron flux locally, the hydrogen temperature is reduced. 
If propellant flow is low, the hydrogen and fuel temperature go up and 
the fuel temperature limits are exceeded. There are limits to the accuracy 
with which neutron flux can be predicted. 


A more conservative design would reduce power level per unit fuel mass, and 
reduce design propellant temperature to give more margin between nominal fuel 
temperature and failure temperatures. A very conservative design would use the 
NERVA-type graphite fuel form, hexagonal rods with axial hydi'ogen flow passages (19 
per rod for Nerva; this number can be altered), which has been extensively tested. A 
more conservative fuel temperature would be about 2700K, or if graphite were used, 
2500K. Corresponding Isps are about 875 and 850. (The NERVA was estimated at 
about 800 but it used a hot bleed cycle for turbopump di'ive. Today we would consider 
an expander cycle to be state of the art, and this increases Isp at a given fuel temperature, 
because all of the hydrogen flow is heated to full operating temperature.) A more 
conservative engine mass would be about twice the Mitee estimates. 


E-36 




IISTP Phase I Final Report 
September 14, 2001 


3.4 Sensitivities 

Figure 3-2 presents a typical graph of achievable vacuum Isp for a nuclear thermal 
rocket engine as a function of hydrogen temperature. Fuel maximum temperature would 
typically be at least 100 K greater than the average hydrogen temperature. 

X Isp is limited by the temperature of 
hydrogen flowing through the nozzle. 
xThe temperature is limited by the 
maximum material temperature of the 
reactor core. Allowances must be made 
for delta T between the reactor core and 
the hydrogen, and for "hot channel factors" 

(there will be hot spots in the reactor at 
higher temperature than the average core 
temperature). 

X Nerva reactors operated at hydrogen 
temperatures about 2500K 
x2700K is a reasonably conservative 
assumption for a newly- developed 
engine. 

Figure 3-2: Achievable Isp 

A nuclear thermal rocket engine is also sensitive to the propellant fraction of its 
propulsion stage. Like a chemical stage, high performance is achieved when the mass 
ratio start/cutoff is greater than 2. Table 3-1 presents typical stage mass fraction and limit 
delta V capability. The figure assumed an aluminum hydrogen tank. As noted, a 
graphite composite hydrogen tank would decrease inert mass and increase limit delta V 
capability by about 2 km/s. 

4.0 Mission Analyses 

Three potential missions were briefly analyzed: Solar System Escape (to 200 a.u.), 
Mars Sample Return, and Europa Lander. These analyses were only sufficient to indicate 
general performance potential for NTP. 

Solar System Escape ... A solar system escape has been achieved by at least 4 
spacecraft: 2 Pioneers and 2 Voyagers. These achieved escape by a Jupiter gravity 
assist. After 30 years of flight, the Pioneers at about 80 a.u. are approaching the 
heliopause, the place where the solar vicinity environment transitions to the interstellar 
environment. The design challenge for new technology in-space transportation is to 
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reach 200 a.u. in 20 years, without a Jupiter assist. Figure 4-2 summarizes the 
performance requirements. The upper curve shows trip times to distances from 10 a.u. to 
200 a.u. as a function of solar C3. The lower curve shows solar C3 as a function of high- 
thrust delta V, starting from an Earth escape condition. An Earth vicinity gateway could 
also be used, as these are very close to Earth escape energy. This mission is just barely 
within reach of an NTP system. The required delta V is nearly too much for a system 
with Isp less than 1000 seconds. However, it could be done. NEP may be a better 
choice, but probably represents a more expensive development. 


Table 3-1: NTP Stage Sensitivity 


©Sensitivities for the engine were displayed on 
previous charts. 

©The main sensitivity for the vehicle is hydrogen 
tank weight. 

©Hydrogen is very low density, requiring large 
volume tanks. 

©Hydrogen requires cryogenic insulation to avoid 
excessive boiloff 

©Tank fractions (tank mass/liquid hydrogen mass) 
typically range from 15% to 25%. 

©This limits the mass ratio achievable by a nuclear 
stage, and therefore the delta V deliverable by a 
single stage 

©A sample calculation for a 3000-lb-thrust stage with 
15,000 lb propellant load indicated a limit delta V 
(no payload) about 12.5 km/sec 

©If the tank were graphite composite instead of 
aluminum, about 2 km/sec was added. 


Estimate of Vehicle Characteristics 


Propellant Load 
Proellant Dens 
Propellant Vol 
Tank ends b/a 
Fu Tank Ftu 


15000lbf 
4.4lb/ft3 
3647.727 ft3 
0.7 

55000 psi 


FSult 

Tank diam 
Tank Pressure 
Tank Matl Dens 
Insul Dens 
Insul Thick 
Insul Area Dens 


1.5 
14ft3 
35 psia 
0.103 Ib/in3 
6.00lb/ft3 
1 in 

0.5lb/ft2 


Tank ends e 
Ends surf a 
Ends Vol 
Cyl Vol 
Cyl Area 
Cyl Length 
Cyl Surface Area 
Total Area 
Tank Wall 
Tank Ideal Mass 
Insul Mass 
Tank Actual Mass 
Tank Mass Fractio 


0.714 
442.984 ft2 
1005.729 ft3 
2641.999 ft3 
153.938 ft2 
17.163ft2 
754.857 ft2 
1197.841 ft2 
0.08 in 
1424.541b 
377.4281b 
2514.2381b 
0.168 


FI2 press mass 
FI2 Resid Mass 
Prop Delivery Sys 

Total propulsion s^ 
Total mass 
Propellant Fractior 
Limit Delta V 


118.9941b 

1501b 

135.8141b 

4822.2891b 
19822.289 
0.7567 
12.377 km/s 
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Mars Sample Return ... The Mars Sample Return case was similar to the case 
described in the SEP assessment. The return was assumed accomplished by chemical 
propulsion, and the NTP is used to launch the system from low Earth orbit to trans-Mars 
injection. This places a significant delta V on the NTP stage and results in a much 
lower mass mission than the all chemical system, but more massive than the SEP case. 


Curves to the right show trip times and delta 
Vs versus solar C3, starting from an Earth 
escape condition. 

A single 3K NTP engine with staged cluster 
tanks can achieve between 20 and 25 km/sec 
(3 tanks and 7 tanks respectively). Burn 
times are 3.7 and 8.7 hours. 

Distances 100 to 200 AU are achievable in 12 
to 30 years. 

Such a vehicle could be assembled at Earth- 
Moon L2 from a few EELV- H launches. 

Cost of this implementation can be traded 
versus something like a high- power NEP 
where the propulsion system will be more 
expensive, but the launches (presumably 
fewer required) less expensive. 


Solar Escape Trip Times 
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Figure 4-1: Solar System Escape Mission Analysis 
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The Mars sample return mission is summarized as follows: 

• Mission profile assumed: 

• Launch Ifom LEO by NTP to Mars transfer C3 15 km2/sec2 

• Lander does direct entry as before 

• Return vehicle does aerocapture at Mars. 

• Assume aerobrake plus maneuver propulsion mass penalty 25%. 

• Ascent vehicle rendezvous with return vehicle in Mars orbit; payload carrier 
transferred; return vehicle performs TEl and capture in LEO upon return to Earth. 

• NTP does TMl of entire vehicle from LEO to Mars transfer. NTP stage disposed by 
Mars gravity assist at arrival. 

• Assume return vehicle 6320 kg as for chemical vehicle. 

• Return vehicle ready to capture at Mars 7900 kg. 

• Entire package ready to launch to TMl 7900 + 2500 = 10,400 kg 

• Assume NTP g loss 200 m/s 

• NTP delta V = sqrt(2*|i/r + C3) + 0.2 - Vc, = 11.64 -7.61 = 4.03 km/s 

• NTP mass ratio at Isp 850 = 1.62 

• Required NTP propellant load 17,500 lb. 

• Total launch mass to LEO 46,000 lb, in range of a single EELV-heavy 

For the Europa Lander mission, operations at Jupiter can use gravity assist by 
Jupiter's large moons. The mission is summarized as follows: 

• Capture into 100,000 x Ganymede elliptical orbit ~ 2 km/s 

• Note that a moon near periapsis can be used to pump apoapsis and a moon near 
apoapsis can be used to pump periapsis. 

• Use Ganymede to pump periapsis up to Europa (also increases apoapsis somewhat) 
and use Europa to keep apoapsis pumped down to near Ganymede. 

• Ideally achievable Vinf at Europa is 1.69 km/s; actual probably closer to 2 km/s. 
Then capture and landing delta V ~ 3 km/s. 

• Using Isp 325 sec and propulsion propellant fraction yields 2050 kg spacecraft for 
250 kg landed bus mass. 

• 3K nuclear stage from Earth escape to C3 ~ 90 delta V = 9.5 km/s (assumes nuclear 
start at high altitude); mass to escape 30,000 lb 

• 3K nuclear stage from LEO to C3 ~ 90 delta V = 7 km/s; mass to LEO = 19,000 lb 
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5.0 Design Strategies and Approaches 

• Small engines to simplify ground testing 

• 3K thmst for robotic missions 

• 15K thmst for human missions with clustering as needed 

• Core temperatures compatible with required bum times and number of restarts 

• No reason to deviate from traditional NTR design approach 

• Nerva-type fuel element design, perhaps more holes 

• Feasibility questions (sintering, etc) with particle-bed design 

• Don't need higher power density for small reactors 

• Evaluate Russian twisted-ribbon designs 

• Reflected cylindrical design; reflector control drums 

• Hydrogen cooling of vessel, structural parts and controls 

• Shadow shield 

• Adequate materials testing (in hot hydrogen) for new reactor materials; or use 
Nerva materials within their temperature limits 

• Probably should use expander cycle rather than bleed cycle for pump power. 

• Redundant pumps for human missions to minimize risk of loss-of-coolant (LOC) 
accident 

• Hydrogen CFM for NTP is the same as for cryo chemical 
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6.0 Desirable Engine Characteristics 

• Highest reactor operating temperature consistent with desired life and reasonable 
design margins. 

• Lifetime 1 to 10 hours depending on mission. 

• Reactivity control range does not extend into prompt critical region. 

• Large area ratio nozzle for higher Isp. 

• Flat neutron flux profile probably requires fuel loading gradations in small engines. 

• Rigorous quality control needed because flight engines will not be acceptance tested. 
Pumps can be run on a pump stand. 

• Engine fitted with neutron poison (e.g. wires in coolant passages) to preclude 
criticality in event of water immersion on launch accident. 

• Usual design includes a shadow shield for protection of payload. Hydrogen tank 
provides additional protection, especially when filled with hydrogen. 
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7.0 Test Facility and Development Requirements 

Development of liquid rocket engines, regardless of the heat source, has 
historically required a lot of testing. The F-1 engine went through about 50 builds and 
1000 firings to reach flight qualification. This was, of course, a hardware-rich program. 
The SSME, which was hardware-lean, went through about a dozen builds and hundreds 
of firings. Since a nuclear rocket does not involve combustion devices, it may require 
fewer. We have no valid history, since no nuclear rocket ever went to qualified status. 

Of the options offered for engine development, the idea of doing development in a 
few flight tests is completely unrealistic. The other options are to test using existing 
man-made downholes at a former underground weapons test facility, and building a new 
complete containment facility at INEL. A new facility is probably required, but the 
downhole approach may work and should be evaluated. Either case requires a 
containment structure to deal with loss-of-coolant or other engine failures; this is 
apparently proposed for both options. 

My guess is that a nuclear rocket program would go through something like the 
following, assuming enough design conservatism to avoid major development problems: 

(1) Critical assembly ... neutron flux, criticality measurements, and control drum 
effectiveness at low power, no propellant flow. No special facilities required. 

(2) Turbopump development ... The turbopump would be developed by non¬ 
nuclear testing, with simulated heat source for delivering hot hydrogen turbine drive and 
simulated thrust chamber for discharge flow resistance. There are several existing test 
facilities capable of this. Some special test equipment may be required, but not a 
schedule or cost issue. 

(3) First build: Neutron flux and flow distributions at power, operating with 
facility-fed hydrogen (no turbopump). This requires a nuclear test facility. Tests would 
begin with start transients, continue at reduced power and temperature, and increase in 
power, temperature and duration as data are collected. Frequent hardware inspections 
would be required to assess local hot spots and any other damage or deterioration. Most 
of these could be implemented with robotics by snaking a fiber-optic viewer up through 
the nozzle exit. Some may require engine removal and tear-down in a robotic hot cell. 
These capabilities are well within the state of the art of robotics and pose no special 
issue except cost of equipment development. 

(4) Second build: Correcting deficiencies in the first build and continuing facility- 
fed hydrogen tests, attaining design duration and power level. Testing would continue 
through design core life, assuming no fuel failures to that point. Facilitization and 
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procedures same as first build. Following test series completion, the core would be 
completely dismantled and inspected for damage or deterioration. 

(5) Third build: integrated engine tests ... the turbopump is added, and integrated 
engine testing begins. Testing proceeds through start transients to progressively longer 
bums. Engine inspections are conducted as for the first and second builds. Turbopump 
performance is closely monitored, but unless anomalies or excursions beyond design 
operating conditions occur, the pump is not removed or inspected until completion of 
the test series. Following completion, the engine is completely dismantled and 
inspected for damage or deterioration. 

(6) Fourth build: Integrated engine tests continue to explore the operating 
envelope specified by the engine specification. Performance closely monitored, but 
only in-place inspections required unless anomalies are encountered. Following test 
series completion, the entire engine would be completely dismantled and inspected for 
damage or deterioration. 

(7) Fifth build: Qual test engine. The qualification test series would be performed. 
Performance closely monitored, but only in-place inspections required unless anomalies 
are encountered. Following test series completion, the entire engine would be 
completely dismantled and inspected for damage or deterioration. 

(8) Sixth build: First flight engine. No acceptance test is performed on the 
integrated engine. The turbopump would undergo an acceptance test before installation 
on the engine. 

The test facility includes exhaust containment, which could be in a new facility as 
in the INEL test concept, or in the down-hole facilities as proposed for Nevada testing. 
The down-hole concept needs to be examined to ensure it is capable of satisfying a test 
program as described above. My guess is that the test program currently conceived for 
this facility involves much less testing than described above. Figure 7-1 presents some 
rough calculations on a containment facility concept 
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Thrust Levels 


3000 Ibf 

15.000 Ibf 

Hydrogen throughput (kg), 1 hr at 890 Isp 

5504 

27520 

Volume (m^) @ 1 atm pressure & 1000 

224,100 

1.12x10® 

Length of 5- m dia duct (km) 

11.4 

57 

Volume if water spray to 400K (water vol negl) 

89,600 

448,200 

Length of 5- m dia duct (km) 

4.6 

23 

Water flow rate required, gpm 

Volume if LOX injected to burn hydrogen to 

250 

1250 

water and then all is condensed by water spray^ 

8360 

41,800 

LOX flow rate required 

12.1 

60.7 

Water flow rate required, gpm 17,102 (600 hp) 

85,513 

Length of 5- m dia duct (km) 

0.5 

2.5 


1: Assumed it will 
cool to about this 
temp due to heat 
transfer to duct wall 
2: Assumed 5% H2 
gas residual, plus 
water volume 



Figure 7-1: Exhaust Hydrogen Containment Concept 

In addition to exhaust containment and a containment structure to deal with 
reactor or turbopump (loss of coolant) failures, the test facility must provide thorough 
instrumentation, robotics for engine in-place inspection, and engine removal and re- 
installation, and one or more robotics hot-cells for engine disassembly, inspection, and 
re-assembly. 
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8.0 Cost Considerations 

• Non-recurring: 

• Main cost of nuclear thermal propulsion is re-creation and maintenance of the 
R&D institution required. 

• Test facilities are significant cost. 

• Potential cost of delays due to dealing with environmental impact issues and 
political opposition to nuclear propulsion in space. 

• These are not amenable to CER analysis because there is no applicable history. 

• Recurring: 

• Engines expected to be $100 - $150 million each 

• Costing should be possible with CERs 

• Balance of vehicle is conventional cryo vehicle 

• May want to add a little to avionics for rad hardening. 

• Operations: 

• Similar to other high thrust systems 

• Perhaps added systems safety costs 

• Post-mission reactor disposal but this appears to be a minor cost. 

9.0 Strategies for Technology Advancement and Mission Readiness 

• Certify fuel form and materials by thorough testing 

• Small engine first to minimize costs of problems 

• Intent to use NTP on HEDS missions is sufficient reason to do small engine first. 

• May want first in-flight use to begin at Earth escape to minimize safety issues 

• Thorough ground test program in effluent-containment & decontamination facility 

• See no reason for a technology flight test. 

• NTP engine is similar to chemical rocket engine 

• High confidence it will work in space if it works in ground test facility 

• Flight engines cannot be acceptance tested because they become radioactive. Can 
and should do pump "green mns". 

• May be a useful functional end-to-end test with hydrogen flow but no nuclear 
power. Check all valves and controls, pump spin-up. 
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10.0 Conclusions 

• Applicable to most mission categories 

• Inner solar system complex profile 

• Outer solar system simple profile 

• Outer solar system complex profile 

• Beyond solar system 

• HEDS Mars and asteroids 

• Technology well-understood in principle 

• Rover test program 

• Mature analytical capabilities 

• Significant public safety and environmental issues 

• Effluent containment and de-contamination test facilities are feasible 

• Containment of loss-of-coolant accident required; may be main cost impact on 
test facility 

• Launch "virgin" reactors; not significantly radioactive 

• If we want NTP in the stable, do small engine first 

• Non-recurring costs require careful evaluation; not a CER problem 
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SEP Independent Assessment 
Gordon Woodcock 
Gray Research, Inc. 


I.O Introduction and Purpose 

This assessment was conducted as part of Gray Research support to the MSEC In- 
Space Integrated Space Transportation Planning activity. The purpose of the assessment 
was to develop an independent understanding of the performance potential for solar 
electric propulsion, and the technology characteristics that would best serve utilization of 
solar electric propulsion for future space missions. 

2.0 Solar Electric Propulsion Mission Considerations 

Basic Principles - Basic principles for electric propulsion were described briefly in 
the accompanying NEP independent assessment and are not repeated here. Mission ideal 
delta Vs for nuclear and solar electric propulsion are similar, and the range of optimum 
Isp is also similar. At low power, up to 100 kWe, solar power systems are predicted to 
exhibit less mass per unit power than nuclear systems, and nuclear systems have the 
advantage at high power levels. 

A major difference between the systems is that nuclear electric power systems are 
not dependent on the Sun as an energy source and therefore can deliver power and 
propulsion in the outer solar system, where solar electric propulsion is ineffective to 
useless. 

Mission Applications - Principal mission application considerations are: 

• Electric propulsion is not useful for landing on or ascent from object with significant 
gravity. 

• Chief performance limitation is mass required to convert power and produce thrust 

• An SEP must point solar arrays to Sun 

• SEP must be at a reasonable distance to Sun for thrust power. Array output may go to 
zero at low light levels. Thus, SEP may not even produce housekeeping power in 
outer Solar System 

• Electric storage is not a reasonable thrust power option for shadowed periods. If s OK 
for bus housekeeping. Should assume propulsion off during shadowed periods. 


E-53 




IISTP Phase I Final Report 
September 14, 2001 


Table 2-1 presents a summary of mission types reviewed by IISTP, and expected 
constraints and applications for solar electric propulsion. 

Table 2-1: Potential Applications for Solar Electric Propulsion 


Mission Type 

Expected Appiication/Utiiity 

LEO station keeping 

State of the art. Possible problems with high precision due to shadow 
periods 

LEO to GEO or libration point 

Spiral through van Allen belts produces significant radiation dose 

GEO or libration point station 
keeping 

State of the art. May not be suitable for close proximity formation flying 
due to high-velocity jets 

Pluto Flyby 

Outer solar system reguires threshold power-to-weight (described later) 

Europe or Neptune Orbiter 

Not suited for maneuvers at Jupiter or Neptune but chemical + 
aeroassist + gravity assist suffice 

Mars Sample Return 

May require long life (up to 4 year mission); mission described on later 
charts 

Kuiper Object Rendezvous 

Not suitable: can't produce thrust at destination for rendezvous 

Beyond solar system 

Can reasonably be expected to achieve solar system escape, but transit 
to ~ 200 AU in reasonable time probably not achievable. 

HEDS lunar 

Useful for cargo; not for crew due to long trip time 

HEDS Mars/Asteroid 

Need high power 5-20 MWe. There are significant technology 
challenges to achieving multi-megawatt solar electric systems, although 
probably less so than for high power nuclear electric systems. Weak 
Stability Boundary gateway basing may be appropriate. 
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3.0 Issues 

3.1 Integration Factors 

Area: Useful power levels range from 1 to 2 kWe for station keeping, to 10 to 50 kWe 
for robotic planetary missions, to 5 to 20 MWe for human planetary missions. These 
power levels are referenced to Earth's distance from the Sun. High-performance solar 
arrays produce 300 to 400 watts per square meter. The corresponding areas are 3 to 6 
sq m for station keeping, 30 to 150 sq m for robotic missions, and 15,000 to 60,000 sq 
m for human missions. These large areas impose packaging and deployment or 
assembly problems. 

Voltage and Power Distribution: Up to about 25 kWe, conventional solar array voltages 
(28 to 160 V.) are practical. The International Space Station uses 160 VDC 
distribution for up to about 100 kWe. At 160V, 100 kWe represents 600 amps. 
Conductor losses can become severe, or conductors massive, as power, current and 
distribution distance increase. At some point it becomes imperative to employ 
advanced high-voltage power distribution methods. 

Flight Control: Large area structures introduce control issues. Ordinarily, a SEP stage 
does not need to be very maneuverable, but the thrust vector must be accurately 
directed. Large area structures are likely to have low natural frequencies and a large 
number of significant flexible modes. Attitude control stability must be maintained in 
the presence of these flexible modes. Electric thrusters need gimbal capability to 
maintain thrust through the vehicle center of gravity and provide roll control. Given 
the low thrust, the gimbal motion can be slow. 

3.2 Ranges of Achievable Mass/Power Performance 

Power in the jet is fu/2 where f is thmst in newtons and u is jet velocity in m/s. We 
need f/m to be at least a few x 10'^ for some missions 10'^. (Note 10'^ is 30 km/sec per 
year.) Then p/m = f/m u/2, and for f/m = 10'^, p/m is about Isp/200 in watts/kg. If 
efficiency of conversion of electric power to thrust is 60%, then p/m electric needs to be 
about Isp/120. Isp/200 to Isp/100 is a representative range, for the spacecraft as a whole, 
with payload and propellant. 

An optimized electric propulsion system tends to be about 1/3 propulsion system, 
1/3 bus and payload, and 1/3 propellant. For the power system, one could then quote the 
power-to-mass ratio as Isp/60 to Isp/30. This mass split gives a mass ratio 1.5. 
Therefore, the rocket equation would specify that Isp should be about 250 times the 
mission ideal delta V in km/sec. 

Example: Mission ideal delta V 12 km/s, Isp = 3000 sec. Since we assumed power 
system = payload mass, by this rule of thumb, at 3000 Isp we want 50 to 100 watts per 
kg. (10 to 20 kg/kWe) If the payload is 100 kg, the power is 5 to 10 kWe. 
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For most missions, the velocity needs to be delivered in less than 2 years as a 
maximum. Multiply 10 kg/kWe by 730/132 to obtain 55 kg/kWe as a rough maximum 
acceptable mass/ power ratio. For human missions to Mars and return, on opposition-like 
profiles (i.e. fast round trips) the calculated power duration of 132 days is already about 
as long as we would wish to entertain, so for these missions, the mass/power ratio should 
be less than 10 kg/kWe. Only very low power/mass solar electric systems are likely to 
achieve less than 10 kg/kWe. Examples described in this assessment are not that high in 
performance. 

3.3 Selection of Isp 

An optimum Isp occurs for electric propulsion systems. If the mission delta V is 
not dependent on Isp (for example, delta V for a low-thrust spiral from LEO to GEO is 
only weakly dependent on Isp), a simple optimization may be performed as indicated in 
Figure 3-1. For planetary missions the delta V is usually strongly dependent on Isp and 
this simple optimization is inaccurate. The principle still holds. 

^An optimum Isp occurs because if Isp is 
too high, powerplant mass dominates; if 
too low, propellant mass dominates. 

^ If mission ideal delta V is not a function of 
trip time, a closed- form equation exists: 

M|_/Mo = 1/ft - x[(fi- 1)/fi]u2/(2T) 


where M|_/Mq is payload fraction 
ft is rocket equation mass ratio 
X is mass/power in kg/watt of jet power 
u is jet velocity in m/s 
T is burn time in seconds 


If mission ideal delta V is a function of trip 
time (the usual case) the optimum Isp must 
be found by trajectory analysis, but the 
general principle still applies. 


Example ... 

12 km/s delta V in 150 days 
30 kg/kWj (jet power; 
about 18 kg/kWe) 


Optimization of Isp 
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Figure 3-1: Optimization of isp - Simpie Exampie 
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3.4 Sensitivities 

For the SEP assessment, we considered sensitivity of thruster and power processing 
efficiencies. More efficient systems can afford to be more massive while still delivering 
equal performance because the higher efficiency delivers more propulsion from the solar 
array mass. A representative high-performance system would exhibit mass/power about 
15 kg/kWe, For this system the thruster and power processing efficiency/mass trade is 
illustrated in Figure 3-2. 

Sensitivity curves a re based on an advanced solar electric propulsion 
overall electric power/mass ratio 15 kg/kWe at 65 kWe. Advanced 
gap solar cellsare assumed. Break-evensmaintain constant 
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Figure 3-2: Performance Sensitivities 
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4.0 Mission Analyses 

Two mission examples were considered: One was solar system escape, and time to 
Pluto distance (here taken as 40 AU although Pluto is presently nearer the Sun at about 
30 AU). Solar electric propulsion, because it is dependent on the Sun for power, exhibits 
reasonably effective trajectory performance for solar system escape, i.e. less than one 
revolution about the Sun and attainment of escape energy in about a year, above a certain 
power-to-mass ratio, and poor performance, i.e. more than one revolution and many years 
to attain escape energy, below that value. The transition is relatively rapid near the 
critical power-to-mass ratio as illustrated in Figure 4-1. The charts in the Figure are the 
result of numerically integrated but not optimized trajectories. Illustrated performance 
can be improved by use of Venus or Earth gravity assist. 

The second case considered was Mars Sample Return, which is a round-trip 
mission. In the case evaluated, the SEP was assumed launched by an ELV to positive C3 
re Earth. Its profile is (1) transit to Mars carrying the lander, (2) capture and spiral down 
to a low Mars orbit where it picks up the Mars sample from the Mars ascent vehicle, (3) 
transit to Earth, and either (a) releases the sample vehicle for a direct Earth entry, or (b) 
spirals down to a low Earth orbit for Shuttle pickup. 
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SEP requires a threshold thrust- to- mass ratio to achieve 
solar system escape, about 10" ^ g. Below this value, 
power drops off too fast with distance from the sun. The 
curve to the right shows time to reach C3=0 (re Sun) 
beginning at Earth distance. T/M was set at 0.001 N/kg 
(approximate T/W 10" ^g) at Isp 3000. At constant power, 
as Isp increases the T/W decreases. A 12% increase in Isp 
doubles the time to reach escape. Solar system escape 
capability is a reasonable test for outer planet mission 
feasibility. 

A representative SEP system at 65 kWe would have the 
following characteristics: 

^Efficiency 60%; jet power 39 kW 

Hsp 3000 sec; thrust 2.6 N 

xMass 2600 kg @ Earth escape; Delta- III class 

><Propellant load 1040 kg (to solar system escape). 

s<Spacecraft and payload 1560 kg 

If the electric propulsion system has specific mass 15 

kg/kWe, its mass is 1000 kg, leaving 560 kg for other 

spacecraft bus functions & payload. 15 kg/kWe is in the 

achievable range, e.g. with 200 W/kg solar array. 



Trip Time to 40 AU vs Solar C3 


10 20 30 40 50 60 70 80 90 100 


C3 

For about the same performance, a solar sail would be 600 m square at 2 glm^ (very light, 
beyond near- term state of the art). It could use a smaller launcher. Delta II instead of Delta III. 

Figure 4-1: Solar System Escape Mission Performance 


A Mars sample return mission description was contrived as summarized below for 
purposes of SEP performance analysis and comparison to chemical propulsion. No 
representation is made that this Mars sample return example is a recommended mission. 


Payload carrier bus 

• Carries Mars samples, includes ample protection provisions 

• Performs rendezvous and docking with SEP interplanetary bus after ascent from 

Mars to low circular orbit 

• Assumed 100 kg for 2 to 5 kg sample payload 


Mars ascent 

• 2-stage solid or Mars surface storable propellants. 

• Solid Isp assumed 290, propellant fraction 0.9 

• Equivalent liquid Isp 325, propellant fraction 0.836 

• Did not assume Mars surface propellant production, but should be evaluated. 

• Ascent vehicle gross mass ~ 900 kg including payload carrier bus. 


• Lander 
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• Assumed to carry 200-kg rover (or 2 - 100 kg rovers) plus ascent vehicle 

• Assumed to use entry aeroshell plus parachute plus terminal descent propulsion. 

• Assumed aeroshell 12%, landing propulsion 11%, parachute 15%, and structure & 
bus 28%, respectively, for lander inerts as fraction of total landing weight. 

• Total landed payload 1100 kg; estimated entry weight 2500 kg. 

The basis for the SEP analysis was delivery to Mars, 2500 kg, return to low 
Earth from Mars, 100 kg. 

Figure 4-2 presents a summary of the estimated mission performance. Delta Vs 
were not obtained from specific trajectory analyses but from generic characteristics of 
these trajectory types. The initial mass is within the capabilities of existing ELVs. The 
profile feature of a spiral down to low Earth orbit is attractive from the point of view of 
planetary back-contamination. 

We assume 1000- kg SEP as before, with Isp 3000 and jet power 39 kW. 

Thrust 2.65 N mass flow 9 x lO ^ kg/s 
We assume launch to C3=10 - 15 km^/sec^ 

Propellant tanks are assumed 10% of propellant capacity. One tank is used for Earth spiral- in 
and a second tank for all prior maneuvers. 

We assume the SEP delivers half power (half propellant flow) in Mars vicinity. 


Maneuver 

Delta V 
km/s 

Mass 

ratio 

Propellant 

required 

Burn time 
(days) 

End mass 

Start mass 

Mars arrive 

5 

1.185 

1008 

220 

5442 

6450 

Mars spiral- in 

3.5 

1.126 

330 

85 

2612 

2942 

Mars spiral- out 

3.5 

1.126 

304 

78 

2408 

2712 

Mars- Earth 

10 

1.405 

694 

116 

1714 

2408 

Earth spiral- in 

7 

1.269 

304 

39 

1130 

1434 


The lander separates at the end of the Mars arrive maneuver. The propellant tank for the last 
maneuver weighs 30 kg; the propellant tank for the remainder of maneuvers weighs 234 kg. 
Total burn time is 538 days (12,912 hours). In view of the long burn for Mars arrive, the Earth- 
Mars trajectory probably needs to be type 2. 


Figure 4-2: Mars Sample Return SEP Performance Estimate 

A comparable chemical mission performance estimate is as follows: 

• Launch to Mars transfer as for SEP. 

• Mars Arrival: assume C3 = 15; capture into 500 km circular orbit. 

• Mars Departure: C3 = 15; Earth arrival C3 = 20. 
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• Earth arrival: Consider direct entry (not comparable) and capture into low Earth 
orbit. For direct entry assume return payload 200 kg. 

• Mars lander is same as for SEP. Note that chemical mission must dispatch the lander 
at Mars approach C3=15 rather than C3~0 as for the SEP case. 

• Assume ascent stage same so we don't have to rerun ascent analysis. 

• Assume Isp 370 & propellant fraction 0.82 for space propulsion stages (rough 
estimate for LOX-methane). 

• Return mission: DV TEl = 2.77 km/s mass ratio 2.14 W = 2.87 Bus mass 200 kg 

• Return vehicle loaded mass = 2.87*(200 + 200) = 1148 kg 

• Mars capture delta V = 2.77 km/s 

• Captured mass = Return vehicle = 1148 kg 

• Begin capture mass = 3295 kg 

• Lander delivered = 2500 kg as before; total launch mass = 5795 kg to C3 = 15. 

• If capture to LEO for quarantine (as assumed for SEP), DV = 4.04 km/s; mass ratio 
3.04; W = 5.5. Return vehicle is then 6320 kg and total Earth launch is 20,637 kg. 
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5.0 Technology 

Thrusters: Thruster characteristics to enhance system performance are as follows: 

• Efficiency ... Directly affects jet power-to-mass ratio; target > 60% 

• Long life ... SEP missions may require a year or more of operation 

• Reliability ... For mission success, need to reliably deliver long life 

• and performance 

• Benign failure ... Should not take down the rest of the system on failure; defeats 

redundancy of thruster clusters. 

• Low mass ... Target is on the order of 2 kg/kWe 

• Simplicity ... Not requiring elaborate power processing/conditioning 

• Cost ... Should not exceed "pricey" space hardware ~ $ 10,000/lb 

• Propellant... Should be available at reasonable cost; permit efficient 

• tankage/storage; not require exotic delivery systems. 

There are numerous thruster technologies. While this independent assessment did 
not spend much time on thrusters, brief observations are in order. 

Resistojets and arcjets have been used commercially. Both use thermal heating of 
propellant and thermodynamic expansion through a nozzle. Isp available from these 
types is too low for planetary mission applications (Isp up to 600 seconds in the 
commercial versions, which use hydrazine; arcjets could probably reach about 1500 
seconds with hydrogen). 

Hall thrusters use the Hall effect with a current flowing in an ionized plasma to 
create an electric field which accelerates ions. Commercial versions have achieved Isps 
about 2000 seconds at power levels of a few kWe. This Isp is about ideal for operations 
in Earth orbit and Earth vicinity, but too low for planetary missions. Hall thrusters 
exhibit efficiencies in the low to mid 50s. Future developments may improve this. 
Current Hall thruster technology is limited in power to 10 kWe or so. Discussions during 
IISTP Phase I indicated that Hall thruster power up to about 100 kWe may be feasible, 
but that attaining significantly higher Isp is not expected. 
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Ion thrusters Use electron optics (a series of grids, usually 2 or 3) to accelerate 
positive ions created in an ionization chamber. Electrons are emitted by a separate 
electron gun, usually called a neutralizer, so that the net beam is charge neutral. Current 
ion thrusters, commercial and government-sponsored, have Isp in the range 3000 to 4000 
seconds at power levels slightly less than 5 kWe. The next logical development step is a 
10 kWe ion thruster with maximum Isp somewhat greater. Ion thrusters exhibit 
efficiency exceeding 60%. Building ion thrusters with power capacity greater than a few 
tens of kW is expected to prove very difficult. 

Several other thruster types are in an earlier stage of technology development. 
Experimental magnetoplasmadynamic (MPD) thrusters have used noble gases and 
lithium as propellant. Power levels are multi-hundred-kW and up. A wide range of Isp, 
2000 to 10,000 seconds, has been discussed. Experimental efficiencies are lower than ion 
or Hall thrusters, with the lithium devices presently doing somewhat better than the gas 
thrusters. Continuing research is directed, in part, to increasing efficiency. A pulsed 
inductive thruster (PIT) was developed and tested several years ago by TRW. It uses a 
high-intensity electrical pulse through a spiral-wound magnet to ionize and accelerate a 
pulse of gas propellant. Efficiencies in the 50% range were measured. At high pulse 
rates this device would exhibit high power. The variable specific impulse magnetic 
rocket (VaSIMR) ionizes hydrogen, traps it and heats it (by microwaves) in a magnetic 
bottle, and through controlled leakage, permits the hot hydrogen to expand through a 
magnetic nozzle. This device is under development at JSC. It can produce variable 
specific impulse because the hydrogen heater is independent of the ionizer. In view of 
the complexity of the device and multiple opportunities for losses (ionizer, heater, 
leakage of neutrals and ions, and nozzle losses), in this reviewer's opinion, it is likely to 
suffer from low efficiency. If this thmster works, it will be capable of high power. 

Ion thrusters are presently favored for robotic planetary mission electric propulsion 
(either solar or nuclear) because of their maturity, Isp range, and efficiency. Because of 
their power limits, large numbers would have to be clustered for use on multi-megawatt 
spacecraft. If one or more of the high-power-capable thrusters reaches a greater level of 
maturity and efficiency, it will probably be preferred for multi-megawatt applications. 

Solar Arrays: Current solar arrays are mostly silicon at about 14% efficiency, some 
gallium arsenide at about 18%. New multiple-band-gap technology is now becoming 
commercially available, at about 28% efficiency (25C AMO). A comparison is shown in 
Figure 5-1. The performance in watts/kg is for a bare blanket; a complete array (with 
additional structure, mechanisms and wiring) will probably be, for example, about 220 
W/kg where the bare blanket is about 280. 

There are a number of alternative array technologies that may exceed this 
performance. Trough concentrators are now used on commercial communications 
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satellites. Other concentrator configurations have been tested. Various thin-film solar 
cell types could provide high performance if the substrates and coverglasses are light 
enough. 

Power Processing and Distribution: Solar cells generate from one to about 2.5 
volts per cell. Series strings are used to raise the voltage to 28 to 160 volts. While higher 
voltages could be generated, conduction paths and charging effects in low Earth orbit 
limit the utility of higher voltages. If the system need never operate in a plasma 
environment such as low Earth orbit, higher voltages could be used. However, thrusters 
may need voltages up to thousands, and also need control of the power supplied to them. 
Array output voltage is affected by operating temperature and other effects such that the 
fluctuation in array output voltage may be as much as 2:1. Therefore, power processing 
is generally necessary. 
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Solar Electric Power State of the Art 


Array power/mass performance can be about doubled by slight decreases in 
materials thicknesses and major increase in solar cell efficiency. Currently 
available Spectrolab cells are quoted at 26% efficiency and 0.8 kg/m2 
Can use 160- V arrays as for space station. 

Power processors can get below estimated 5 kg/kWe at 10 kWe and above, by 
going to aircraft standard frequencies (440 Hz) or above. That's 50 kg for a 10 
kWe processor. 


Space Station Array Technology 



Advanced Array Technology 



Item 

Thick, mil 

Densitv 

Mass ka/m^ 

Cover glass 

5 

3 

0.375 

Cell 

8 

2.7 

0.54 

Substrate 

10 

1.6 

0.444* 

Adhesives, etc. 

1 

1.6 

0.04 

Conductors 

0.1 

8 

0.02 


1.419 

At assumed efficiency 13%, power/mass = 123w/kg 
* Array area efficiency 90% 


Item 

Thick, mil 

Densitv 

Mass ka/m^ 

Cover glass 

4 

3 

0.3 

Cell 

4 

5 

0,5 

Substrate 

8 

1.6 

0.34* 

Adhesives, etc. 

1 

1.6 

0.04 

Conductors 

0.1 

8 

0.02 


1.20 

At target efficiency 25%, power/mass = 279 w/kg 


* Array area efficiency 95% 


Figure 5-1: Illustration of Solar Array Performance 

Power processors usually convert dc electricity to ac, use transformers to increase 
or decrease ac voltage, and then rectify the output at the desired voltage. Alternatively, 
switching and capacitor ladders can be used to increase dc voltage. Power processing 
may be a significant part of propulsion system mass. An important factor is how 
complex the power processing task is to provide the power and power control needed by 
the thrusters. Low-power systems (few kW) may exceed 10 kg/kWe. Projections at 
higher power are in the range 1 to 2 kg/kWe. 

Design Strategies: Design strategies for achieving high power-to-mass ratio are 
presented in Figure 5-2. Values for thrusters and power processing in the figure may be 
pessimistic, depending on technology choice and power level. Achieving high power-to- 
mass performance is very challenging since mundane factors such as stmctures, array 
deployment, launch loads support, and thruster gimbaling mechanisms can add up to 
severely penalize overall system performance. Achieving high performance from array. 
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power processing and thruster technologies is only half the battle, and the battle is likely 
to be lost on the other half 

Design strategies for high power may be summarized as follows: 

• Multiple array wings and/or panels, like Space Station 

• Distributed power processing with conversion to high-voltage 3-phase AC at many 
points on the array and conversion to thmster power at the thruster location 

• For example, each processor might be 50 kWe, i.e. 20 processors per megawatt. 

• Multiple redundant parallel systems, for example a 10-megawatt SEP might be an 
assembly of 10, 1-megawatt systems. 

• High power thrusters, 100 kWe to 1 MWe (but efficiency is still important!) 

• Assembly in space, at Space Station or other shuttle-compatible orbit, or robotic 
assembly at a high-energy location such as a libration point gateway. 

• Boost to ~600 km by a low-thrust chemical tug to get out of high drag area 

• High-power SEP (such as for Mars transportation) based at high-energy location such 
as EML2, serviced from LEO by chemical propulsion vehicles. 


. High-efficiency multiple-band- 
cells 

• Higherarray voltage asforSpace 
Station 

. High performance power 

• High efficiency thrusters 

• Lightweight structuresand 
components 

• Rnd a way to design solararray 
support and deployment structure 
that it doesnot carry launch loads 
(for exam pie, provide an auxiliary 
structure as part of the SEP and 
payload 


Representative powei 
to-massbreakout 


Item kq/kWe 

• Blanket 3.6 

• Blanket support/ 

deploy 2 

• Main power 

conductors 1 

• PPU/control 4 

• Thrusters 4 

• Propellant Deliv¬ 
ery System 0.4 

Total 15.0 

Note: Propellant tanks 
separately accounted 


Figure 5-2: Design Strategies for Power-to-Mass 
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6.0 Cost Considerations 

The SEP unit cost needs to be no more than savings for eliminating, or reducing 
size of, a launch vehicle. Therefore, our hypothetical 65 kWe SEP should be in the $100 
million range. 

Solar array @ SlOOO/watt $65 million 

PPUs @ $5000/kg & 4 kg/kWe $1.3 million 

Thrusters @ $20,000/kg & 4 kg/kWe $5.2 million 

Total $71.5 million 

(Targets representative of commercial space hardware.) 

• Leaves about $30 million for integration cost. 

• Development cost is typically 5 x first unit cost; suggests a target < $400 million. 

• All, of course, after technology has been advanced to Technology Readiness Level 
(TRL) 6. 
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7.0 Strategies for Technology Advancement and Mission Readiness 

• Solar cell technology appears to "be there". Minor improvements, lightweighting, 
deployment for larger systems, might be sought. 

• Do a systems design study to confirm achievability of useful performance and cost 
targets, and obtain sensitivity data similar to slide 6. If OK, continue. 

• Select ~ 3 thruster technologies based on estimated power-to-mass and efficiency. 
Others continue research status 

• Develop prototype power processors for each thruster type. 

• Bring thrusters and processors to TRL 6 

• Build and fly a 10-kWe (or thereabouts) flight testbed (this would be next-generation 
technology beyond Deep Space 1). 

• Build a 25 to 65-kWe (or thereabouts) lead customer SEP vehicle and fly it on a real 
mission. 

• Instigate ground-test research into 3(|) AC 400 Hz (or selected frequency) distributed 
DC-AC converters and power collection networks for multi-megawatt SEP systems. 

8.0 Conclusions 

• SEP has desirable performance potential for several missions. 

• Solar cell technology is "in the target range". 

• Technology efforts needed to bring thrusters and power processors to TRL 6 at 
desired power levels and operating life. 

• Reasonable design strategies exist for high power/mass and high power systems. 

• Major efforts required on lightweighting at component and systems level to reach 
target 15 kg/kWe or better. 

• SEP cost ranges are challenging but not outside space hardware experience. 
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APPENDIX F 
Cost Team Report 
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Appendix F Cost Analysis Report 
Mahmoud Naderi MSFC 
Robert Sefcik GRC 
Sharon Czarnecki (SAIC) 

Gordon Woodcock (Gray Research) 

Introduction and Purpose 

Cost analyses were performed for missions and technologies to support overall IISTP analysis 
and scoring. The cost analyses covered only DDTE, hardware acquisition, and launch costs, 
which were assessed based on current published commercial launch vehicle cost data. Other cost 
categories considered by IISTP were technology advancement cost and mission operations cost. 
Operations cost as accounted by IISTP included launch costs, for which we obtained estimates. 

Methods 

DDT&E and hardware acquisition (unit) costs were estimated using NAFCOM, which is a NASA 
mass-based parametric (cost estimating relationships) method. NAFCOM has a broad data base 
of many spacecraft and space vehicles, which can be selectively applied. In this cost analysis, 
historic spacecraft of similar complexity were used. 

We observed that the data base contained two classes of planetary spacecraft of comparable 
complexity, (1) most of the data base, traditional designs such as Viking and Voyager, and (2) a 
few spacecraft that represented the “faster, better, cheaper” approach to program management, 
such as Pathfinder. We chose to bias our selection of spacecraft data base to the traditional cases 
since it was our understanding that the agency is currently returning to that approach. This 
caused our estimates to be higher than would be the case if we biased towards the latter sample. 

NAFCOM required that we provide estimates of spacecraft mass according to major subsystem. 
For some of the missions considered, we did not have that information. Therefore, we 
constructed a representative breakout from the data base and used those percentages to allocate 
the total mass estimate among subsystems for purposes of the cost estimates. 

For the solar electric and nuclear propulsion systems. Bob Sefcik of the Glenn Research Center 
(GRC) developed and provided the estimates, since NAFCOM has no historical data base for 
these systems and GRC has applicable experience in systems and technology development. 

Missions/Technologies Analyzed 

Most of the analysis was concentrated on the Neptune Orbiter since that was the first mission 
analyzed and scored. NAFCOM runs were made for seven technologies: state-of-the-art 
chemical, state-of-the-art chemical with aerocapture, advanced chemical, solar electric propulsion 
(SEP) ion, nuclear electric propulsion (NEP) ion, solar sails, and nuclear thermal propulsion 
(NTP). 
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Summary of Results 

Two results are presented here: The Cost Team estimates for the Neptune Orbiter mission, and 
JPL Team X estimates for the Titan Explorer mission. Certain things were unclear about the 
Team X estimates: (1) no costs for aerobrake could be found in their detailed estimate sheets, so 
the Cost Team estimates for the Neptime Orbiter aerobrake were added to the Team X estimates 
for a degree of consistency; (2) it was not clear to what degree the Team X estimates covered 
DDT&E for in-space propulsion systems. Comparing the estimates, it is suspected that the Team 
X estimates cover only purchase (unit) costs for these systems. 

Neptune Orbiter 

SOA Chem/A Adv NTP/AC NEP Solar SEP/AC 
Chem C Chem ion/AC Sail/AC 

DDT&E 


Main Propulsior 

156 

152 

152 

737 

537 

217 

114 

Arrival Propulsic 
Aerobrake 

57 

47 

75 

47 

0 

47 

47 

Unit 

Main Propulsior 

42 

42 

42 

42 

246 

73 

89 

Arrival Propulsic 
Aerobrake 

19 

10 

24 

10 

0 

10 

10 

Ops 

Mission Ops TBD 
Launch 

172 

172 

172 

111 

111 

122 

172 

Total 

Main Propulsior 

198 

194 

194 

779 

784 

290 

203 

Arrival Propulsic 
Aerobrake 

76 

57 

98 

57 

0 

57 

57 

Launch 

172 

172 

172 

111 

111 

122 

105 


Neptune Orbiter Propulsion Cost 

Total Cost, Millions 



MMain Propulsion ^Arrival Propulsion □ Aerobrake 11 Launch 
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Neither of the estimates as presented here cover mission operations costs. Team X 
provided mission operations costs in their estimates, but it does not appear that any 
unique costs which might be attributed to the technical characteristics of the propulsion 
systems were identified. Perhaps such unique costs would be too small to be significant. 
The Cost Team did not estimate mission operations costs. 





Titan Explorer (JPL Team X) 













Chem/ 

AC 

5kW 

SEP 

10 kW 
SEP 

NEP 

NTP 

NTP 

Bimodal 

Solar 

Sail 

Plasma 

Sail 










Acquisition 









Main Propulsic 

48 

143 

137 

304 

140 

159 

59 

87 

Arrival Propulsion 








Aerobrake 

47 

47 

47 


47 


47 

47 










Launch 

114 

107 

107 

107 

97 

160 

97 

97 










Totals 









Main Propulsic 

48 

143 

137 

304 

140 

159 

59 

87 

Arrival Propulsion 








Aerobrake 

47 

47 

47 

0 

47 

0 

47 

47 

Launch 

114 

107 

107 

107 

97 

160 

97 

97 


Titan Explorer Prop. Cost (JPL Team X) 



H Main Propulsion ^ Arrival Propulsion DAerobrake ■ Launch 
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The Cost Team estimates showed nuclear propulsion systems to be considerably more 
costly than the other systems. Most of this was in the development cost for these 
systems. The costs are presented as if the Neptune Orbiter program would fund the entire 
development of the nuclear systems. For major new technology developments this is not 
realistic. A technology advancement and development program would bring the system 
to first flight status and the first mission user would pay only the unit cost for the 
propulsion unit used on the mission. Evaluated in this way, our estimate for nuclear 
thermal propulsion was not markedly greater than for chemical propulsion; nuclear 
electric propulsion was still higher in cost than the other systems. Nuclear propulsion 
costs may not be complete; the NASA estimates may not include reactor costs. The 
reactors would be developed and produced by the Department of Energy. 

It is important to note that while the chemical propulsion systems were competitive in 
cost they were not competitive in trip time. The chemical/aerobraking option had 
acceptable trip time. 

Costing Ground Rules and Assumptions and Estimator's Notes - Details 
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General Ground rules 

• NASA/Air Force Cost Model (NAFCOM99) was utilized as the primary tool to 
develop cost estimates for all stages including the propulsion technologies. 

• Other costing tools which may provide a better estimate for any specific technology 
will be used in conjunction with NAFCOM. 

• NAFCOM estimates are comprised of Phase C/D costs only. 

• Estimates generated for mission concepts include a s/c bus, applicable propulsion 
technologies, a launch vehicle and propellant. 

• Contingency, Program Support and Fee are included in the estimates and are 30%, 
15% and 10% respectively. 

• Estimates are in Fiscal Year 2001 Dollars (Millions). 

• Mass is displayed in kilograms. 

• A prototype development approach is assumed for all estimates. 

• Systems Test Hardware (STH ) quantities used in the model were agreed upon by the 
Systems Team and are applied to all estimates: 

o STH Qty of 0.25 will be used for all hardware with modular design. 

o STH Qty of 0.5 will be used for all systems using dual identical hardware. 

O STH Qty of 1.0 is used for all other hardware. 

• Launch vehicle costs were extracted from AlAA/lsakowitz, 3'^'^ edition (published 
December 1999) and throughput into the estimates. 

• Launch vehicle modification cost estimates are a percentage of the launch vehicle 
cost. 

• Propellant costs are extracted from Standard Prices for Missile Fuels Management 
Category Item (CMAL NO 00-6) dated 9 August 2000. 

Masses for each concept were obtained by GW from the Systems Team except where 

specifically noted in ground rules of specific concepts. This includes masses for those 

propulsion technologies estimated by GRC. 
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Acronyms 


AC - Aerocapture 

ADCS - Automated data and communications system 

BOL - Beginning of life 

DCIU - Digital control interface unit 

DOE - Department of Energy 

FH - Flight hardware 

FU - First unit 

GRC - Glenn Research Center (formerly Lewis Research Center) 

IISTA - In-space Integrated Space Transportation Activity 

IISTP - In-space Integrated Space Transportation Planning 

Isp - Specific impulse 

JPL - Jet Propulsion Laboratory 

LH2 - Liquid hydrogen 

L02 - Liquid oxygen 

MPD - Magnetoplasmadynamic (MPD) thruster 
MSFC - Marshall Space Flight Center 

NAFCOM - The cost model, stands for NASA/Air Force Cost Model 

NEP - Nuclear electric propulsion 

NTP - Nuclear thermal propulsion 

PPU - Power processing unit (power conditioning system) 

PMAD - Power management and distribution subsystem (PPU is part of the PMAD if 
not broken out separately) 

RTG - Radioisotope thermoelectric generator 

SEP - Solar electric propulsion 

S/M - Structures and mechanisms 

SOA - State of the art 

STH - Systems test hardware 

TCS - Thermal control system 

TNC - Trans-Neptune capture 

VaSlMR - Variable specific impulse magnetoplasma rocket 
WAG - Rough guess 


Initials 

GW - Gordon Woodcock (Systems and Cost Teams) 

SHC - Sharon Czamecki (Estimator) 

Note: Acronyms not listed are probably spacecraft or space vehicle names. 
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Launch Vehicles 

The following assumptions were concerning Launch Vehicles that will be used for the 
following missions: 


Mission 

Launch Vehicles 

Comments 

Neptune Orbiter Solar Sail w/ 
AC 

Atlas V 550 

From IISTP Systems Analysis 
Team Neptune Orbiter Mission 
Package, 3/26/01, Larry Kos 

Neptune Orbiter Baseline (SEP 
Ion with AC) 

Delta IV Heavy 

Direction from Systems Team 
(GW) 

Neptune Orbiter Advanced 
Chemical 

Delta IV Heavy 

From IISTP Systems Analysis 
Team Neptune Orbiter Mission 
Package, 3/26/01, Larry Kos 

Neptune Orbiter State of the Art 
(SOA) Chemical with 
Aerocapture 

Delta IV Heavy 

From IISTP Systems Analysis 
Team Neptune Orbiter Mission 
Package, 3/26/01, Larry Kos 

Neptune Orbiter State of the An 
(SOA) Chemical 

Delta IV Heavy 

From IISTP Systems Analysis 
Team Neptune Orbiter Mission 
Package, 3/26/01, Larry Kos 

Neptune Orbiter NEP Ion with 
Aerocapture 

Atlas 530 

From IISTP Systems Analysis 
Team Neptune Orbiter Mission 
Package, 3/26/01, Larry Kos 

Neptune Orbiter NEP VaSlMR 
with AC 

Delta IV M+ 

From IISTP Systems Analysis 
Team Neptune Orbiter Mission 
Package, 3/26/01, Larry Kos 

Neptune Orbiter NEP MPD 
with AC 

Assumed Atlas 530 

WAG 
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Ground rules for the Neptune Orbiter S/C Bus 

Software was added due to less-than-current amount of software in historic missions 

Mass statements were only available at the total level; therefore mass was broken out into 
the subsystem level by allocating according to subsystems of analogous systems (Galileo 
Orbiter, Mars Global Surveyor, Mars Observer and NEAR). 

STH Quantities are 1.0 for all subsystems 

Complexities and Inheritance factors were reviewed and agreed upon or provided by 
Systems Analysis Team Rep. They are: 

D&D and Unit Complexities: 1.0 for all subsystems (at this point the design is not 
fleshed out enough for anyone to make a judgment call on D&D or Unit Complexity) 
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Inheritance Factors (see table below). 


Inheritance Factors 

Subsystems 

Inheritance 

Factors 

Rationale 

Structures/ Mechanisms 

1.0 

New structure & analogous systems are New structure 

PCS 

0.6 

Assume 25% new design . Eng. assumption is that there is 
significantly more heritage in the thermal subsystem than 
analogous missions. Existing components but new configuration. 

Electrical Power Subsystem 

1.0 

Radio isotopes are new design and "new generation of generators". 
Heredity of analogies are discussed below. Galileo Orbiter: New 
design RTGs (113-0296 pg 3). Mariner 10 & Mariner 6: solar 
arrays/batteries - reasonably high heredity. NEAR: 4 solar arrays, 

1 NiCd battery - assume high heredity was low cost and flew in 96 
so solar arrays around for a long time at that point. Pioneer 10 - 
RTGs some inheritance tfom earlier Pioneer s/c. Viking Orbiter - 
solar panels, NiCd. Voyager - RTGs, NiCd supposedly used 
existing DOE hardware RTGs but high DDT&E to FU ratio so 
suspect low heredity. Vast majority of the cost is low heredity so I 
left Inheritance factor at a 1.0. 

Power 

Distribution/Regulation/Contr 
ol Subsystem 

0.5 

■■1 

Data Management 

0.5 

Assumed 25% new design. Analogies heredity: most likely Mars 
Global Surveyor and NEAR have high heredity; Galileo Orbiter, 
Mars Observer, Pioneer-10 and Viking Orbiter do not. Vast 
difference in the lowest and highest datapoints (might want to 
consider eliminating them). Due to the very high DDT&E cost of 
Viking Orbiter and the probability that that must have been new 
design, a lower Inheritance factor is considered appropriate. 

Communication 

0.7 

Assumed 25% new design. Majority of the cost is made up of 
assumed new design (or significant new design) hardware. 
Therefore, a lower Inheritance factor was deemed appropriate, 
(some new design - will need a new antenna as the antenna for 
Galileo Orbiter did not work!). 

ADCS 

0.7 

Assumed 25% new design. Majority of the cost is made up of 
assumed new design (or significant new design) hardware. 
Therefore, a lower Inheritance factor was deemed appropriate. 
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System analogies were reviewed and agreed upon or provided by Systems Analysis Team 
Rep. They are: 


Analogies 

Subsystems 

Analogous 

Missions 

Rationale 

Structures/ Mechanisms 

Outer Planetary 
Stmcture/Mechani 
cal Group 

Deemed most representative of subsystem (provided 
by GW) 

TCS 

Outer Planetary 
TCS 

Deemed most representative of subsystem (provided 
by GW) 

Electrical Power 
Subsystem 

Outer Planetary 

Components/Subsy 

stems. 

Components were chosen because the EPS did not 
include the anything from the Galileo Orbiter. 
Selecting "Components" enabled selection of 
Generator from the Galileo Orbiter. The Pioneer 10 
and the Galileo Orbiter had radioisotope, (selected 
by SHC) 

Power 

Distribution/Regulation/ 
Control Subsystem 

Outer Planetary 

Components/Subsy 

stems. 

Components were chosen because the Power 
Dist/Reg/Ctrl Subsystem did not include anything 
from the Galileo Orbiter. Selecting "Components" 
enabled selection of the 3 components that comprise 
the Power Dist... Galileo Orbiter. (selectedby 

SHC) 

Data Management 

Outer Planetary 
Data Management 
subsystems 

Deemed most representative of subsystem (provided 
by GW) 

Communication 

Outer Planetary 
Data Management 
subsystems 

Deemed most representative of subsystem (provided 
by GW) 

ADCS 

Outer Planetary 
Data Management 
subsystems 

Deemed most representative of subsystem (provided 
by GW) 
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Ground rules for the Aerocapture 

STH quantities are 1.0 for both subsystems. 

Complexities and Inheritance factors were reviewed and agreed upon or provided by 
Systems Analysis Team Rep. They are: 

D&D and Unit Complexities: 1.0 for all subsystems (at this point the design is not 
fleshed out enough for anyone to make a judgment call on D&D or Unit Complexity) 
Inheritance Factors (see table below). 


Inheritance Factors 

Subsystems 

Inheritance 

Factors 

Rationale 

Chem Propulsion 
(Reaction Control) 

0.8 

Assume some inheritance sense not that different from 
existing RCS systems (provided by GW) 

Aerocapture 

1.0 

Assume new design (GW). Therefore, Inh factor of 

1.0, as Galileo Probe struc also new design. (SHC) 
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System analogies were reviewed and agreed upon or provided by Systems Analysis Team 
Rep. They are: 


Analogies 

Subsystems 

Analogous 

Missions 

Rationale 

Chem Propulsion 
(Reaction Control) 

Outer Planetary, 
Reaction Control, 
monopropellant 
filter. 

Chosen by SHC 

Aerocapture 

Galileo Probe 
Structure 

The Galileo Probe aeroshell was recommended as 
an analogy by GW. The aeroshell is not in the 
NAFCOM database; therefore, the Struc/Mech 
subsystem was used as an analogy. NAFCOM 
description for the Galileo Probe follows: "The 
Galileo Probe Deceleration Stmcture is made of 
aluminum. The main structural member, the 
aeroshell consists of the payload support ring, a saft 
box section ring, three longerons connecting the two 
rings, and the think skin sections. The Module 
consists of the heat shield, the structure that 
supports the heat shield, and the parachute 
subsystem." According to GW, the Neptune Orb 
Aerocapture will be the Gal. Probe aeroshell plus 
the heat shield. This must withstand more than 
other existing heat shields therefore more complex.. 
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Ground rules for SEP Ion 


The entire SEP estimate was provided by Bob Sefcik, GRC. All complexity factors, 
inheritance factors and analogies were chosen by him and included in the estimate he 
provided. 

Per GW, Xenon propellant would be used (used 5.67 kg. per 1000 liters as a conversion 
factor. 638 kg. of propellant required.). 


ONHA 

Subsystem 

QNHA 

Rationale 

Thrusters/Gimbals 

4 

Assumes four thruster/gimbal sets. 

PPUs 

4 

Assumes four PPUs, two for use and two backup. 

DCIU 

1.0 


Tanks & Feed System 

1.0 


Structure 

1.0 


Batteries 

1.0 


Ultraflex Solar Array 

4.0 

Assume four 6 KW BOL Ultraflex arrays. 


STH Qtys are provided below: 


STH Otv 

Subsystem 

STH Quantities 

Thrusters/Gimbals 

0.25 

PPUs 

0.25 

DCIU 

1.0 

Tanks & Feed System 

1.0 

Structure 

1.0 

Batteries 

0.25 

Ultraflex Solar Array 

0.25 


Inheritance Factors for all of the SEP subsystems are 1.0. 
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D&D and Unit complexities are described below: 


D&D and Unit Complexities 

Subsystem 

D&D 

Complexity 

Unit 

Complexity 

Rationale 

Thrusters/Gimbals 

2.5 

2.5 

Complexity factors were derived to allow for 
the use of current NAFCOM data for 
advanced thrusters. The proposed thmsters at 
3800 sec Isp require technology development 
to meet the technology cutoff date of 2005. 
Recent GRC technology estimates were 
~ $4.4M R&D and ~$8.3M full cost. 

PPUs 

1.0 

1.0 


DCIU 

1.0 

1.0 


Tanks & Feed System 

1.0 

1.0 


Structure 

1.0 

1.0 


Batteries 

1.0 

1.0 


Ultraflex Solar Array 

5.0 

2.0 

DDT&E and FH hardware complexity 
adjustments required to estimate the impact of 
designing and building lower weight systems 
while using a weight-based model. 


Analogies follow (no rationale for the choice of analogies was provided): 


Analogies 

Subsystem 

Analogies 

Thrusters/Gimbals 

GRO Thruster, Lunar Prospector Thruster 

PPUs 

Avionics from FIETE, Lewis, STEP3, TOMSEP 

DCIU 

Avionics from FIETE, Lewis, STEP3, TOMSEP 

Tanks & Feed 

System 

Reaction Control Subsystem from Lewis, Lunar Prospector, Mars Global 
Surveyor, Mars Pathfinder, NEAR, TOMSEP 

Structure 

Mars Global Surveyor Structures Subsystem; Mars Pathfinder Cruise 

Stage Structure 

Batteries 

Mars Pathfinder Battery 


Mars Pathfinder Solar Array 


F-20 

















































IISTP Phase I Final Report 
September 14, 2001 


Ground rules for NEP Ion 


The entire NEP estimate was provided by Bob Sefcik, GRC. All complexity factors, 
inheritance factors and analogies were chosen by him and included in the estimate he 
provided. His note at the beginning of his estimate: "Nuclear Electric Propulsion (NEP) 
Stage estimate prepared by Bob Sefcik, GRC, using NAFCOM analogies adjusted where 
needed for advanced technologies. Some throughputs were used where estimating by 
technical parameters provided a better estimate than estimating by weight." 

Didn't know what to use so 1 assumed same Xenon propellant as used for SEP(used 5.67 
kg. per 1000 liters as a conversion factor. 638 kg. of propellant required.). 

Bob Sefcik made several references to mass in his notes. These follow: 
Thrusters/Gimbals: Used Steve Oleson, GRC, mass estimate of 16.5kg/thruster. 

PPUs: PPU was excluded from data provided from MSEC. Added in by Bob Sefcik at a 
mass of 31.2kg/PPU per Steve Oleson estimate from GRC. 

Structure: Structure mass at 10% of total stage = 3592 * .1 = 359 kg 


ONHA 

Subsystem 

QNHA 

Rationale 

Thrusters/Gimbals 

20 

The quantity of twenty was modeled although not deemed to 
be needed for 100 KWe operation unless the stage was to be 
reusable. 

PPUs 

10 


Tanks & Feed System 

1.0 


Structure 

1.0 


Reactor 

1.0 

100 KWe SP-100 type 

Power Conversion 

4.0 

4 -25 KWe Brayton 

PMAD 

4.0 

Assumed to be 4 power electronics modules. 

Heat Rejection 

4.0 

Assumed to be 4 modular units. 

Heat Exchanger 

2.0 

Need to check if other heat hansport components are needed. 
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STH Qtys are provided below: 


STH Otv 

Subsystem 

QNHA 

Rationale 

Thrusters/Gimbals 

0.2 

STH quantity set at .2 vs. .25 to arrive at four units for 
testing with two PPUs. 

PPUs 

0.2 

STH quantity set at .2 vs. .25 to arrive at two full units. 

Tanks & Feed System 

1 


Structure 

1 


Reactor 

1 


Power Conversion 

1 


PMAD 

0.25 


Heat Rejection 

1 


Heat Exchanger 

1 



Inheritance Factors for all of the SEP subsystems are 1.0. 
D&D and Unit complexities are described below: 


D 4 &D and Unit Comolexities 

Subsystem 


Unit 

Complexity 

Rationale 

Thrusters/Gimbals 

2.5 



PPUs 

1.0 

1.0 


Tanks & Feed System 

1.0 

1.0 


Structure 

1.0 

1.0 


Reactor 




PMAD 

1.0 

0.5 


Power Conversion 




Heat Rejection 




Heat Exchanger 
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Analogies follow (no rationale for the choice of analogies was provided): 


Analogies 

Subsystem 

Analogies 

Thrusters/Gimbals 

GRO Thruster, Lunar Prospector Thruster 

PPUs 

Avionics from HETE, Lewis, STEP3, TOMSEP 

Tanks & Feed 

System 

Reaction Control Subsystem from GRO, NEAR 

Structure 

CRESS Structure; GRO Secondary Structure; TOPEX Structure, Module 
Support 

Reactor 

Throughput equation 

PMAD 

Power Distribution/Regulation/Control Subsystem for Lunar Prospector, 
Mars Pathfinder, NEAR 

Power Conversion 

Throughput equation 

Heat Rejection 

Throughput equation 

Heat Exchanger 

Throughput equation 
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Ground rules for SOA Chemical 


Mass statements were provided at the component level by GW. 
STH Quantities are 1.0 for all subsystems 


FIRST STAGE (Trans Neptune Insertion TNI LOX/LH2 Stage) 

Complexities and Inheritance factors provided by GW with one exception. They are: 
D&D and Unit Complexities: 1.0 for all subsystems (at this point the design is not 
fleshed out enough for anyone to make a judgment call on D&D or Unit Complexity). 
However, the Pressurization System has D&D and Unit complexities of 0.5 to 
compensate for the use of a manned analogy. (SHC) 

Inheritance Factors (see table below). 


Inheritance Factors 

Subsystems 

Inheritance 

Factors 

Rationale 

RL-lOB-2 


Throughput cost of RL-lOA-3-1 from NAFCOM 

Fwd skirt 

1.0 


Thr str/AS 

0.5 


Tanks 

0.3 

Assume buy off-the-shelf and modify slightly (appx 

20% new design). Standard tanks (not composite 
tanks) per GW 

Tank Insulation 

1.0 


Intertank 

1.0 


Avionics 

1.0 


Pressurization System 

0.5 

All complexities set at 0.5 because of the use of the 
older data set (manned analogy from Apollo LM) 

Feed 

0.5 
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Analogies were selected by SHC and are provided below: 


Subsystems 

Analogies 

Rationale 

RL-lOB-2 


Throughput cost of RL-lOA-3-1 from 
NAFCOM 

Fwd skirt 

Galileo Orbiter, Structure; Mars 
Global Surveyor Structures 
Subsystem; Mars Pathfinder 
Cruise Stage Stmcture 


Thr str/AS 

Galileo Orbiter, Structure; Mars 
Global Surveyor Stmctures 
Subsystem; Mars Pathfinder 
Cruise Stage Stmcture 


Tanks 

Tanks for DSP, GPSMYP, GRO, 
HEAO-1, HEAO-2, HEAO-3, 
Lunar Prospector, Pioneer Venus 
Bus/Orbiter, TOPEX 

Filtered on Tanks for Unmanned and 
chose all missions that had Tanks resulting 
from the search 

Tank Insulation 

Thermal Control Subsystem for 
Centaur D, Centaur G', S-IC, S- 
11, S-IVB 

Estimated differently than the Stor. prop, 
stage because of the cryogenic tanks. 
Therefore, analogies are Liquid Launch 
Vehicle Stages Thermal Control 
subsystems (much of the cost was due to 
Insulation Blankets around the LH2 tanks). 

Intertank 

Tanks for DSP, GPSMYP, GRO, 
HEAO-1, HEAO-2, HEAO-3, 
Lunar Prospector, Pioneer Venus 
Bus/Orbiter, TOPEX 

Team decision to use same analogies as 
used for Tanks. 

Avionics 

Avionics from 70 missions that 
had Avionics in the Unmanned 
Earth Orbiting Database 

Avionics for stage should be relatively 
simple complexity. 

Pressurization System 

Pressurant Components from 
Apollo LM 

Only pressurization system 1 could find 
broken out into component level in the 
database. 

Feed 

DSCS-11 Feed Components; 
Lunar Prospector Lines, Valves, 
Filters 



SECOND STAGE (Trans Neptune Capture TNC Stage) 

This is a bipropellant stage (per GW). 1 assumed monomethylhydrazine and nitrogen 
tetroxide (per SHC WAG). 
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Complexities and Inheritance Factors used are the same as that used in the FIRST 
STAGE for each subsystem present in SECOND STAGE. Complexities and Inheritance 
factors provided by GW with one exception. They are: 

D&D and Unit Complexities: 1.0 for all subsystems (at this point the design is not 
fleshed out enough for anyone to make a judgment call on D&D or Unit Complexity). 
However, the Pressurization System has D&D and Unit complexities of 0.5 to 
compensate for the use of a manned analogy. (SHC) 

Inheritance Factors (see table below). 


Inheritance Factors 

Subsystems 

Inheritance 

Factors 

Rationale 

Thr str/AS 

0.5 


Tanks 

0.3 

Assume buy off-the-shelf and modify slightly (appx 

20% new design). Standard tanks (not composite 
tanks) per GW 

Tank Insulation 

1.0 


Pressurization System 

0.5 

All complexities set at 0.5 because of the use of the 
older data set (manned analogy from Apollo LM) 

Feed 

0.5 


Thrusters 

1.0 


Avionics 

1.0 
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Analogies were selected by SHC and are provided below: 


Subsystems 

Analogies 

Rationale 

Thr str/AS 

Galileo Orbiter, Structure; 

Mars Global Surveyor 
Structures Subsystem; Mars 
Pathfinder Cruise Stage 
Structure 


Tanks 

Tanks for DSP, GPSMYP, 
GRO, HEAO-1, HEAO-2, 
HEAO-3, Lunar Prospector, 
Pioneer Venus Bus/Orbiter, 
TOPEX 

Filtered on Tanks for Unmanned and 
chose all missions that had Tanks 
resulting from the search 

Tank Insulation 

Tank Insulation: ATS-6, DSP, 
INTELSAT-IV, Mars 
Pathfinder, OMV, UFO 

Used different analogies than for LOX- 
LH2 insulation as it should be simpler (no 
cryogenic tanks). Analogies are a mix of 
Unmanned Earth Orbiting and Planetary 
blanket components. 

Pressurization System 

Pressurant Components from 
Apollo LM 

Only pressurization system 1 could find 
broken out into component level in the 
database. 

Feed 

DSCS-11 Feed Components; 
Lunar Prospector Lines, 

Valves, Filters 


Thrusters 

Thmsters: DSP, GPSMYP, 
GRO, HEAO-1, HEAO-2, 
HEAO-3, Lunar Prospector, 
Pioneer Venus Bus/Orbiter 

Unmanned EO and Planetary Thrusters 
(selected all that had Thmsters broken 
out) 

Avionics 

Avionics from 70 missions that 
had Avionics in the Unmanned 
Earth Orbiting Database 

Avionics for stage should be relatively 
simple complexity. 
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Ground rules for Solar Sail 

Solar sail: 10 g/cm2 sail at 350,000 m2 

Mass statements were provided at the component level by GW on the Monster Weights 
Rev 1 spreadsheet. 

STH Quantities are 1.0 for all subsystems 
Complexities were assumed to be 1.0. 

Inheritance Factors were selected by SHC and provided below: 


Inheritance Factors 

Subsystems 

Inheritance 

Factors 

Rationale 

Unique S/M 

1.0 

New structure but all structures are new therefore no 
adjustment necessary to factor. 

Repeat S/M 

1.0 

Same as above 

Sail Membrane 

1.0 

New material, process, fabrication etc. Could make a 
case for increasing inheritance due to new material 
however I did not because the analogous insulation 
blankets - although not new material - most of cost is in 
new design and labor. Also mass much higher than for 
blankets so cost differential captured here. 

Avionics 

1.5 

Issue with solar sails is "control of large, flexible, 
lightweight space structures and development of an 
effective attitude and articulation control system." 
(Advanced Propulsion Concepts, JPL). Increased 
avionics heritage to 1.5 because this avionics has not 
been developed yet ("no operational solar sail tests of 
yet"). 
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Analogies were selected by SHC (with some guidance by GW) and are provided below: 


Subsystems 

Analogies 

Rationale 

Unique S/M 

Chose composite 
Structures/Mechanical Group, 
Unmanned missions as 
analogous datapoints. 

Assumed that much of Unique S/M was 
the deployment mechanism therefore 
made cost per kg. higher than for the 
Repeat S/M. 

Repeat S/M 

Chose composite Structures 
subsystem. Unmanned 
missions as analogous 
datapoints. 

Assumed that much of Repeatable S/M 
was mainly comprised of structure for 
each of the four segments of the sails 
(some mechanisms such as gimbals) - and 
therefore made cost per kg. lower than for 
the Unique S/M. 

Sail Membrane 

Chose Unmanned missions. 
Insulation Blankets as 
analogous datapoints. 

Sail membrane is comprised of a single 
layer plastic film (aluminized). GW 
suggested that multilayer insulation would 
be the best analogy on a cost per lb. basis. 
The sail membrane will probably be 
manufactured in strips then joined 
together not unlike MLl so labor cost 
similar. 

Avionics 

Used all Earth Orbiting 
Avionics subsystem missions 
for analogy. 

Avionics are new but relatively simple. 

Just used for controlling gimbals? not 
sending and receiving signals? 
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Ground rules for NEP MPD 


I have not received input from Bob Sefcik, GRC, at this time. Therefore, I copied the 
NEP Ion estimate that he had generated and used that as a basis for MPD. Per Cost Team 
decision, I left the masses unchanged for NEP Ion although they differed significantly 
from those provided in the Monster Weight Rev 1 spreadsheet. Therefore, in the below 
discussion when stated that a subsystem is "unchanged" it will not match the Monster 
Weight spreadsheet but the NEP Ion NAFCOM estimate generated by Bob Sefcik. 

Per Monster Weight Rev 1 spreadsheet, the power generation subsystems were all the 
same mass so I left them alone (Reactor, Power conversion. Heat Rejection, Heat 
Exchanger, PMAD). Structure did not change either so I left it unchanged. Avionics 
was listed in all three NEP cases in the Monster Wt spreadsheet (NEP Ion, MPD and 
VaSIMR), but I did not include it in either MPD or VaSIMR as it was not included in the 
NAFCOM basecase. Tanks mass was changed as this mass changed between 
subsystems. Thrusters and PPUs were zeroed out until I receive inputs from GRC. 

Propellant is xenon; mass is 4400 kg. Or 9700 lbs. 

Numerous issues with having the mass in my NAFCOM model differ from that given in 
Monster Weights. DISCUSSION POINT -1 strongly feel they should agree. 


ONHA 

Subsystem 

QNHA 

Rationale 

Thrusters/Gimbals 

2+2 

From Gordon's email, 2 thrusters plus 2 spares. 50 kg. Apiece. (Should 
this weigh 200 kg. Rather than 240 kg?) Does this include gimbals and 
such?? 

PPUs 

2 

From Monster Spreadsheet - would there be any spares here? Do they 
weig 250 kg. Together (125 kg.s apiece) or does each weigh 250 kg.? 

Tanks & Feed System 

1.0 


Structure 

1.0 


Reactor 

1.0 

100 KWe (from Gordon's email) SP-100 type (assume same as NEP Ion 
case) 

Power Conversion 

4.0 

ASSUMED SAME AS NEP ION CASE 4 -25 KWe Brayton 

PMAD 

4.0 

ASSUMED SAME AS NEP ION CASE Assumed to be 4 power 
electronics modules. 

Heat Rejection 

4.0 

ASSUMED SAME AS NEP ION CASE Assumed to be 4 modular units. 

Heat Exchanger 

2.0 

ASSUMED SAME NEP ION CASE Need to check if other heat 
transport components are needed. 
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STH Qtys are provided below: ASSUME SAME AS NEP ION 


STH Otv 

Subsystem 

QNHA 

Rationale 

Thrusters/Gimbals 

0.2 

STH quantity set at .2 vs. .25 to arrive at four units for 
testing with two PPUs. 

PPUs 

0.2 

STH quantity set at .2 vs. .25 to arrive at two full units. 

Tanks & Feed System 

1 


Structure 

1 


Reactor 

1 


Power Conversion 

1 


PMAD 

0.25 


Heat Rejection 

1 


Heat Exchanger 

1 



Inheritance Factors for all of the SEP subsystems are 1.0. ASSUME SAME AS NEP 
ION 

D&D and Unit complexities are described below: 


D&D and Unit Comolexities 

Subsystem 


Unit 

Complexity 

Rationale 

Thrusters/Gimbals 

Sefcik 

Sefcik 

Waiting for Sefcik data 

PPUs 

Sefcik 

Sefcik 

Waiting for Sefcik data 

Tanks & Feed System 

1.0 

1.0 


Structure 

1.0 

1.0 


Reactor 




PMAD 

1.0 

0.5 


Power Conversion 




Heat Rejection 




Heat Exchanger 
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Analogies follow (no rationale for the choice of analogies was provided): EXCEPTING 
THRUSTER AND PPU - ASSUME SAME AS NEP ION. 


Analogies 

Subsystem 

Analogies 

Thrusters/Gimbals 

Awaiting Sefcik data 

PPUs 

Awaiting Sefcik data 

Tanks & Feed 

System 

Reaction Control Subsystem from GRO, NEAR 

Structure 

CRESS Structure; GRO Secondary Structure; TOPEX Structure, Module 
Support 

Reactor 

Throughput equation 

PMAD 

Power Distribution/Regulation/Control Subsystem for Lunar Prospector, 
Mars Pathfinder, NEAR 

Power Conversion 

Throughput equation 

Heat Rejection 

Throughput equation 

Heat Exchanger 

Throughput equation 
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Ground rules for NEP VaSIMR 


I have not received input from Bob Sefcik, GRC, at this time. Therefore, I copied the 
NEP Ion estimate that he had generated and used that as a basis for VaSIMR. Per Cost 
Team decision, I left the masses unchanged for NEP Ion although they differed 
significantly from those provided in the Monster Weight Rev I spreadsheet. Therefore, 
in the below discussion when stated that a subsystem is "unchanged" it will not match the 
Monster Weight spreadsheet but the NEP Ion NAFCOM estimate generated by Bob 
Sefcik. 

Per Monster Weight spreadsheet, the power generation subsystems were all the same 
mass so I left them alone (Reactor, Power conversion. Heat Rejection, Heat Exchanger, 
PMAD). Structure did not change either so I left it unchanged. Avionics was listed in 
all three NEP cases in the Monster Wt spreadsheet (NEP Ion, MPD and VaSIMR), but I 
did not include it in either MPD or VaSIMR as it was not included in the NAFCOM 
basecase. Tanks mass was changed as this mass changed between subsystems. Thrusters 
and PPUs were zeroed out until I receive inputs from GRC. 

Propellant is liquid hydrogen, mass is 4403 kg. Or 9707 lbs. 

Numerous issues with having the mass in my NAFCOM model differ from that given in 
Monster Weights. DISCUSSION POINT -1 strongly feel they should agree. 


ONHA 

Subsystem 

QNHA 

Rationale 

Thrusters/Gimbals 

2+2 

From Gordon's email, 2 thrusters plus 2 spares. 50 kg. Apiece. (Should 
this weigh 200 kg. Rather than 240 kg?) Does this include gimbals and 
such?? 

PPUs 

2 

From Monster Spreadsheet - would there be any spares here? Do they 
weig 250 kg. Together (125 kg.s apiece) or does each weigh 250 kg.? 

Tanks & Feed System 

1.0 


Structure 

1.0 


Reactor 

1.0 

100 KWe (from Gordon's email) SP-100 type (assume same as NEP Ion 
case) 

Power Conversion 

4.0 

ASSUMED SAME AS NEP ION CASE 4 -25 KWe Brayton 

PMAD 

4.0 

ASSUMED SAME AS NEP ION CASE Assumed to be 4 power 
electronics modules. 

Heat Rejection 

4.0 

ASSUMED SAME AS NEP ION CASE Assumed to be 4 modular units. 

Heat Exchanger 

2.0 

ASSUMED SAME NEP ION CASE Need to check if other heat 
transport components are needed. 
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STH Qtys are provided below: ASSUME SAME AS NEP ION 


STH Otv 

Subsystem 

QNHA 

Rationale 

Thrusters/Gimbals 

0.2 

STH quantity set at .2 vs. .25 to arrive at four units for 
testing with two PPUs. 

PPUs 

0.2 

STH quantity set at .2 vs. .25 to arrive at two full units. 

Tanks & Feed System 

1 


Structure 

1 


Reactor 

1 


Power Conversion 

1 


PMAD 

0.25 


Heat Rejection 

1 


Heat Exchanger 

1 



Inheritance Factors for all of the NEP subsystems are 1.0. ASSUME SAME AS NEP 
ION 

D&D and Unit complexities are described below: 


D&D and Unit Comolexities 

Subsystem 


Unit 

Complexity 

Rationale 

Thrusters/Gimbals 

Sefcik 

Sefcik 

Waiting for Sefcik data 

PPUs 

Sefcik 

Sefcik 

Waiting for Sefcik data 

Tanks & Feed System 

1.0 

1.0 


Structure 

1.0 

1.0 


Reactor 




PMAD 

1.0 

0.5 


Power Conversion 




Heat Rejection 




Heat Exchanger 
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Analogies follow (no rationale for the choice of analogies was provided): EXCEPTING 
THRUSTER AND PPU - ASSUME SAME AS NEP ION. 


Analogies 

Subsystem 

Analogies 

Thrusters/Gimbals 

Awaiting Sefcik data 

PPUs 

Awaiting Sefcik data 

Tanks & Feed 

System 

Reaction Control Subsystem from GRO, NEAR 

Cryocooler 

Reaction Control Subsystem from GRO, NEAR 

Structure 

CRESS Structure; GRO Secondary Structure; TOPEX Structure, Module 
Support 

Reactor 

Throughput equation 

PMAD 

Power Distribution/Regulation/Control Subsystem for Lunar Prospector, 
Mars Pathfinder, NEAR 

Power Conversion 

Throughput equation 

Heat Rejection 

Throughput equation 

Heat Exchanger 

Throughput equation 
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Ground rules for SEP NSTAR 


I have not received input from Bob Sefcik, GRC, at this time. Therefore, I copied the 
SEP Baseline estimate that he had generated and used that as a basis for SEP NSTAR. 
Per Cost Team decision, I left the masses unchanged for SEP Baseline although they 
differed significantly from those provided in the Monster Weight Rev 1 spreadsheet. 
Therefore, in the below discussion when stated that a subsystem is "unchanged" it will 
not match the Monster Weight spreadsheet but the SEP Baseline NAFCOM estimate 
generated by Bob Sefcik. 

Thrusters/Gimbals and PPU costs were zeroed because 1 have no input from GRC at this 
time. All other analogies and complexity factors for every subsystem are the same for 
NSTAR as for the SEP Baseline. The only changes made were to masses for 
Structures/Mechanisms and Tanks & Feed System. Propellant load was also adjusted. 

Per GW, Xenon propellant would be used (used 5.67 kg. per 1000 liters as a conversion 
factor. 470 kg. of propellant required. Per Monster Weights Rev 1 spreadsheet). 


ASSUMED SAME QNHA AS SEP BASELINE 


ONHA 

Subsystem 

QNHA 

Rationale 

Thrusters/Gimbals 

4 

Assumes four thruster/gimbal sets. 

PPUs 

4 

Assumes four PPUs, two for use and two backup. 

DCIU 

1.0 


Tanks & Feed System 

1.0 


Structure 

1.0 


Batteries 

1.0 


Ultraflex Solar Array 

4.0 

Assume four 6 KW BOL Ultraflex arrays. 


STH Qtys are provided below; ASSUMED SAME STH QTY AS SEP BASELINE 


STH Otv 

Subsystem 

STH Quantities 

Thrusters/Gimbals 

.25 

PPUs 

.25 

DCIU 

1.0 

Tanks & Feed System 

1.0 

Structure 

1.0 
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Batteries 

0.25 

Ultraflex Solar Array 

0.25 


Inheritance Factors for all of the SEP subsystems are 1.0. ASSUMED SAME 
INHERITANCE AS SEP BASELINE. 

D&D and Unit complexities are described below: ASSUMED SAME COMPLEXITY 
FACTORS AS SEP BASELINE. 


D&D and Unit Comolexities 

Subsystem 


Unit 

Complexity 

Rationale 

Thrusters/Gimbals 

2.5 

2.5 

Complexity factors were derived to allow for the use of 
current NAFCOM data for advanced thrusters. The 
proposed thrusters at 3800 sec Isp require technology 
development to meet the technology cutoff date of 2005. 
Recent GRC technology estimates were ~ S4.4M R&D 
and ~$8.3M full cost. 

PPUs 

1.0 

1.0 


IX'IU 

1.0 

1.0 


Tanks & Feed System 

1.0 

1.0 


Structure 

1.0 

1.0 


Batteries 

1.0 

1.0 


Ultraflex Solar Array 

5.0 

2.0 

DDT&E and FH hardware complexity adjustments 
required to estimate the impact of designing and building 
lower weight systems while using a weight-based model. 


Analogies follow (no rationale for the choice of analogies was provided): ASSUMED 
SAME ANALOGIES AS SEP BASELINE. 


Analogies 

Snbsystem 

Analogies 

Thrusters/Gimbals 

GRO Thruster, Lunar Prospector Thruster 

PPUs 

Avionics from HETE, Lewis, STEP3, TOMSEP 

DCIU 

Avionics from HETE, Lewis, STEP3, TOMSEP 

Tanks & Feed System 

Reaction Control Subsystem from Lewis, Lunar Prospector, Mars Global Surveyor, Mars 
Pathfinder, NEAR, TOMSEP 

Structure 

Mars Global Surveyor Structures Subsystem; Mars Pathfinder Cruise Stage Structure 

Batteries 

Mars Pathfinder Battery 

Ultraflex Solar Array 

Mars Pathfinder Solar Array 
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